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Release 16 Submission form
	Feature / Item:
	New Radio Access Technology

	Affects:
	UICC apps:
 no
	ME:
yes 
	AN:
no
	CN:
no
	Others (specify):


	Expected Completion Date:
	Stage-3 for RAN4: RAN#89-e (September 2020)

	Service(s) impacted:
	None

	Specification(s) affected:
	TS38.133

	Task(s) within work which are not complete:
	

	Task(s) within work which are not complete (Cont.):
	· CSI-RS configuration applicability
· FFS on whether to define additional configuration {D=1 with PRBs ≥ 96}
· Note: In case the requirements are not finalized in RAN4 #96e, no Rel-16 requirements will be introduced for {D=1 with PRBs ≥ 96}.Topic will be handled with low priority.
· [bookmark: _GoBack]Scope of requirement
· whether UE is required to perform Rx beam sweeping for CSI-RS based L3 measurement
· UE capability
· New UE capability on the simultaneous reception of CSI-RS of neighbour cell and SSB of serving cell
· New UE capability for minimum separation between two slots
· Note: can be handled with low priority
· UE measurement capability requirement
· Relation between CSI-RS layer and SSB layer
· Whether multiple MOs can be counted as one frequency layer
· How to count SSB frequency layers
· Number of CSI-RS layers/cells/beams
· Cell identification requirement
· whether to introduce 2 different requirements for with index and without index
· the tuning time of inter-frequency GAP
· time-domain restriction on CSI-RS resources configuration 
· note: CMTC for CSI-RS L3 measurement is out of scope
· Scheduling restriction on the following cases
· when UE is not able to support mixed numerology of data and CSI-RS L3 mobility
· when UE performs CSI-RS intra-frequency measurements in a TDD band
· when UE performs RX beam sweeping
· The collision case between L1 measurement of serving cell and CSI-RS L3 measurement of neighbour cell
· CSSF for CSI-RS based measurement within measurement gap and outside of measurement gap. 
· synchronization assumption for CSI-RS measurement

	Consequences if not included in Release 16:
	The following NR features cannot be operated. 
· CSI-RS based L3 measurement in NR
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