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Introduction
There are lots of benefits by binding AM and SM policies, e.g. change RFSP values for a UE when the quota for the DNN for eMBB reaches the limit, or simplify the network deployment. It is a simple way to achieve above binding by selecting same PCF for the AMF and the SMF. 

In Rel 15&16, the same PCF selection for the AMF and the SMF is achieved by the mechanism of AMF optionally forwarding the selected PCF to SMF instance(s) during the PDU Session Establishment procedure(s), and the SMF may select the received PCF for SM Policy Control based on local policies. But it is applicable only in the UE initially accessing via 5GS scenario. This Rel 17 WI aims at specifying a mechanism to achieve the same PCF selection for AMF and SMF in the EPS to 5GS mobility scenario, where the PCF selection for AMF may be performed after the PCF selection for SMF/PGW-C. In this WI, subscription data is expanded to assist the same PCF selection, to offer more flexibility for operation of corresponding service.
Description

The mechanism in this WI is based on the PGW-C+SMF registration of the selected PCF for SM Policy Control into the UDM+HSS. When performing PCF selection, based on subscription data for the PCF selection received from the UDM, the AMF determines that the same PCF for AMF and the SMF serving a specific DNN and/or S-NSSAI needs to be selected, then it selects the PCF ID serving the specific DNN and/or S-NSSAI received from UDM before initiating the Establishment of AM Policy Association. It is applicable for EPS to 5GS Mobility.

For the scenario of pure 5GS, based on subscription data for the PCF selection received from the UDM, the AMF determines that the same PCF for AMF and SMF serving a specific DNN and/or S-NSSAI needs to be selected, then it forwards the PCF ID for AM policies to the SMF and may additionally indicate to the SMF that the same PCF should be selected for SM Policy Control.
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