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7.5.1 List of Service Properties

The following table lists properties relevant for the MPCC API. These properties are additional to the properties of the GCC, from which the MPCC is an extension.

	Property
	Type
	Description

	P_MAX_CALLLEGS_PER_CALL
	INTEGER_SET
	Indicates how many parties can be in one call.

	P_UI_CALLLEG_BASED
	BOOLEAN_SET
	Value = TRUE : User interaction can be performed on leg level and a reference to a CallLeg object can be used in the IpUIManager.createUICall() operation.

Value = FALSE : No user interaction on leg level is supported.

	P_ROUTING_WITH_CALLLEG_OPERATIONS
	BOOLEAN_SET
	Value = TRUE : the atomic operations for routing a CallLeg are supported {IpMultiPartyCall.createCallLeg(), IpCallLeg.eventReportReq(), IpCallLeg.route(), IpCallLeg.attachMedia()} 

Value = FALSE : the convenience function has to be used for routing a CallLeg.

	P_MEDIA_ATTACH_EXPLICIT
	BOOLEAN_SET
	Value = TRUE : the CallLeg shall be explicitly attached to a Call.

Value = FALSE : the CallLeg is automatically attached to a Call, no IpCallLeg.attachMedia() is needed when a party answers.

	P_HIGH_PROBABILITY_OF_COMPLETION
	BOOLEAN_SET
	Value = TRUE : high probability of call completion field can be set.

Value = FALSE : high probability of call completion field can not be set. FALSE is the default value.


7.6.2.19 TpCallAppInfo

Defines the Tagged Choice of Data Elements that specify application-related call information.

	
	Tag Element Type
	

	
	TpCallAppInfoType
	


	Tag Element

Value
	Choice Element

Type
	Choice Element

Name

	P_CALL_APP_ALERTING_MECHANISM
	TPCallAlertingMechanism
	CallAppAlertingMechanism

	P_CALL_APP_NETWORK_ACCESS_TYPE
	TpCallNetworkAccessType
	CallAppNetworkAccessType

	
	
	

	P_CALL_APP_TELE_SERVICE
	TpCallTeleService
	CallAppTeleService

	P_CALL_APP_BEARER_SERVICE
	TpCallBearerService
	CallAppBearerService

	P_CALL_APP_PARTY_CATEGORY
	TpCallPartyCategory
	CallAppPartyCategory

	P_CALL_APP_PRESENTATION_ADDRESS
	TpAddress
	CallAppPresentationAddress

	P_CALL_APP_GENERIC_INFO
	TpString
	CallAppGenericInfo

	P_CALL_APP_ADDITIONAL_ADDRESS
	TpAddress
	CallAppAdditionalAddress

	P_CALL_APP_ORIGINAL_DESTINATION_ADDRESS
	TpAddress
	CallAppOriginalDestinationAddress

	P_CALL_APP_REDIRECTING_ADDRESS
	TpAddress
	CallAppRedirectingAddress

	P_CALL_APP_HIGH_PROBABILITY_COMPLETION
	TpCallHighProbabilityCompletion
	CallHighProbabilityCompletion


7.6.2.20 TpCallAppInfoType

Defines the type of call application-related specific information.

	Name
	Value
	Description

	P_CALL_APP_UNDEFINED
	0
	Undefined

	P_CALL_APP_ALERTING_MECHANISM
	1
	The alerting mechanism or pattern to use

	P_CALL_APP_NETWORK_ACCESS_TYPE
	2
	The network access type (e.g. ISDN)

	
	
	

	P_CALL_APP_TELE_SERVICE
	3
	Indicates the tele-service (e.g. telephony)

	P_CALL_APP_BEARER_SERVICE
	4
	Indicates the bearer service (e.g. 64 kbit/s unrestricted data).

	P_CALL_APP_PARTY_CATEGORY
	5
	The category of the calling party

	P_CALL_APP_PRESENTATION_ADDRESS
	6
	The address to be presented to other call parties

	P_CALL_APP_GENERIC_INFO
	7
	Carries unspecified service-service information

	P_CALL_APP_ADDITIONAL_ADDRESS
	8
	Indicates an additional address

	P_CALL_APP_ORIGINAL_DESTINATION_ADDRESS
	9
	Contains the original address specified by the originating user when launching the call.

	P_CALL_APP_REDIRECTING_ADDRESS
	10
	Contains the address of the user from which the call is diverting.

	P_CALL_APP_HIGH_PROBABILITY_COMPLETION
	11
	Indicates high probability of completion and its priority


7.6.2.43 TpCallHighProbabilityCompletion
This data type is identical to a TpInt32, and defines the probability of completion under network congestion. The values of this data type are region specific.  In general, a value of 0 indicates no special treatment (default), a priority value between 1, 2, 3, ..., n indicates special treatment, where 1 is the highest priority and n the lowest priority other than no special treatment.
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