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9.2.19 TpCallAppInfo

Defines the Tagged Choice of Data Elements that specify application-related call information.

	
	Tag Element Type
	

	
	TpCallAppInfoType
	


	Tag Element

Value
	Choice Element

Type
	Choice Element

Name

	P_CALL_APP_ALERTING_MECHANISM
	TpCallAlertingMechanism
	CallAppAlertingMechanism

	P_CALL_APP_NETWORK_ACCESS_TYPE
	TpCallNetworkAccessType
	CallAppNetworkAccessType

	P_CALL_APP_TELE_SERVICE
	TpCallTeleService
	CallAppTeleService

	P_CALL_APP_BEARER_SERVICE
	TpCallBearerService
	CallAppBearerService

	P_CALL_APP_PARTY_CATEGORY
	TpCallPartyCategory
	CallAppPartyCategory

	P_CALL_APP_PRESENTATION_ADDRESS
	TpAddress
	CallAppPresentationAddress

	P_CALL_APP_GENERIC_INFO
	TpString
	CallAppGenericInfo

	P_CALL_APP_ADDITIONAL_ADDRESS
	TpAddress
	CallAppAdditionalAddress

	P_CALL_APP_ORIGINAL_DESTINATION_ADDRESS
	TpAddress
	CallAppOriginalDestinationAddress

	P_CALL_APP_REDIRECTING_ADDRESS
	TpAddress
	CallAppRedirectingAddress

	P_CALL_APP_HIGH_PROBABILITY_COMPLETION
	TpCallHighProbabilityCompletion
	CallHighProbabilityCompletion

	P_CALL_APP_CARRIER
	TpCarrierSet
	CallAppCarrier


9.2.20 TpCallAppInfoType

Defines the type of call application-related specific information.

	Name
	Value
	Description

	P_CALL_APP_UNDEFINED
	0
	Undefined

	P_CALL_APP_ALERTING_MECHANISM
	1
	The alerting mechanism or pattern to use

	P_CALL_APP_NETWORK_ACCESS_TYPE
	2
	The network access type (e.g. ISDN)

	P_CALL_APP_TELE_SERVICE
	3
	Indicates the tele-service (e.g. telephony)

	P_CALL_APP_BEARER_SERVICE
	4
	Indicates the bearer service (e.g. 64 kbit/s unrestricted data).

	P_CALL_APP_PARTY_CATEGORY
	5
	The category of the calling party

	P_CALL_APP_PRESENTATION_ADDRESS
	6
	The address to be presented to other call parties

	P_CALL_APP_GENERIC_INFO
	7
	Carries unspecified service-service information

	P_CALL_APP_ADDITIONAL_ADDRESS
	8
	Indicates an additional address

	P_CALL_APP_ORIGINAL_DESTINATION_ADDRESS
	9
	Contains the original address specified by the originating user when launching the call.

	P_CALL_APP_REDIRECTING_ADDRESS
	10
	Contains the address of the user from which the call is diverting.

	P_CALL_APP_HIGH_PROBABILITY_COMPLETION
	11
	Indicates high probability of completion and its priority

	P_CALL_APP_CARRIER
	12
	Indicates the set of Carrier identifications to be used to route the call.


9.2.45 TpCarrierSet

Defines a Numbered Set of Data Elements of TpCarrier.  In case the set is empty, the SCF will assume default processing.  

9.2.46 TpCarrier

Defines the Sequence of Data Elements that indicates carrier information.  It consists of the carrier selection field followed by the Carrier ID information to be used for routing a call to a carrier.

	Sequence Element Name
	Sequence Element Type

	CarrierID
	TpCarrierID

	CarrierSelectionField
	TpCarrierSelectionField


9.2.47 TpCarrierID

This data type is identical to a TpOctetSet.  For encoding of the field, depending on the network, either ITU-T Recommendation Q.763 [32] or ANSI ISUP T.113 [33] applies.
9.2.48 TpCarrierSelectionField

Defines the type of Carrier Selection Field-related specific information.  This parameter indicates how the selected carrier is provided (e.g. pre-subscribed).

	Name
	Value
	Description

	P_CIC_UNDEFINED
	0
	No indication

	P_CIC_NO_INPUT
	1
	The carrier identification code (CIC) is pre subscribed (not provided by the calling party).

	P_CIC_INPUT
	2
	The carrier identification code (CIC) is pre subscribed and provided by the calling party.

	P_CIC_UNDETERMINED
	3
	The selected carrier identification code (CIC) is pre subscribed, but no indication is present of whether it is provided by the calling party (undetermined).

	P_CIC_NOT_PRESCRIBED
	4
	The selected carrier identification code (CIC) is provided by calling party (not pre subscribed).


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

