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	36.211
	361
	-
	Rel-13
	CR on correction of PRACH transmission across SFN boundary
	F
	13.5.0
	R1-1706738
	LTE_MTCe2_L1-Core
	

	36.211
	366
	-
	Rel-14
	CR on correction of PRACH transmission across SFN boundary
	A
	14.2.0
	R1-1706783
	LTE_MTCe2_L1-Core
	

	36.211
	377
	-
	Rel-13
	Clarification of frequency hopping for "PDCCH order" initiated PUSCH
	F
	13.5.0
	R1-1709340
	LTE_MTCe2_L1-Core
	

	36.211
	378
	-
	Rel-14
	Clarification of frequency hopping for "PDCCH order" initiated PUSCH
	A
	14.2.0
	R1-1709341
	LTE_MTCe2_L1-Core
	

	36.211
	379
	-
	Rel-13
	Correction on determination of number of repetitions PUCCH format 1
	F
	13.5.0
	R1-1709346
	LTE_MTCe2_L1-Core
	

	36.211
	380
	-
	Rel-14
	Correction on determination of number of repetitions PUCCH format 1
	A
	14.2.0
	R1-1709347
	LTE_MTCe2_L1-Core
	

	36.212
	262
	-
	Rel-13
	Correction on total number of soft channel bits for Cat M1 UE in 36.212
	F
	13.5.0
	R1-1709222
	LTE_MTCe2_L1-Core
	

	36.213
	868
	-
	Rel-13
	Correction on Msg3 PUSCH Repetition for CE mode B
	F
	13.5.0
	R1-1705136
	LTE_MTCe2_L1-Core
	

	36.213
	869
	-
	Rel-14
	Correction on Msg3 PUSCH Repetition for CE mode B
	A
	14.2.0
	R1-1705137
	LTE_MTCe2_L1-Core
	

	36.213
	874
	-
	Rel-13
	Candidate determination for MPDCCH starting in unsupported special subframe for eMTC
	F
	13.5.0
	R1-1706265
	LTE_MTCe2_L1-Core
	

	36.213
	875
	-
	Rel-14
	Candidate determination for MPDCCH starting in unsupported special subframe for eMTC
	A
	14.2.0
	R1-1706266
	LTE_MTCe2_L1-Core
	

	36.213
	876
	-
	Rel-13
	PUCCH resource determination in TDD for eMTC
	F
	13.5.0
	R1-1706267
	LTE_MTCe2_L1-Core
	

	36.213
	877
	-
	Rel-14
	PUCCH resource determination in TDD for eMTC
	A
	14.2.0
	R1-1706268
	LTE_MTCe2_L1-Core
	

	36.213
	878
	-
	Rel-13
	Corrections on UL resource allocation type 0 in TS 36.213
	F
	13.5.0
	R1-1706269
	LTE_MTCe2_L1-Core
	

	36.213
	879
	-
	Rel-14
	Corrections on UL resource allocation type 0 in TS 36.213
	A
	14.2.0
	R1-1706270
	LTE_MTCe2_L1-Core
	

	36.213
	896
	-
	Rel-13
	PUCCH format 2 collision with PDSCH with repetitions
	F
	13.5.0
	R1-1706736
	LTE_MTCe2_L1-Core
	

	36.213
	897
	-
	Rel-13
	CR on MPDCCH PRB Sets
	F
	13.5.0
	R1-1706737
	LTE_MTCe2_L1-Core
	

	36.213
	906
	-
	Rel-14
	PUCCH format 2 collision with PDSCH with repetitions
	A
	14.2.0
	R1-1706817
	LTE_MTCe2_L1-Core
	

	36.213
	917
	-
	Rel-13
	Clarification of the #repetitions used for msg3 retransmissions
	F
	13.5.0
	R1-1709227
	LTE_MTCe2_L1-Core
	

	36.213
	918
	-
	Rel-14
	Clarification of the #repetitions used for msg3 retransmissions
	A
	14.2.0
	R1-1709228
	LTE_MTCe2_L1-Core
	

	36.213
	919
	-
	Rel-14
	CR on MPDCCH PRB Sets - Rel-14
	A
	14.2.0
	R1-1709235
	LTE_MTCe2_L1-Core
	

	36.213
	920
	1
	Rel-13
	Correction of RAR window definition in CE mode B
	F
	13.5.0
	R1-1709352
	LTE_MTCe2_L1-Core
	

	36.213
	921
	1
	Rel-14
	Correction of RAR window definition in CE mode B
	A
	14.2.0
	R1-1709353
	LTE_MTCe2_L1-Core
	

	36.213
	932
	-
	Rel-13
	Clarification of RV Cycling in the presence of invalid SFs
	F
	13.5.0
	R1-1709338
	LTE_MTCe2_L1-Core
	

	36.213
	933
	-
	Rel-14
	Clarification of RV Cycling in the presence of invalid SFs
	A
	14.2.0
	R1-1709339
	LTE_MTCe2_L1-Core
	

	36.213
	934
	-
	Rel-13
	Correction of the calculation of the #RV-blocks for a given PDSCH
	F
	13.5.0
	R1-1709342
	LTE_MTCe2_L1-Core
	

	36.213
	935
	-
	Rel-14
	Correction of the calculation of the #RV-blocks for a given PDSCH
	A
	14.2.0
	R1-1709343
	LTE_MTCe2_L1-Core
	

	36.213
	936
	-
	Rel-13
	Clarification for the overlap of UL TA update and retuning gaps for BL/CE UEs
	F
	13.5.0
	1-17093444
	LTE_MTCe2_L1-Core
	

	36.213
	937
	-
	Rel-14
	Clarification for the overlap of UL TA update and retuning gaps for BL/CE UEs
	A
	14.2.0
	R1-1709345
	LTE_MTCe2_L1-Core
	

	36.213
	938
	-
	Rel-13
	Correction on starting OFDM symbol for MPDCCH and PDSCH in special subframe
	F
	13.5.0
	R1-1709713
	LTE_MTCe2_L1-Core
	

	36.213
	939
	-
	Rel-14
	Correction on starting OFDM symbol for MPDCCH and PDSCH in special subframe
	A
	14.2.0
	R1-1709714
	LTE_MTCe2_L1-Core
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