3GPP TSG RAN Meeting #76







RP-171223
West Palm Beach, USA, 5th - 8th June, 2017
Agenda Item :

10.3.13
Source:


ETSI MCC (RAN2)

Title:


RAN2 CRs to Further enhanced MTC for LTE
Document for:

Approval
10
LTE

10.3
Open REL-14 LTE WIs (not spectrum related)

10.3.13
Further enhanced MTC for LTE [LTE_feMTC]

RP-171223
RAN2 CRs to Further enhanced MTC for LTE

	TDoc
	Title
	Source
	Rel
	Spec
	Work Item
	CR
	Rev
	Cat

	R2-1704441
	Correction to PRS Subframe Offset
	Qualcomm Incorporated
	Rel-14
	36.355
	LTE_feMTC-Core
	0171
	1
	F

	R2-1704443
	Correction to SFN time stamp in OTDOA Signal Measurement Information
	Qualcomm Incorporated
	Rel-14
	36.355
	LTE_feMTC-Core
	0173
	1
	F

	R2-1704444
	Correction to OTDOA capabilities
	Qualcomm Incorporated
	Rel-14
	36.355
	LTE_feMTC-Core
	0174
	1
	F

	R2-1704705
	CE mode configuration/deconfiguration without handover
	Ericsson
	Rel-14
	36.300
	LTE_feMTC-Core
	1010
	1
	C

	R2-1704706
	CE mode configuration/deconfiguration without handover
	Ericsson
	Rel-14
	36.306
	LTE_feMTC-Core
	1452
	1
	C

	R2-1705024
	Correction to FGI 25
	Ericsson, NTT DOCOMO INC.
	Rel-14
	36.331
	LTE_feMTC-Core
	2842
	
	F

	R2-1705476
	Correction on the description of ce-srsEnhancement for FeMTC
	Huawei, HiSilicon
	Rel-14
	36.306
	LTE_feMTC-Core
	1475
	
	F

	R2-1705478
	Minor correction on TS 36.306 for FeMTC
	Huawei, HiSilicon
	Rel-14
	36.306
	LTE_feMTC-Core
	1476
	
	F

	R2-1705772
	Maximum PDSCH/PUSCH BW preference indication handling for handover
	Apple
	Rel-14
	36.331
	LTE_feMTC-Core
	2932
	
	F

	R2-1705907
	Correction to InterFreqRSTDMeasurementIndication message
	Ericsson
	Rel-14
	36.331
	LTE_feMTC-Core
	2844
	1
	F

	R2-1705916
	CE mode configuration/deconfiguration without handover
	Ericsson
	Rel-14
	36.331
	LTE_feMTC-Core
	2775
	2
	C

	R2-1705919
	Introduction of SFN indication in handover message
	Ericsson, Qualcomm Incorporated
	Rel-14
	36.331
	LTE_feMTC-Core
	2734
	2
	F

	R2-1705922
	Minor correction in TS 36.331 for feMTC
	Huawei, HiSilicon
	Rel-14
	36.331
	LTE_feMTC-Core
	2884
	1
	F

	R2-1705926
	Corrections to capabilities for feMTC
	Ericsson
	Rel-14
	36.306
	LTE_feMTC-Core
	1448
	2
	F

	R2-1705934
	Correction to SC-MCCH and SC-MTCH reception type
	Ericsson
	Rel-14
	36.302
	LTE_feMTC-Core
	0105
	2
	F

	R2-1706037
	Correction on the description of ce-srsEnhancement for FeMTC
	Huawei, HiSilicon
	Rel-14
	36.331
	LTE_feMTC-Core
	2882
	1
	F

	R2-1706117
	Corrections on reconfiguration between CE mode and normal mode in eMTC
	Huawei, HiSilicon
	Rel-14
	36.331
	LTE_feMTC-Core
	2885
	2
	F

	R2-1706125
	Correction to ceMeasurements-r14 measurement capability
	Ericsson
	Rel-14
	36.306
	LTE_feMTC-Core
	1483
	
	F

	R2-1706182
	Measurement gap sharing for FeMTC intra- and inter-frequency measurement
	Huawei, HiSilicon
	Rel-14
	36.331
	LTE_feMTC-Core
	2883
	3
	B

	R2-1706183
	Introduction of enhanced RLM reporting
	Ericsson
	Rel-14
	36.331
	LTE_feMTC-Core
	2845
	2
	B

	R2-1706184
	Introduction of enhanced RLM measurement capabilities
	Ericsson
	Rel-14
	36.306
	LTE_feMTC-Core
	1479
	2
	B

	R2-1706186
	Miscellaneous feMTC corrections and clarifications resulting from ASN.1 review
	Ericsson
	Rel-14
	36.331
	LTE_feMTC-Core
	2870
	2
	F

	R2-1705287
	Alignment of the parameter names for SC-PTM DRX for SC-MCCH and SC-MTCH
	Huawei, HiSilicon
	Rel-14
	36.321
	LTE_feMTC-Core, NB_IOTenh-Core
	1063
	1
	F

	R2-1705933
	Action upon reception of SC-PTM stop indication
	Huawei, HiSilicon
	Rel-14
	36.321
	LTE_feMTC-Core, NB_IOTenh-Core
	1105
	1
	F

	R2-1706113
	Corrections to stage 2 description of FeMTC and eNB-IoT
	Intel Corporation
	Rel-14
	36.300
	LTE_feMTC-Core, NB_IOTenh-Core
	0999
	3
	F

	R2-1706115
	Correction to SC-MCCH and SC-MTCH configuration without delta configuration
	Huawei, HiSilicon
	Rel-14
	36.331
	LTE_feMTC-Core, NB_IOTenh-Core
	2854
	2
	F

	R2-1706180
	Correction to usage of SC-PTM offset in NB-IoT and FeMTC
	Huawei, HiSilicon, Ericsson
	Rel-14
	36.304
	LTE_feMTC-Core, NB_IOTenh-Core
	0376
	2
	F

	R2-1706181
	SC-MCCH information change notification for FeMTC and NB-IoT enhancements
	Huawei, HiSilicon
	Rel-14
	36.331
	LTE_feMTC-Core, NB_IOTenh-Core
	2748
	2
	F

	R2-1705286
	Alignment of the parameter names for SC-PTM DRX for SC-MCCH and SC-MTCH
	Huawei, HiSilicon
	Rel-14
	36.331
	LTE_feMTC-Core, NB_IOTenh-Core, TEI14
	2749
	1
	F
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