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<start of the change>
8.1.2.3
Applicability and test rules for different CA configurations and bandwidth combination sets

The performance requirement for CA UE demodulation tests in Clause 8 are defined independent of CA configurations and bandwidth combination sets specified in Clause 5.6A. For UEs supporting different CA configurations and bandwidth combination sets, the applicability and test rules are defined for the tests for 2 DL CCs in Table 8.1.2.3-1 and 3 or more DL CCs in Table 8.2.2.3-2. For simplicity, CA configuration below refers to combination of CA configuration and bandwidth combination set.
Table 8.1.2.3-1: Applicability and test rules for CA UE demodulation tests with 2 DL CCs
	Tests
	CA capability where the tests apply
	CA configuration from the selected CA capbility where the tests apply
	CA Bandwidth combination to be tested in priority order

	CA tests with 2CCs in Clause 8.2.1.1.1, 8.2.1.4.3
	Any one of the supported CA capabilities
	Any one of the supported FDD CA configurations
	10+10 MHz, 20+20 MHz, 5+5 MHz, 10MHz+5MHz, 15MHz+5MHz

	CA tests with 2CCs in Clause 8.2.1.3.1
	Each supported CA capability
	Any one of the supported FDD CA configurations in each CA capability
	10+10 MHz, 20+20 MHz, 5+5 MHz, 10MHz+5MHz, other combinations

	CA tests with 2CCs in Clause 8.2.1.3.1A, 8.7.1
	Any one of the supported CA capabilities with largest aggregated CA bandwidth combination
	Any one of the supported FDD CA configurations with largest aggregated CA bandwidth combination
	Largest aggregated CA bandwidth combination

	CA tests with 2CCs in Clause 8.2.1.7.1
	CA_C
	Supported FDD intra-band contiguous CA configurations covering the lowest and highest operating bands
	Largest aggregated CA bandwidth combinations

	CA tests with 2CCs in Clause 8.2.2.1.1, 8.2.2.4.3
	Any one of the supported CA capabilities with largest aggregated CA bandwidth combination
	Any one of the supported TDD CA configurations with largest aggregated CA bandwidth combination
	Largest aggregated CA bandwidth combination

	CA tests with 2CCs in Clause 8.2.2.3.1
	Each supported CA capability
	Any one of the supported TDD CA configurations in each CA capability with largest aggregated CA bandwidth combination
	Largest aggregated CA bandwidth combination

	CA tests with 2CCs in Clause 8.2.2.3.1A, 8.7.2
	Any one of the supported CA capabilities with largest aggregated CA bandwidth
	Any one of the supported TDD CA configurations with largest aggregated CA bandwidth combination
	Largest aggregated CA bandwidth combination

	CA tests with 2CCs in 8.2.2.7.1
	CA_C
	Supported TDD intra-band contiguous CA configurations

covering the lowest and highest operating bands
	Largest aggregated CA bandwidth combinations

	CA tests with 2CCs in Clause 8.2.1.8.1
	CA_N
	CA_3A-3A defined in Table 5.6A.1-3
	10+10 MHz

	CA tests with 2CCs in Clause 8.2.2.8.1
	CA2_C
	CA_41C defined in Table 5.6A.1-1
	20+20 MHz

	NOTE 1:
The applicability and test rules are specified in this table, unless otherwise stated.

NOTE 2:
Number of the supported bandwidth combinations to be tested from each selected CA configuration is 1.

NOTE 3:
A single Uplink CC is configured for all tests


Table 8.1.2.3-2: Applicability and test rules for CA UE demodulation tests with 3 or more DL CCs
	Tests
	CA capability where the tests apply
	CA configuration from the selected CA capbility where the tests apply
	CA Bandwidth combination to be tested in priority order

	CA tests with 3 or more CCs in Clause 8.2.1.1.1, 8.2.1.4.3, 8.7.1
	Any one of the supported CA capabilities with largest aggregated CA bandwidth combination
	Any one of the supported FDD CA configurations with largest aggregated CA bandwidth combination
	Largest aggregated CA bandwidth combination

	CA tests with 3 or more CCs in Clause 8.2.1.3.1
	Each supported CA capability
	Any one of the supported FDD CA configurations in each CA capability with largest aggregated CA bandwidth combination
	Largest aggregated CA bandwidth combination

	CA tests with 3 or more CCs in Clause 8.2.2.1.1, 8.2.2.4.3, 8.7.2
	Any one of the supported CA capabilities with largest aggregated CA bandwidth combination
	Any one of the supported TDD CA configurations with largest aggregated CA bandwidth combination
	Largest aggregated CA bandwidth combination

	CA tests with 3 or more CCs in Clause 8.2.2.3.1
	Each supported CA capability
	Any one of the supported TDD CA configurations in each CA capability with largest aggregated CA bandwidth combination
	Largest aggregated CA bandwidth combination

	CA tests with 3CCs in Clause 8.2.2.8.1
	CA3_C
	CA_41D defined in Table 5.6A.1-1
	20+20+20 MHz

	NOTE 1:
The applicability and test rules are specified in this table, unless otherwise stated.

NOTE 2:
Number of the supported bandwidth combinations to be tested from each selected CA configuration is 1.

NOTE 3:
A single Uplink CC is configured for all tests


8.1.2.3A
Applicability and test rules for different dual connectivity configuration and bandwidth combination set

The performance requirement for dual connectivity UE demodulation tests in Clause 8 are defined independent of dual connectivity configurations and bandwidth combination sets specified in Clause 5.6C.1. For UEs supporting difrerent dual connectivity configurations and bandwidth combination sets, the applicability and test rules are defined for the tests for the configurations with 2CCs in Table 8.1.2.3A-1 and 3 DL CCs in Table 8.1.2.3A-2. For simplicity, dual connectivity configuration below refers to combination of dual connectivity configuration and bandwidth set. 
Both CA performance requirements and dual connectivity performance requirements are applied for dual connectivity capable UE.

Table 8.1.2.3A-1: Applicability and test rules for dual connectivity UE demodulation tests with 2DL CCs

	Tests
	Dual connectivity capability where the tests apply
	Dual connectivity configuration from the selected CA capbility where the tests apply
	Dual connectivity Bandwidth combination to be tested in priority order

	Dual connectivity test with 2CCs in Clause 8.2.1.4.3A, 8.7.6
	Any one of the supported dual connectivity capabilities with largest aggregated dual connectivity bandwidth combination
	Any one of the supported FDD dual connectvity configurations with the largest aggregated dual connectivity bandwidth combimation
	Largest dual connectivity aggregated bandwidth combination

	Dual connectivity test with 2CCs in Clause 8.2.2.4.3A, 8.7.7
	Any one of the supported dual connectivity capabilities with largest aggregated dual connectivity bandwidth combination
	Any one of the supported TDD dual connectvity configurations with the largest aggregated dual connectivity bandwidth combination
	Largest dual connectivity aggregated bandwidth combination

	Dual connectivity test with TDD FDD 2CCs in Clause 8.2.3.4, 8.7.8
	Any one of the supported dual connectivity capabilities with largest aggregated dual connectivity bandwidth combination
	Any one of the supported TDD FDD dual connectvity configurations with the largest aggregated dual connectivity bandwidth combination
	Largest dual connectivity aggregated bandwidth combination

	NOTE 1:
The applicability and test rules are specified in this table, unless otherwise stated. 

NOTE 2:
Number of the supported bandwidth combinations to be tested from each selected DC or CA configuration is 1.


Table 8.1.2.3A-2: Applicability and test rules for dual connectivity UE demodulation tests with 3DL CCs

	Tests
	Dual connectivity capability where the tests apply
	Dual connectivity configuration from the selected CA capbility where the tests apply
	Dual connectivity Bandwidth combination to be tested in priority order

	Dual connectivity test with 3CCs in Clause 8.2.1.4.3A, 8.7.6
	Any one of the supported dual connectivity capabilities with largest aggregated dual connectivity bandwidth combination
	Any one of the supported FDD dual connectvity configurations with the largest aggregated dual connectivity bandwidth combimation
	Largest dual connectivity aggregated bandwidth combination

	NOTE 1:
The applicability and test rules are specified in this table, unless otherwise stated. 

NOTE 2:
Number of the supported bandwidth combinations to be tested from each selected DC or CA configuration is 1.


8.1.2.3B
Applicability and test rules for different TDD-FDD CA configurations and bandwidth combination sets

The performance requirement for TDD-FDD CA UE demodulation tests in Clause 8 are defined independent of CA configurations and bandwidth combination sets specified in Clause 5.6A.1. For UEs supporting different CA configurations and bandwidth combination sets, the applicability and test rules are defined for the tests for 2 DL TDD-FDD CA in Table 8.1.2.3B-1 and in Table 8.1.2.3B-2 for 3 or more DL TDD-FDD CA. For simplicity, CA configuration below refers to combination of CA configuration and bandwidth combination set.
Table 8.1.2.3B-1: Applicability and test rules for CA UE demodulation tests for TDD-FDD CA with 2 DL CCs
	Tests
	CA capability where the tests apply
	CA configuration from the selected CA capbility where the tests apply
	CA Bandwidth combination to be tested in priority order

	CA tests with 2CCs in Clause 8.2.3.1.1, 

8.2.3.2.1A,

8.2.3.3.1, 8.7.5.1
	Any one of the supported CA capabilities with largest aggregated CA bandwidth combination
	Any one of the supported TDD-FDD CA configurations with FDD PCell with largest aggregated CA bandwidth combination
	Largest aggregated CA bandwidth combination

	CA tests with 2CCs in Clause 8.2.3.2.1
	Each supported CA capability
	Any one of the supported TDD-FDD CA configurations with FDD PCell in each CA capability with largest aggregated CA bandwidth combination
	Largest aggregated CA bandwidth combination

	CA tests with 2CCs in Clause 8.2.3.1.2, 

8.2.3.2.2A,

8.2.3.3.2, 8.7.5.2
	Any one of the supported CA capabilities with largest aggregated CA bandwidth combination
	Any one of the supported TDD-FDD CA configurations with TDD PCell with largest aggregated CA bandwidth combination
	Largest aggregated CA bandwidth combination

	CA tests with 2CCs in Clause 8.2.3.2.2
	Each supported CA capability
	Any one of the supported TDD-FDD CA configurations with TDD PCell in each CA capability with largest aggregated CA bandwidth combination
	Largest aggregated CA bandwidth combination

	NOTE 1:
The applicability and test rules are specified in this table, unless otherwise stated.

NOTE 2:
Number of the supported bandwidth combinations to be tested from each selected CA configuration is 1.

NOTE 3:
A single Uplink CC is configured for all tests.


Table 8.1.2.3B-2: Applicability and test rules for CA UE demodulation tests for TDD-FDD CA with 3 or more DL CCs

	Tests
	CA capability where the tests apply
	CA configuration from the selected CA capbility where the tests apply
	CA Bandwidth combination to be tested in priority order

	CA tests with 3CCs in Clause 8.2.3.1.1, 

8.2.3.2.1A,

8.2.3.3.1, 8.7.5.1
	Any one of the supported CA capabilities with largest aggregated CA bandwidth combination
	Any one of the supported TDD-FDD CA configurations with FDD PCell with largest aggregated CA bandwidth combination
	Largest aggregated CA bandwidth combination

	CA tests with 3CCs in Clause 8.2.3.2.1
	Each supported CA capability
	Any one of the supported TDD-FDD CA configurations with FDD PCell in each CA capability with largest aggregated CA bandwidth combination
	Largest aggregated CA bandwidth combination

	CA tests with 3CCs in Clause 8.2.3.1.2, 

8.2.3.2.2A,

8.2.3.3.2, 8.7.5.2
	Any one of the supported CA capabilities with largest aggregated CA bandwidth combination
	Any one of the supported TDD-FDD CA configurations with TDD PCell with largest aggregated CA bandwidth combination
	Largest aggregated CA bandwidth combination

	CA tests with 3CCs in Clause 8.2.3.2.2
	Each supported CA capability
	Any one of the supported TDD-FDD CA configurations with TDD PCell in each CA capability with largest aggregated CA bandwidth combination
	Largest aggregated CA bandwidth combination

	NOTE 1:
The applicability and test rules are specified in this table, unless otherwise stated.

NOTE 2:
Number of the supported bandwidth combinations to be tested from each selected CA configuration is 1.

NOTE 3:
A single Uplink CC is configured for all tests.


8.1.2.3C
Applicability and test rules for SDR tests for different CA/DC configurations and bandwidth combination sets

For FDD CA, UE is required to fulfill SDR tests specified in section 8.7.9. For TDD CA, UE is required to fulfill SDR tests specified in section 8.7.10. For TDD-FDD CA, UE is required to fulfill SDR test in section 8.7.11. 

For FDD DC, UE is required to fulfill SDR tests specified in section 8.7.13. For TDD DC, UE is required to fulfill SDR tests specified in section 8.7.14. For TDD-FDD DC, UE is required to fulfill SDR test in section 8.7.15.  

For CA SDR tests, CA configuration, bandwidth combination and MIMO layer on each CC is determined by following procedure.

-
Select one CA bandwidth combination among all supported CA configurations with bandwidth combination and MIMO layer on each CC that leads to largest equivalent aggregated bandwidth among all CA bandwidth combinations supported by UE. Equivalent aggregated bandwidth is defined as
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-
When there are multiple sets of {CA configuration, bandwidth combination, MIMO layer} with same largest aggregated bandwidth, select one among sets with largest number of 4 layer CCs.

For DC SDR tests, DC configuration, bandwidth combination and MIMO layer on each CC is determined by following procedure.

-
Select one DC bandwidth combination among all supported DC configurations with bandwidth combination and MIMO layer on each CC that leads to largest equivalent aggregated bandwidth among all DC bandwidth combinations supported by UE. Equivalent aggregated bandwidth is defined as
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-
When there are multiple sets of {DC configuration, bandwidth combination, MIMO layer} with same largest aggregated bandwidth, select one among sets with largest number of 4 layer CCs.

For UEs with no supported 4Rx RF bands the applicability rule in 8.1.2.3C is not applied for SDR tests.
<end of change>
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