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<< Start of changes >>
Table 6.6.2.1A-1: General E-UTRA CA spectrum emission mask for Bandwidth Class C

	Spectrum emission limit [dBm]/BWChannel_CA

	ΔfOOB
(MHz)
	25RB+100RB

(24.95MHz)
	50RB+75RB

(24.75 MHz)
	50RB+100RB

(29.9 MHz)
	75RB+75RB (30 MHz)
	75RB+100RB

(34.85 MHz)
	100RB+100RB

(39.8 MHz)
	Measurement bandwidth

	( 0-1
	-22
	-22
	-22.5
	-22.5
	-23.5
	-24
	30 kHz

	( 1-5
	-10
	-10
	-10
	-10
	-10
	-10
	1 MHz

	( 5-24.75
	-13
	-13
	-13
	-13
	-13
	-13
	1 MHz

	( 24.75-24.95
	-13
	-25
	-13
	-13
	-13
	-13
	1 MHz

	( 24.95-29.75
	-25
	-25
	-13
	-13
	-13
	-13
	1 MHz

	( 29.75-29.9
	-25
	
	-13
	-13
	-13
	-13
	1 MHz

	( 29.9-29.95
	-25
	
	-25
	-13
	-13
	-13
	1 MHz

	( 29.95-30
	
	
	-25
	-13
	-13
	-13
	1 MHz

	( 30-34.85
	
	
	-25
	-25
	-13
	-13
	1 MHz

	( 34.85-34.9
	
	
	-25
	-25
	-25
	-13
	1 MHz

	( 34.9-35
	
	
	
	-25
	-25
	-13
	1 MHz

	( 35-39.8
	
	
	
	
	-25
	-13
	1 MHz

	( 39.8-39.85
	
	
	
	
	-25
	-25
	1 MHz

	( 39.85-44.8
	
	
	
	
	
	-25
	1 MHz


<< End of changes >>
