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	Spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.133
	4716
	
	A
	Rel-14
	Correction to inter-frequency requirements in NB-IOT
	R4-1703168
	Qualcomm Incorporated
	NB_IOT-Core

	36.133
	4759
	
	F
	Rel-13
	Maintenance of core requirements for UE Cat.NB1 R13
	R4-1703614
	Huawei, HiSilicon
	NB_IOT-Core

	36.133
	4760
	
	A
	Rel-14
	Maintenance of core requirements for UE Cat.NB1 R14
	R4-1703615
	Huawei, HiSilicon
	NB_IOT-Core

	36.133
	4715
	1
	F
	Rel-13
	Correction to inter-frequency requirements in NB-IOT
	R4-1704142
	Qualcomm Incorporated
	NB_IOT-Core

	36.133
	4842
	
	F
	Rel-13
	Rel-13 CR on the applicability of RRC procedures
	R4-1704673
	Intel Corporation
	NB_IOT-Core

	36.133
	4843
	
	A
	Rel-14
	Rel-14 CR on the applicability of RRC procedures
	R4-1704674
	Intel Corporation
	NB_IOT-Core

	37.104
	0780
	
	A
	Rel-14
	Remove NB-IoT inband support for 1.4 MHz
	R4-1704831
	Ericsson
	NB_IOT-Core

	36.133
	4880
	
	F
	Rel-13
	Maintenance CR on NB-IoT core requirements R13
	R4-1704979
	Huawei, HiSilicon
	NB_IOT-Core

	36.133
	4881
	
	A
	Rel-14
	Maintenance CR on NB-IoT core requirements R14
	R4-1704980
	Huawei, HiSilicon
	NB_IOT-Core

	36.101
	4460
	
	F
	Rel-14
	Channel Raster For Multiple Standalone NB-IoT Carriers (TS 36.101)
	R4-1705399
	Nokia, Alcatel-Lucent Shanghai Bell
	NB_IOT-Core

	36.104
	4678
	
	F
	Rel-14
	Channel Raster For Multiple Standalone NB-IoT Carriers (TS 36.104)
	R4-1705401
	Nokia, Alcatel-Lucent Shanghai Bell
	NB_IOT-Core

	36.104
	4679
	
	F
	Rel-13
	Narrowband blocking requirement for NB-IoT guard band operation (TS 36.104)
	R4-1705404
	Nokia, Alcatel-Lucent Shanghai Bell
	NB_IOT-Core

	36.104
	4680
	
	A
	Rel-14
	Narrowband blocking requirement for NB-IoT guard band operation (TS 36.104)
	R4-1705405
	Nokia, Alcatel-Lucent Shanghai Bell
	NB_IOT-Core

	37.104
	0782
	
	F
	Rel-13
	Narrowband blocking requirement for NB-IoT guard band operation (TS 37.104)
	R4-1705406
	Nokia, Alcatel-Lucent Shanghai Bell
	NB_IOT-Core

	37.104
	0783
	
	A
	Rel-14
	Narrowband blocking requirement for NB-IoT guard band operation (TS 37.104)
	R4-1705407
	Nokia, Alcatel-Lucent Shanghai Bell
	NB_IOT-Core

	36.104
	4683
	
	F
	Rel-13
	Note on BS in-channel selectivity for NB-IoT
	R4-1705556
	Huawei, Nokia, Alcatel-Lucent Shanghai Bell
	NB_IOT-Core

	36.104
	4684
	
	A
	Rel-14
	Note on BS in-channel selectivity for NB-IoT
	R4-1705565
	Huawei, Nokia, Alcatel-Lucent Shanghai Bell
	NB_IOT-Core

	36.101
	4475
	
	A
	Rel-14
	CR for NB-IoT Absolute power tolerance
	R4-1705577
	Neul, Huawei, HiSilicon
	NB_IOT-Core

	36.101
	4474
	1
	F
	Rel-13
	CR for NB-IoT Absolute power tolerance
	R4-1705867
	Neul, Huawei, HiSilicon
	NB_IOT-Core

	37.104
	0779
	2
	F
	Rel-13
	Remove NB-IoT inband support for 1.4 MHz
	R4-1706078
	Ericsson, Huawei, Nokia, Alcatel-Lucent Shanghai Bell
	NB_IOT-Core
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