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<Start of first modified section>
4.6.1
Contents of RRC messages
>> Skipped part >>

–
RRCConnectionRelease
Editor’s note: For condition UP-CIoT it’s FFS how multiple PDN will be handled in clause 4.5.2 UE Registration (State 2).
Table 4.6.1-15: RRCConnectionRelease

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	        releaseCause
        
	other
	
	

	
	rrc-Suspend
	
	UP-CIoT

	        redirectedCarrierInfo
	Not present
	
	

	        idleModeMobilityControlInfo
	Not present
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                resumeIdentity-r13
	A valid value, calculated by the SS
	BIT STRING (SIZE(40))
	UP-CIoT

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UP-CIoT
	User plane CIoT
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