Page 1



3GPP TSG-RAN5 Meeting #75
R5-173258
Hangzhou, China, 15th May 2017 - 19th May 2017
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.521-3
	CR
	1808
	rev
	1
	Current version:
	14.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Addition of SIB and default RRC message content exception for eMTC. Part 1: annex H

	
	

	Source to WG:
	Rohde & Schwarz

	Source to TSG:
	R5

	
	

	Work item code:
	LTE_MTCe2_L1-UEConTest
	
	Date:
	2017-05-16

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	RMC A.7 and A.8 for eMTC tests require certain IEs that differ from default SIB1-BR-r13 in TS 36.508 Table 4.4.3.2-3A.
eMTC tests require MPDCCH/PDSCH frequency hopping, which by default is deactivated in EPDCCH-Config-r11-Default in 36.508 Table 4.6.3-2B.
In 36.331 clause 6.3.2 for PUCCH-Config it says: “If E-UTRAN includes n1PUCCH-AN-InfoList, it includes the same number of entries as in prach-ParametersListCE”. Default n1PUCCH-AN-InfoList in TS 36.508 clause 4.4.3 contains only 2 entries for CEModeA

	
	

	Summary of change:
	New message contents exceptions have been added for SIB1-BR-r13 and EPDDCH-Config-r11-Default for eMTC
New message contents exception has been added for PUCCH-ConfigCommon-v1310-DEFAULT for eMTC
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	Other comments:
	This document is a revision of R5-172269. The condition CEFreqHopp has been added to Table H.7.1-1


< Unchanged sections omitted >
H.2
Common contents of system information blocks exceptions

< Unchanged sections omitted >
H.2.8
System information blocks message contents exceptions for eMTC
SystemInformationBlockType1-BR-r13: (FDD/TDD) for eMTC.

Table H.2.8-1: SystemInformationBlockType1-BR-r13
	Derivation Path: 36.508 clause 4.4.3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1-BR-r13 ::= SEQUENCE {
	
	
	

	    nonCriticalExtension SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              freqHoppingParametersDL-r13

SEQUENCE {
	
	
	

	                mpdcch-pdsch-HoppingNB-r13
	nb2
	2 narrowbands
	

	                interval-DLHoppingConfigCommonModeA-r13  CHOICE {
	
	
	

	                  interval-FDD-r13
	int4
	
	FDD

	                  interval-TDD-r13
	Int10
	
	TDD

	                }
	
	
	

	                interval-DLHoppingConfigCommonModeB-r13  CHOICE {
	
	
	

	                interval-FDD-r13
	int8
	
	FDD

	                interval-TDD-r13
	int20
	
	TDD

	                }
	
	
	

	                mpdcch-pdsch-HoppingOffset-r13
	7
	INTEGER (1..16 (maxAvailNarrowBands-r13))
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	}
	
	
	


< Unchanged sections omitted >
H.7
Default RRC messages and information elements contents exceptions for eMTC
This clause contains the default values of common RRC messages and information elements for eMTC, other than those described in TS 36.508 [7].
H.7.1
RRC messages and information elements contents exceptions for eMTC
EPDCCH-Config-r11-DEFAULT for eMTC.
Table H.7.1-1: EPDCCH-Config-r11-DEFAULT

	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	EPDCCH-Config-r11 ::= SEQUENCE{
	
	
	

	  config-r11{
	
	
	

	    setup SEQUENCE {
	
	
	

	      setConfigToAddModList-r11 SEQUENCE {
	1 entry
	
	

	        mpdcch-config-r13 CHOICE[1] {
	
	
	

	          setup SEQUENCE {
	
	
	

	            mpdcch-pdsch-HoppingConfig-r13
	on
	
	CEfreqHopp

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	CEfreqHopp
	Used when frequency hopping is used in CE test cases


PUCCH-Config-Common-v1310-DEFAULT for eMTC

Table H.7.1-2: PUCCH-ConfigCommon-v1310-DEFAULT

	Derivation Path: 36.508 clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-ConfigCommon-v1310-DEFAULT ::= SEQUENCE {
	
	
	

	  n1PUCCH-AN-InfoList-r13 SEQUENCE (SIZE(1..maxCE-Level-r13)) OF INTEGER (0..2047)
	4 entries
	
	CEmodeA

	    n1PUCCH-AN-InfoList-r13[1]
	2
	
	

	    n1PUCCH-AN-InfoList-r13[2]
	2
	
	

	    n1PUCCH-AN-InfoList-r13[3]
	2
	
	

	    n1PUCCH-AN-InfoList-r13[4]
	2
	
	

	}
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