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	Other comments:
	


Change 1 

	Function name
	cs_RRCConnectionReconfiguration_8_3_1_7_Step7

	Reason for change
	R5-171145 implementation is not complete for TCs 8.3.1.7. In Step7 template need to be updated to set correct frequencies

	Summary of change
	Function f_ReturnMeasObjectToAddModList_2Entries_v9e0 used to correctly update template according to band (>64)

	TTCN module
	\LTE\8_3\EUTRA_Measurement_Specific_Templates.ttcn

	MCC160 Comment
	


Before change

    template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_7_Step7(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA_r9  p_EUTRA_DL_CarrierFreq, //@sic R5-171996 sic@

                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth) :=

  /* @status    APPROVED (LTE) */

    cs_RRCConnectionReconfiguration_Common(p_RRC_TI,

                                           cs_MeasConfig(omit,

                                                         cs_MeasObjectToAddModList_1Entry(1,

                                                                                          cs_MeasObject_measObjectEUTRA_Common(f_EUTRA_ARFCN_Value(p_EUTRA_DL_CarrierFreq), //@sic R5-171996 sic@

                                                                                                                               p_MeasurementBandwidth,

                                                                                                                               cs_CellIndexList_1Entry(1))),

                                                         omit,

                                                         omit,

                                                         omit,

                                                         omit),

                                           omit,

                                           omit,

                                           omit);
…

After change

template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_7_Step7(RRC_TransactionIdentifier p_RRC_TI,

                                                                                 ARFCN_ValueEUTRA_r9  p_EUTRA_DL_CarrierFreq, //@sic R5-171996 sic@

                                                                                 AllowedMeasBandwidth p_MeasurementBandwidth) :=

  /* @status    APPROVED (LTE) */

    cs_RRCConnectionReconfiguration_Common(p_RRC_TI,

                                           cs_MeasConfig(omit,

                                                         cs_MeasObjectToAddModList_1Entry(1,

                                                                                          cs_MeasObject_measObjectEUTRA_Common(f_EUTRA_ARFCN_Value(p_EUTRA_DL_CarrierFreq), //@sic R5-171996 sic@

                                                                                                                               p_MeasurementBandwidth,

                                                                                                                               cs_CellIndexList_1Entry(1))),

                                                         omit,

                                                         omit,

                                                         omit,

                                                         omit,

                                                         -,-,-,-,-,

                                                         f_ReturnMeasObjectToAddModList_v9e0(p_EUTRA_DL_CarrierFreq)),
                                           omit,

                                           omit,

                                           omit);
…
