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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2016-06_D17wk10’.
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3. Corrections to PICS item ‘pc_InterFreq_RSTD_withGaps’
Change 1 – Correction to parameter ‘pc_InterFreq_RSTD_WithGaps’
	Parameter name
	pc_InterFreq_RSTD_WithGaps

	Reason for change
	PICS item pc_InterFreq_RSTD_WithGaps is not specified in TS 37.571-3.  

	Summary of change
	Declaration of pc_InterFreq_RSTD_WithGaps was removed from TTCN.

	TTCN module
	POS_Parameters.ttcn

	MCC160 Comment
	


Before change

...                                                                                                                                                   modulepar boolean                     pc_GNSS_UTCModSup_Sbas      := false;           // @desc  Gnss-UTC-ModelSupport for sbas

                                                                                        // Reference: 37.571-3 Table A.4.3-7/41

  modulepar boolean                     pc_InterFreq_RSTD_WithGaps  := false;           // @desc  Support of inter-frequency RSTD measurements that require measurement gaps

                                                                                        // Reference: 37.571-3 Table A.4.3-2/16
  modulepar boolean                     pc_InterFreq_RSTD_withGaps  := false;           // @desc  Support of inter-frequency RSTD measurements that require measurement gaps

                                                                                        // Reference: 37.571-3 Table A.4.3-2/16

  modulepar boolean                     pc_LPP                      := false;           // @desc  LTE Positioning Protocol (LPP)

                                                                                        // Reference: 37.571-3 Table A.4.2-1/1

...

After change

...                                                                                                                                                   modulepar boolean                     pc_GNSS_UTCModSup_Sbas      := false;           // @desc  Gnss-UTC-ModelSupport for sbas

                                                                                        // Reference: 37.571-3 Table A.4.3-7/41

  modulepar boolean                     pc_InterFreq_RSTD_WithGaps  := false;           // @desc  Support of inter-frequency RSTD measurements that require measurement gaps

                                                                                        // Reference: 37.571-3 Table A.4.3-2/16
  modulepar boolean                     pc_InterFreq_RSTD_withGaps  := false;           // @desc  Support of inter-frequency RSTD measurements that require measurement gaps

                                                                                        // Reference: 37.571-3 Table A.4.3-2/16

  modulepar boolean                     pc_LPP                      := false;           // @desc  LTE Positioning Protocol (LPP)

                                                                                        // Reference: 37.571-3 Table A.4.2-1/1

...

Change 2 – Correction to function ‘f_POS_ODTOA_CheckEutraBand’ and ’f_SelectionExpr’

	Function name
	f_POS_ODTOA_CheckEutraBand, f_SelectionExpr ()

	Reason for change
	PICS item pc_InterFreq_RSTD_WithGaps is not specified in TS 37.571-3, but declared and used in TTCN. On the other hand, pc_InterFreq_RSTD_withGaps is specified in the prose and also declared in TTCN, but not used.

	Summary of change
	Usage of pc_InterFreq_RSTD_WithGaps was updated to pc_InterFreq_RSTD_withGaps at two locations in the source code.

	TTCN modules
	EUTRA_Positioning_Functions.ttcn 
POS_37571_SelectionExpressions.ttcn

	MCC160 Comment
	


Before change

...                                                                                                                                                   function f_POS_OTDOA_CheckEutraBand(OTDOA_ProvideCapabilities  p_OtdoaProvideCapabilities) runs on EUTRA_PTC

  { // @sic R5-145736 sic@

...

    //Checking of interFreqRSTDmeasurement-r10.  @sic R5-134907 sic@

    if (pc_InterFreq_RSTD_WithGaps) {

      if (not(v_OtdoaProvideCapabilities.interFreqRSTDmeasurement_r10 == supported)) {

        f_EUTRA_SetVerdictFailOrInconc (__FILE__, __LINE__, "interFreqRSTDmeasurement_r10 not reported")

      }

    }

  }

...

After change

...                                                                                                                                                     function f_POS_OTDOA_CheckEutraBand(OTDOA_ProvideCapabilities  p_OtdoaProvideCapabilities) runs on EUTRA_PTC

  { // @sic R5-145736 sic@

...

    //Checking of interFreqRSTDmeasurement-r10.  @sic R5-134907 sic@

    if (pc_InterFreq_RSTD_withGaps) {

      if (not(v_OtdoaProvideCapabilities.interFreqRSTDmeasurement_r10 == supported)) {

        f_EUTRA_SetVerdictFailOrInconc (__FILE__, __LINE__, "interFreqRSTDmeasurement_r10 not reported")

      }

    }

  }

...

Before change

...                                                                                                                                                 function f_SelectionExpr(POS_37571_Condition_Type p_Condition) return boolean

  {

    var boolean v_ApplCond;

...

      // POS_C37es: All UEs supporting inter-frequency RSTD measurements for OTDOA that require measurement gaps.

      case (POS_C37es) {

        v_ApplCond := (pc_eFDD or pc_eTDD) and pc_InterFreq_RSTD_WithGaps;

        }

...

After change

...                                                                                                                                                   function f_SelectionExpr(POS_37571_Condition_Type p_Condition) return boolean

  {

    var boolean v_ApplCond;

...

      // POS_C37es: All UEs supporting inter-frequency RSTD measurements for OTDOA that require measurement gaps.

      case (POS_C37es) {

        v_ApplCond := (pc_eFDD or pc_eTDD) and pc_InterFreq_RSTD_withGaps;

        }

...

