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<< Unchanged sections omitted >>
4.6.3
Radio resource control information elements

–
PhysicalConfigDedicatedSCell-r10-DEFAULT

Table 4.6.3-6A: PhysicalConfigDedicatedSCell-r10-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicatedSCell-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    antennaInfo-r10  SEQUENCE {
	
	
	

	      transmissionMode-r10
	tm1
	
	1TX

	
	tm2
	
	2TX

	      codebookSubsetRestriction-r10
	Not present
	
	

	      ue-TransmitAntennaSelection
	release
	
	

	}
	
	
	

	    crossCarrierSchedulingConfig-r10
	Not present
	
	

	    csi-RS-Config-r10
	Not present
	
	

	    pdsch-ConfigDedicated-r10
	PDSCH-ConfigDedicated-DEFAULT
	
	

	  }
	
	
	

	  ul-Configuration-r10
	Not present
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	UL CA

	    antennaInfoUL-r10
	Not present
	
	

	    pusch-ConfigDedicatedSCell-r10
	Not present
	
	

	    uplinkPowerControlDedicatedSCell-r10
	UplinkPowerControlDedicatedSCell-r10-DEFAULT
	
	

	    cqi-ReportConfigSCell-r10
	CQI-ReportConfigSCell-r10-DEFAULT
	
	

	    soundingRS-UL-ConfigDedicated-r10
	Not present
	
	

	    soundingRS-UL-ConfigDedicated-v1020
	Not present
	
	

	    soundingRS-UL-ConfigDedicatedAperiodic-r10
	Not present
	
	

	  }
	
	
	

	  cqi-ReportConfigSCell-v1250
	Not present
	
	

	
	CQI-ReportConfig-v1250-DEFAULT
	
	DL 256QAM

	  typeB-SRS-TPC-PDCCH-Config-r14
	SRS-TPC-PDCCH-Config-r14-DEFAULT
	
	SRS-Switching

	  uplinkPUSCH-LessPowerControlDedicated-v14xy SEQUENCE {
	
	
	SRS-Switching

	    p0-UE-PeriodicSRS
	0
	
	

	    p0-UE-AperiodicSRS
	0
	
	

	    accumulationEnabled
	true
	
	

	  }
	
	
	

	  soundingRS-UL-PeriodicConfigDedicatedList-r14 SEQUENCE (SIZE (1..2)) OF SEQUENCE {
	
	
	SRS-Switching

	    soundingRS-UL-ConfigDedicated
	SoundingRS-Ul-ConfigDedicated-DEFAULT
	
	

	  }
	
	
	

	  soundingRS-UL-PeriodicConfigDedicatedUpPTsExtList-r14
	Not Present
	
	

	  soundingRS-UL-AperiodicConfigDedicatedList-r14
	Not Present
	
	

	  soundingRS-UL-ConfigDedicatedApUpPTsExtList-r14
	Not Present
	
	

	}
	
	
	


	Condition
	Explanation

	UL CA
	When UL Carrier Aggregation is used.

	1TX
	1 SS Tx antenna environment

	2TX
	2 SS Tx antenna environment

	DL 256QAM
	When DL 256QAM is used

	SRS-Switching
	SRS transmission is switched to a PUSCH-less TDD SCell.


–
RadioResourceConfigCommonSCell-r10-DEFAULT

Table 4.6.3-13A: RadioResourceConfigCommonSCell-r10-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    dl-Bandwidth-r10
	Same downlink bandwidth as used for target SCell
	
	

	    antennaInfoCommon-r10 SEQUENCE {
	
	
	

	       antennaPortsCount
	an1
	
	1TX

	       antennaPortsCount
	an2
	
	2TX

	      antennaPortsCount
	an4
	
	4TX

	  }
	
	
	

	    mbsfn-SubframeConfigList-r10
	Not present
	
	

	    phich-Config-r10
	PHICH-Config-DEFAULT
	
	

	    pdsch-ConfigCommon-r10
	PDSCH-ConfigCommon-DEFAULT
	
	

	    tdd-Config-r10
	Not present
	
	FDD

	
	TDD-Config-DEFAULT
	
	TDD

	  }
	
	
	

	  ul-Configuration-r10
	Not present
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	UL CA

	    ul-FreqInfo-r10 SEQUENCE {
	
	
	

	      ul-CarrierFreq-r10
	Not present
	
	

	      ul-Bandwidth-r10
	Not present
	
	

	      additionalSpectrumEmissionSCell-r10
	1 (CA_NS_01)
	
	

	    }
	
	
	

	    p-Max-r10
	Not present
	
	

	    uplinkPowerControlCommonSCell-r10
	UplinkPowerControlCommonSCell-r10-DEFAULT
	
	

	    soundingRS-UL-ConfigCommon-r10
	SoundingRS-UL-ConfigCommon-DEFAULT
	
	

	    ul-CyclicPrefixLength-r10
	len1
	
	

	    prach-ConfigSCell-r10
	Not present
	
	FDD

	
	FFS
	
	TDD

	    pusch-ConfigCommon-r10
	PUSCH-ConfigCommon-DEFAULT
	
	

	  }
	
	
	

	  ul-Configuration-r14 SEQUENCE {
	
	
	SRS-Switching

	    ul-FreqInfo-r14 SEQUENCE {
	
	
	

	      ul-CarrierFreq-r14
	Not present
	
	

	      ul-Bandwidth-r14

	Not present
	
	

	      additionalSpectrumEmissionSCell-r14
	1 (CA_NS_01)
	
	

	    }
	
	
	

	    p-Max-r14
	Not present
	
	

	    soundingRS-UL-ConfigCommon-r14
	SoundingRS-UL-ConfigCommon-DEFAULT
	
	

	    ul-CyclicPrefixLength-r14
	len1
	
	

	    prach-ConfigSCell-r14
	Not Present
	
	

	    uplinkPowerControlCommonPUSCH-LessCell-v14xy SEQUENCE {
	
	
	

	      p0-Nominal-PeriodicSRS-r14
	-85
	Same as default PUSCH p0-Norminal
	

	      p0-Nominal-AperiodicSRS-r14
	-85
	Same as default PUSCH p0-Norminal
	

	      alpha-SRS-r14
	al08
	
	

	    }
	
	
	

	    harq-ReferenceConfig-r14
	Not Present
	
	

	    soundingRS-FlexibleTiming-r14
	Not Present
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment

	UL CA
	When UL Carrier Aggregation is used.

	1TX
	Used for SCell with one antenna port

	2TX
	Used for SCell with two antenna ports

	4TX
	Used for SCell with four antenna ports

	SRS-Switching
	SRS transmission is switched to a PUSCH-less TDD SCell.


–
SCellToAddMod-r10-DEFAULT

Table 4.6.3-19D: SCellToAddMod-r10-DEFAULT

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SCellToAddMod-r10 ::= SEQUENCE {
	
	
	

	  sCellIndex-r10
	Set according to specific message content
	
	

	  cellIdentification-r10 SEQUENCE {
	
	
	

	    physCellId-r10
	Set according to specific message content
	
	

	    dl-CarrierFreq-r10
	Set according to specific message content
	
	

	    dl-CarrierFreq-r10
	65535
	maxEARFCN
	Band > 64

	  }
	
	
	

	  radioResourceConfigCommonSCell-r10
	RadioResourceConfigCommonSCell-r10-DEFAULT
	
	

	  radioResourceConfigDedicatedSCell-r10
	RadioResourceConfigDedicatedSCell-r10-DEFAULT
	
	

	   dl-CarrierFreq-v1090
	Set according to specific message content
	
	Band > 64

	  srs-SwitchFromServCellIndex-r14
	0
	
	SRS-Switching

	}
	
	
	


	Condition
	Explanation

	Band > 64
	If band > 64 is selected

	SRS-Switching
	SRS transmission is switched to a PUSCH-less TDD SCell.


–
SRB-ToAddModList-RECONFIG

Table 4.6.3-22A: SRB-ToAddModList-RECONFIG
	Derivation Path:  36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SRB-ToAddModList ::= SEQUENCE (SIZE (1..2)) OF SEQUENCE {
	2 Entries
	
	

	  srb-Identity[1]
	1
	
	

	  rlc-Config[1] CHOICE {
	
	
	

	    explicitValue
	RLC-Config-SRB-AM-RECONFIG
	
	

	  logicalChannelConfig[1] CHOICE {
	
	
	

	    defaultValue
	NULL
	
	

	  }
	
	
	

	  srb-Identity[2]
	2
	
	

	  rlc-Config[2] CHOICE {
	
	
	

	    explicitValue
	RLC-Config-SRB-AM-RECONFIG
	
	

	  }
	
	
	

	  logicalChannelConfig[2] CHOICE {
	
	
	

	    defaultValue
	NULL
	
	

	  }
	
	
	

	}
	
	
	


–
SRS-TPC-PDCCH-Config-r14-DEFAULT

Table 4.6.3-22B: SRS-TPC-PDCCH-Config-r14-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SRS-TPC-PDCCH-Config-r14-DEFAULT ::= SEQUENCE {
	
	
	

	  release
	NULL
	
	RELEASE

	  setup SEQUENCE {
	
	
	SETUP

	    srs-TPC-RNTI-r14
	
	
	

	    startingBitOfFormat3B-r14
	
	
	

	    fieldTypeFormat3B-r14
	
	
	

	    srs-CC-SetIndexlist-r14 SEQUENCE (SIZE(1..4)) OF SEQUENCE {
	
	
	

	      ccSetIndex-r14
	0
	
	

	      ccIndexInOneCcSet-r14
	0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	RELEASE
	Release PDCCH configuration for SRS TPC

	SETUP
	Setup PDCCH configuration for SRS TPC


–
TDD-Config-DEFAULT

Table 4.6.3-23: TDD-Config-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa1
	
	

	  specialSubframePatterns
	Ssp6
	
	

	}
	
	
	


<< End of changes >>
