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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document unless the context in which the reference is made suggests a different Release is relevant (information on the applicable release in a particular context can be found in e.g. test case title, description or applicability, message description or content).
[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 34.123-1: "User Equipment (UE) conformance specification; Part 1: Protocol conformance specification".
…

[83]
GSMA PRD IR.92: "IMS Profile for Voice and SMS".

[84]
GSMA PRD IR.51: "IMS Profile for Voice, Video and SMS over Wi-Fi".

 [xx]
GSMA PRD NG.102: "IMS Profile for Converged IP Communications".
<End of modified section>
<Start of modified section>
Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	PDP Context Activation


	6.2
	General Purpose PDP Context Establishment (UE Requests for a Dedicated PDP Context)
	Rel-8
	C04
	UE capable of being configured to initiate Dedicated PDP Context

	6.3
	Dedicated PDP Context Establishment
	Rel-8
	C04
	UE capable of being configured to initiate Dedicated PDP Context

	…
	…
	…
	…
	…

	H.15.10
	Communication Forwarding on Not reachable / Fixed Broadband
	Rel-12
	C103
	UE supporting MTSI and Communication Diversion and Fixed Broadband

	RCS
	
	
	
	

	I.8.1a
	Initial Registration / single / E-UTRA
	n/a
	Caaa
	UE supports combined registration over E-UTRA

	I.8.1b
	Initial Registration / dual / E-UTRA
	n/a
	Cbbb
	UE supports registration to two IMS core networks over E-UTRA

	I.8.1c
	Initial Registration / single / WLAN
	n/a
	Cccc
	UE supports combined registration over WLAN

	I.8.1d
	Initial Registration / dual / WLAN
	n/a
	Cddd
	UE supports registration to two IMS core networks over WLAN

	I.12.1a
	MO voice call / single / E-UTRA
	n/a
	Ceee
	UE supports voice call after combined registration over E-UTRA

	I.12.1b
	MO voice call / dual / E-UTRA
	n/a
	Cfff
	UE supports voice call after dual registration over E-UTRA

	I.12.1c
	MO voice call / single / WLAN
	n/a
	Cggg
	UE supports voice call after combined registration over WLAN

	I.12.1d
	MO voice call / dual / WLAN
	n/a
	Chhh
	UE supports voice call after dual registration over WLAN

	I.12.2a
	RCS chat / single / E-UTRA
	n/a
	Ciii
	UE supports RCS chat after combined registration over E-UTRA

	I.12.2b
	RCS chat / dual / E-UTRA
	n/a
	Cjjj
	UE supports RCS chat after dual registration over E-UTRA

	I.12.2c
	RCS chat / single / WLAN
	n/a
	Ckkk
	UE supports RCS chat after combined registration over WLAN

	I.12.2d
	RCS chat / dual / WLAN
	n/a
	Cmmm
	UE supports RCS chat after combined registration over E-UTRA

	Conditions/Options

	C00
	Void
	

	C01
	IF A.4/2B THEN R ELSE N/A (condition unused, see NOTE 1 below)
	Initiating session

	…
	…
	…

	C121
	IF A.12/26 AND A.18/4 THEN R ELSE N/A
	IMS emergency services and WLAN

	C122
	IF A.3A/50 AND A.6a/5 AND A.18/3 AND A.15/1 AND A.15/3 AND NOT A.4/16 THEN R ELSE N/A
	UE supporting MTSI and speech and video SIP Digest without TLS and Fixed Broadband and no preconditions

	C123
	IF A.3A/50 AND A.16/5 AND A.16/18 AND A.18/3 THEN R ELSE N/A
	UE supporting MTSI and Communication Diversion and SIP-based configuration and Fixed Broadband

	C124
	IF A.6a/2 AND A.6a/1 AND A.12/26 THEN R ELSE N/A
	IMS security AND GIBA AND IMS emergency service

	C125
	IF A.12/26 AND A.12/52 THEN R ELSE N/A
	IMS emergency service AND IMS emergency call without registration after rejection of emergency registration.

	Caaa
	IF A.20/1 THEN R ELSE N/A
	Combined Registration E-UTRA

	Cbbb
	IF A.20/2 THEN R ELSE N/A
	Dual Registration E-UTRA

	Cccc
	IF A.20/3 THEN R ELSE N/A
	Combined Registration WLAN

	Cddd
	IF A.20/4 THEN R ELSE N/A
	Dual Registration WLAN

	Ceee
	IF A.20/5 THEN R ELSE N/A
	Voice Call after combined registration E-UTRA

	Cfff
	IF A.20/6 THEN R ELSE N/A
	Voice call after dual registration E-UTRA

	Cggg
	IF A.20/7 THEN R ELSE N/A
	Voice Call after combined registration WLAN

	Chhh
	IF A.20/8 THEN R ELSE N/A
	Voice call after dual registration WLAN

	Ciii
	IF A.20/9 THEN R ELSE N/A
	RCS chat after combined registration E-UTRA

	Cjjj
	IF A.20/10 THEN R ELSE N/A
	RCS chat after dual registration E-UTRA

	Ckkk
	IF A.20/11 THEN R ELSE N/A
	RCS chat after combined registration WLAN

	Cmmm
	IF A.20/12 THEN R ELSE N/A
	RCS chat after dual registration WLAN


Editor’s Note: the security schemes to use for RCS registration test cases is FFS
<End of modified section>
<Start of modified section>
A.4.11
Special Conformance Testing Functions

Table A.19: Special Conformance Testing Functions

	Item
	Special Conformance Testing Functions
	Ref.
	Release
	Mnemonic
	Support

	1
	Update UE Location Information
	34.109 [78], 5.4.2

36.509 [79], 5.5.2
	Rel-10
	See 36.523-2 [73]
	


A.4.12
NG.102
Table A.20: NG.102 capabilities
	Item
	
	Ref.
	Status
	Release
	Mnemonic
	Support

	1
	Combined Registration E-UTRA
	NG.102 [xx]
	o
	n/a
	pc_NG102_Combined_Registration_EUTRA
	

	2
	Dual Registration E-UTRA
	NG.102 [xx]
	o
	n/a
	pc_ NG102_Dual_Registration_EUTRA
	

	3
	Combined Registration WLAN
	NG.102 [xx]
	o
	n/a
	pc_ NG102_Combined_Registration_WLAN
	

	4
	Dual Registration WLAN
	NG.102 [xx]
	o
	n/a
	pc_ NG102_Dual_Registration_WLAN
	

	5
	Voice Call after combined registration E-UTRA
	NG.102 [xx]
	o
	n/a
	pc_ NG102_Call_Combined_Registration_EUTRA
	

	6
	Voice call after dual registration E-UTRA
	NG.102 [xx]
	o
	n/a
	pc_ NG102_Call_Dual_Registration_EUTRA
	

	7
	Voice Call after combined registration WLAN
	NG.102 [xx]
	o
	n/a
	pc_ NG102_Call_Combined_Registration_WLAN
	

	8
	Voice call after dual registration WLAN
	NG.102 [xx]
	o
	n/a
	pc_ NG102_Call_Dual_Registration_WLAN
	

	9
	RCS chat after combined registration E-UTRA
	NG.102 [xx]
	o
	n/a
	pc_ NG102_Chat_Combined_Registration_EUTRA
	

	10
	RCS chat after dual registration E-UTRA
	NG.102 [xx]
	o
	n/a
	pc_ NG102_Chat_Dual_Registration_EUTRA
	

	11
	RCS chat after combined registration WLAN
	NG.102 [xx]
	o
	n/a
	pc_ NG102_Chat_Combined_Registration_WLAN
	

	12
	RCS chat after dual registration WLAN
	NG.102 [xx]
	o
	n/a
	pc_ NG102_Chat_Dual_Registration_WLAN
	


<End of modified section>
