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8.1.6.1
NB-IoT Contents of RRC messages
<unchanged messages skipped>
–
UECapabilityInformation-NB
Table 8.1.6.1-17: UECapabilityInformation-NB

	Derivation Path: 36.331 clause 6.7.2

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityInformation-NB ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ueCapabilityInformation-r13 SEQUENCE {
	
	
	

	      ue-Capability-Container-r13 SEQUENCE {
	
	
	

	        accessStratumRelease-r13
	Not checked
	
	

	        ue-Category-NB-r13
	Not checked
	
	

	        multipleDRB-r13
	Not checked
	
	

	        pdcp-Parameters-r13
	Not checked
	
	

	        phyLayerParameters-r13 SEQUENCE {
	
	
	

	          multiTone-r13
	Not checked
	
	

	          multiCarrier-r13
	Not checked
	
	

	        }  
	
	
	

	        rf-Parameters-r13
	Not checked
	
	

	        nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	      }
	
	
	

	      ue-RadioPagingInfo-r13 SEQUENCE {
	
	
	

	        ue-Category-NB-r13
	Not checked
	
	

	      }
	
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


