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4.7.2
Contents of EMM messages

[TEXT SKIPPED]
-
ATTACH REJECT

This message is sent by the SS to the UE.

Table 4.7.2-3: ATTACH REJECT

	Derivation Path: 24.301 clause 8.2.3

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	EMM
	
	

	Security header type
	'0000'B
	Plain NAS message, not security protected
	

	Attach reject message identity
	'0100 0100'B
	Attach reject
	

	EMM cause
	Set according to specific message content.
	
	

	ESM message container
	Set according to specific message content.
	
	


NOTE:
If this message includes the EMM cause set to #3, #6, #7, #8, #11, #12, #13, #14, #15, #25 or #35, it is sent within SECURITY PROTECTED NAS MESSAGE message. Otherwise this message is sent without integrity protection.

[TEXT SKIPPED]
-
TRACKING AREA UPDATE REJECT

This message is sent by the SS to the UE.

Table 4.7.2-26: TRACKING AREA UPDATE REJECT

	Derivation Path: 24.301 clause 8.2.28

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	EMM
	
	

	Security header type
	'0000'B
	Plain NAS message, not security protected
	

	Tracking area update reject message identity
	'0100 1011'B
	Tracking area update reject
	

	EMM cause
	Set according to specific message content.
	
	


NOTE:
If this message includes the EMM cause set to #3, #6, #7, #8, #11, #12, #13, #14, #15, #25 or #35, it is sent within SECURITY PROTECTED NAS MESSAGE message. Otherwise this message is sent without integrity protection.

