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	Reason for change:
	For V2V, in section 12.3 it is specified that UE shall not cause any interruption on the serving cell when receiving or transmitting V2V sidelink communication signals. 
For V2X, in section 13.7 it is specified that UE is allowed an interruption of up to 1 subframe on the serving cell(s) during the RRC reconfiguration procedure for V2X communication.

As both V2V and V2X are Rel-14 WIs, and there is UE classification of V2V or V2X, the applicability of the above two requiremetns and corresponding tests is ambiguious.  

	
	

	Summary of change:
	During the V2V discussion, the interruption requirement was defined based on the asumption that UE can support stand-alone V2V SL, i.e. without any interaction with the network, even UE is connected to a serving cell in cellular band. 
The change is to add the applicaiblity for V2V interuption reuqirement that it applies to UEs that support independent concurrent E-UTRAN operation in an E-UTRA band and stand-alone V2V sidelink operation.
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---START OF CHANGE 1---
12.3
Interruption
This clause contains interruption requirements for the UE capable of V2V sidelink communication under the following additional conditions:

-
the UE is pre-configured with parameters for enabling the UE to acquire timing synchronization

-
the UE has dedicated transmitter chain and dedicated receiver chain for the V2V operation
-    the UE supports independent concurrent E-UTRAN operation in an E-UTRA band and stand-alone V2V sidelink operation.
The UE shall not cause any interruption on the serving cell when receiving or transmitting V2V sidelink communication signals.
---END OF CHANGE 1-
