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5
Upper Tester Interface

This clause describes the handling of Upper Tester Commands at the system interface. The internal handling of those commands in TTCN is out of scope.

In the TTCN, the Upper Tester is located at the MTC; therefore there is one interface to the system adaptor common for all RATs.

5.1
Definitions

Upper test (UT) commands are commands at the UT interface and can be distinguished as: 

-
AT commands: 
Well-defined commands specified in 3GPP core specifications like TS 27.007 [32].
At the UT interface AT commands shall be used as defined in the core specifications. It is out of scope of the TTCN implementation whether or not an AT command is supported by the UE and whether automatic operation or manual intervention is used. 
All AT commands are sent as AT command strings as defined in clause 5.2. If an AT command is not implemented in the UE, the system adaptor needs to parse the AT command and map it to an appropriate proprietary command (which is out of scope for this document). If required, the system adaptor then also needs to provide a response appropriately formatted as an AT string, as expected by the TTCN.

-
MMI commands: 
In context of this specification MMI commands are commands for which there is no AT command defined in any core specification. This is independent from the operation (manual or automatic).

For each UT command the interactions between the system adaptor and the UE can be distinguished as either an automatic operation or requiring manual intervention.

-
Automatic operation: 
There is no interaction needed by the test operator i.e. the UT command is performed automatically (e.g. by using the UE's AT command interface). It is up to the system adaptor implementation to use the given UT command or map it to proprietary UE command(s) depending on each UE implementation (see clause 5.2). 

-
Manual intervention:
The UT command is performed by a test operator (e.g. by manual handling of the UE). The interaction between the SS and the operator, and the operator and the UE is up to the system adaptor implementation and out of scope for TTCN.

The TTCN implementation shall be the same for both modes.  There shall be no difference between automatic operation and manual intervention.

NOTE:
Annex E shows message flows for manual intervention and automatic operation in  different scenarios. This illustrates the behaviour at the system adapter and shows that the behaviour is the same in TTCN for both modes.

5.2
Upper Tester ASPs

There is one primitive defined carrying either an MMI or an AT command to be sent to the system adaptor and one common confirmation primitive to be sent by the system adaptor.

	TTCN-3 ASP Definition

	Type Name
	UT_SYSTEM_REQ

	TTCN-3 Type
	Record

	
Cmd
	TTCN-3 Type
	union

	

AT
	charstring carrying the AT command as defined in TS 27.007 [32], TS 27.005 [31] and TS 27.060 [33]

	

MMI
	-
Cmd (charstring)

-
List of parameters:

-
Name (charstring)

-
Value (charstring)

	
CnfRequired
	TTCN-3 Type
	Ut_CnfReq_Type

	
	CNF_REQUIRED: SS shall reply with one confirmation (NOTE)

NO_CNF_REQUIRED: SS shall swallow any confirmation generated

LOCAL_CNF_REQUIRED: SS shall immediately send one confirmation when the command is submitted to the UE i.e. in case of operator interaction when the operator has confirmed the command, but SS shall not wait for the UE responding(NOTE)

	NOTE:
In the TTCN, a confirmation shall only be requested in cases when there is no signalling from the UE being triggered by the MMI/AT command


	TTCN-3 ASP Definition

	Type Name
	UT_COMMON_CNF

	TTCN-3 Type
	Record

	
Result
	TTCN-3 Type
	boolean

	
	true: success

false: failure 

NOTE: 
In case of AT commands, the SS shall return false if and only if the UE comes back with "ERROR" as result code according to ITU-T Rec V.250 clause 5.7 [60]. In case of e.g. "+CME ERROR" the SS shall return true and put the UE's response into the ResultString

	
ResultString
	TTCN-3 Type
	charstring

	
	response by the UE for commands which request the UE to return a result, optional

In case of AT commands, ResultString shall contain the complete line according to the specification of the AT command.


The following MMI commands are defined.

Table 5.1: MMI commands

	Command
	Parameters

	
	Name
	Value

	"SWITCH_ON"
	(none)

	"SWITCH_OFF"
	(none)

	"POWER_ON"
	(none)

	"POWER_OFF"
	(none)

	"INSERT USIM"
	"USIM"
	<USIM>

	"REMOVE_USIM"
	(none)

	"CHECK_PLMN"
	"PLMN"
	<PLMN ID>

	"CHECK_ETWS_INDICATION"
	“WARNING1”
	<WARNING1>

	
	“WARNING2”
	<WARNING2>

	“CHECK_ETWS_ALERT”
	(none)

	“CHECK_ETWS_NO_ALERT”
	(none)

	"CHECK_CMAS_INDICATION"
	“WARNING1”
	<WARNING1>

	
	“WARNING2”
	<WARNING2>

	“CHECK_CMAS_ALERT”
	(none)

	“CHECK_CMAS_NO_ALERT”
	(none)

	"HRPD_PDN_CONNECTION”
	(none)

	
	
	

	
	
	

	“CHECK_SMS_LENGTH_CONTENTS"
	"Length"
	<Length>

	
	"Msg"
	<Msg>

	"CONFIGURE_SMS_ONLY"
	(none)

	"DISABLE EPS CAPABILITY"
	(none)

	"DETACH_NON_EPS"
	(none)

	"CLEAR_STORED_ASSISTANCE_DATA"
	(none)

	"CHECK_DTCH_THROUGHCONNECTED"
	(none)

	"GERAN_UPLINK_DATA"
	(none)

	"SELECT_CSG"
	"PLMN"
	<PLMN ID>

	
	"CSG"
	<CSG ID>

	“TRIGGER_USER_RESELECTION”
	(none)

	"REQUEST_NON_CALL_RELATED_SS"
	(none)

	"MBMS_SERVICE_INTEREST"
	"PLMN"
	<PLMN ID>

	
	"Service"
	<MBMS Service ID>

	
	"Interest"
	"ON" / "OFF"

	
	"SAI"
	<MBMS SAI>

	“MBMS_SERVICE_ACTIVE”
	"Service"
	<MBMS Service ID>

	
	"SAI"
	<MBMS SAI>

	
	“Active”
	"ON" / "OFF"

	“MBMS_PRIORITY_OVER_UNICAST”
	"Priority Over Unicast"
	"FALSE" / "TRUE"

	"CHECK_ETWS_NO_INDICATION"
	“WARNING1”
	<WARNING1>

	
	“WARNING2”
	<WARNING2>

	"CHECK_CMAS_NO_INDICATION"
	“WARNING1”
	<WARNING1>

	
	“WARNING2”
	<WARNING2>

	"CHECK_CALL_DISPLAY"
	"ToDisplay"
	<NAME>/<NUMBER>

	"CHECK_CSG"
	"CSG"
	< CSG ID >

	
	"Included"
	"FALSE" / "TRUE"

	"CHECK_NITZ_DST"
	"DaylightSavingTime:"
	DST

	"CHECK_RESPONSE_DISPLAY"
	"ToDisplay"
	<STRING>

	"CHECK_SS_USER_IND"
	"Supplementary Service"
	<SUPPLEMENTARY SERVICE>

	
	"ToDisplay"
	<STRING>

	“CHECK_SS_USER_IND_FAILURE”
	(none)

	"CONFIGURE_OPERATIONMODE"
	"OPERATION MODE"
	<OPERATION MODE>

	“CONFIGURE_ANDSF_RULE”
	“ANDSF Rule”
	<ANDSF RULE>

	“WLAN_ANDSF_CONFIGURED”
	(none)

	“WLAN_ANDSF_NOT_CONFIGURED”
	(none)

	"CMTLR_DUMMY" (see Note)
	”Notification Type”
	<NOTIFICATION TYPE>

	"CCFC_DUMMY" (see Note)
	”Status”
	<STATUS>

	"CNAP_DUMMY" (see Note)
	”Testname”
	<TESTNAME>

	"CTZE_DUMMY" (see Note)
	"Year
	<YEAR>

	
	"Month"
	<MONTH>

	
	"Day"
	<DAY>

	
	"Hour"
	<HOUR>

	
	"Minutes"
	<MINUTES>

	
	"Seconds"
	<SECONDS>

	
	“Daylight SavingTime”
	<DAYLIGHT SAVING TIME>

	
	"TimeZone"
	<TIMEZONE>

	"CMWN_DUMMY" (see Note)
	(none)

	“D2D_DISCOVERY_CLEAR”
	(none)

	“D2D_DISCOVERY_CONFIGURATION”
	“ProSeApplicationID”
	<charstring>

	
	"PLMN_List"
	<PLMN ID_List>

	
	T4005
	<T4005> 

	“D2D_DISCOVERY”
	“ProSeApplicationID”
	<charstring>

	
	“Announce”
	"ON" / "OFF"

	
	“Monitor”
	"ON" / "OFF"

	“D2D_COMMUNICATION”
	“ProSe Layer-2 Group ID”
	<charstring>

	
	“Transmit”
	"ON" / "OFF"

	
	“Receive”
	"ON" / "OFF"

	
	“Max size of UE transmitted Direct Communication data”
	<bytes>

	“D2D_COMMUNICATION_CONFIGURATION”
	“ProSe Layer-2 Group ID”
	<charstring>

	
	"PLMN_List"
	<PLMN ID_List>

	
	T4005_Minutes
	<T4005>

	
	“Security Life time timer in minutes” (Default: 0)
	<SecurityTimer> 

	
	
	

	
	
	

	
	

	Note:
These MMI commands are used to indicate to the SS that a UT response is expected by the TTCN in the case when the AT command is not supported. They can be ignored if the UE supports the AT command. The prefix of these commands matches the start of the AT response expected by the TTCN


The following AT commands are applied in TTCN.

Table 5.2: AT Commands

	Command
	Reference

	ATD
	TS 27.007 [32]

	ATA
	TS 27.007 [32]

	ATH
	TS 27.007 [32]

	AT+CGEQOS
	TS 27.007 [32]

	AT+CGTFT
	TS 27.007 [32]

	AT+CGDSCONT
	TS 27.007 [32]

	AT+CGACT
	TS 27.007 [32]

	AT+CGCMOD
	TS 27.007 [32]

	AT+CGDCONT
	TS 27.007 [32]

	AT+CMGD
	TS 27.005 [31]

	AT+CSMS
	TS 27.005 [31]

	AT+CPMS
	TS 27.005 [31]

	AT+CMGF
	TS 27.005 [31]

	AT+CSCS
	TS 27.007 [32]

	AT+CSCA
	TS 27.005 [31]

	AT+CMGW
	TS 27.005 [31]

	AT+CMSS
	TS 27.005 [31]

	AT+CMMS
	TS 27.005 [31]

	AT+CSMP
	TS 27.005 [31]

	AT+CGEQREQ
	TS 27.007 [32]

	AT+CCLK
	TS 27.007 [32]

	AT+COPS
	TS 27.007 [32]

	AT+CGATT
	TS 27.007 [32]

	AT+CEMODE
	TS 27.007 [32]

	AT+CEN
	TS 27.007 [32]

	AT+CLIP
	TS 27.007 [32]

	AT+CLIR
	TS 27.007 [32]

	AT+COLP
	TS 27.007 [32]

	AT+CCFC
	TS 27.007 [32]

	AT+CHLD
	TS 27.007 [32]

	AT+CEPPI
	TS 27.007 [32]

	AT+CDU
	TS 27.007 [32]

	AT+CHCCS
	TS 27.007 [32]

	AT+COLR
	TS 27.007 [32]

	AT+CCWA
	TS 27.007 [32]

	AT+CNAP
	TS 27.007 [32]

	AT+CLCK
	TS 27.007 [32]

	AT+CPWD
	TS 27.007 [32]

	AT+CTZR
	TS 27.007 [32]

	AT+CTZU
	TS 27.007 [32]

	AT+CUSD
	TS 27.007 [32]

	AT+CMWI
	TS 27.007 [32]

	AT+CPSMS
	TS 27.007 [32]

	AT+CEDRXS
	TS 27.007 [32]

	AT+CPSMS
	TS 27.007 [32]

	AT+CSODCP
	TS 27.007 [32]


AT commands are referred to TS 27.005 [31], TS 27.007 [32] and TS 27.060 [33].

The setting in TTCN of the AT command elements listed in Table 5-3 may require adaptation to the UE dependent interpretation of the element. It shall be handled by the system adaptor.

Table 5-3: AT commands elements

	Element
	Reference
	TTCN Setting

	<cid>
	TS 27.007 [32]
	EPS Bearer Identity or PDP Context Identity


<End of Modified Section>

<Start of Next Modified Section>
8
Other SS Requirements with TTCN-3 impact

8.1
Codec Requirements
For UE conformance tests several encoding rules need to be applied by the TTCN-3 codec. In principle, how the codec is implemented in the SS is out of scope of the present document. However there are aspects with impact on TTCN-3 implementation depending on different type definitions, in particular for protocol messages exchanged with the UE under test. Table 8.1-1 lists the codec requirements that the SS shall comply to.
Table 8.1-1: Codec requirements
	Type definitions
	Codec requirements
	Encoding rule in TTCN-3

	E-UTRA ASN.1 types used for RRC signalling
	shall comply to TS 36.331 [19] clause 8.3
	UNALIGNED_PER_OctetAligned

	UTRA ASN.1 types used for RRC signalling
	shall comply to TS 25.331 [36] clause 12.1
	PER_Unaligned 

	NAS types
	shall comply to Tabular Notated (see note)
	NAS Types

	SMS Types
	shall comply to Tabular Notated (see note)
	SMS Types

	DRB types
	shall comply to Tabular Notated (see note)
	DRB Types

	GERAN types
	shall comply to Tabular Notated (see note)
	GERAN Types

	GPRS Padding
	shall comply to TS 34.123-3 [7], clause 6.10.2.9.1
	GPRSPadding Rule1

	GSM Spare Padding
	shall comply to TS 34.123-3 [7], clause 6.10.2.9.2
	GSM Spare Padding Rule2

	LowHigh Rule
	shall comply to TS 34.123-3 [7], clause 6.10.2.9.3
	LowHighRule3

	SACCHSysInfo Spare Padding
	shall comply to TS 34.123-3 [7], clause 6.10.2.9.5
	SACCHSysInfoSparePadding Rule4

	TTCN-3 types not used at the air interface:

-
Configuration of system simulator

-
Coordination between components

-
Types used internally in TTCN-3
	no specific encoding requirement
	-

	NOTE:
Tabular Notated is performed by concatenation of all the present fields in the TTCN-3 template.


8.2
External Function Definitions

The following external functions shall be implemented by the SS.

	TTCN-3 External Function

	Name
	fx_KeyDerivationFunction

	Description
	Hashing function for Hashing algorithms as defined in TS 33.401 [24]
SHA-256 encoding algorithm is used as KEY Description Function

	Parameters
	KDF
	KDF_HMAC_SHA_256 (no other KDF defined yet)

	
	Key
	bit key

	
	String
	string being constructed acc. to TS 33.401 [24], annex A

	Return Value
	256 bit derived key


	TTCN-3 External Function

	Name
	fx_NasIntegrityAlgorithm

	Description
	Apply integrity protection algorithm on a given octetstring

	Parameters
	NAS PDU
	octetstring according to TS 24.301 [21], clause 4.4.3.3 this shall include octet 6 to n of the security protected NAS message, i.e. the sequence number IE and the NAS message IE

	
	Integrity Algorithm
	3 bits as defined in TS 24.301 [21], clause 9.9.3.23

	
	KNASint
	Integrity key

	
	NAS COUNT
	as documented in TS 24.301

	
	BEARER Id
	fix value ('00000'B) acc. TS 33.401 [24], clause 8.1

	
	Direction
	UL: 0
DL: 1
(acc. to TS 33.401 [24], clause B.1)

	Return Value
	Message Authentication Code (4 octets)


	TTCN-3 External Function

	Name
	fx_NasCiphering

	Description
	Apply ciphering on a given octetstring

	Parameters
	NAS PDU
	octetstring

	
	Ciphering Algorithm
	3 bits as defined in TS 24.301 [21], clause 9.9.3.23

	
	KNASenc
	Ciphering Key

	
	NAS COUNT
	as documented in TS 24.301

	
	BEARER Id
	fixed value ('00000'B) acc. TS 33.401 [24], clause 8.1

	Return Value
	ciphered octet string


	TTCN-3 External Function

	Name
	fx_NasDeciphering

	Description
	Apply deciphering on a given octetstring

	Parameters
	ciphered NAS PDU
	octetstring

	
	Ciphering Algorithm
	3 bits as defined in TS 24.301 [21], clause 9.9.3.23

	
	KNASenc
	Ciphering Key

	
	NAS COUNT
	as documented in TS 24.301 [21]

	
	BEARER Id
	fixed value ('00000'B) acc. TS 33.401 [24], clause 8.1

	Return Value
	deciphered octet string


	TTCN-3 External Function

	Name
	fx_AsIntegrityAlgorithm

	Description
	Apply integrity protection algorithm on a given octetstring

	Parameters
	PDCP PDU
	octetstring

	
	Integrity Algorithm
	3 bits as defined in TS 33.401 [24]

	
	KRRCint
	Integrity key

	
	PDCP COUNT
	octetstring, length 4

	
	BEARER Id
	the value of the DRB identity minus one

	
	Direction
	UL: 0
DL: 1
(acc. to TS 33.401 [24], clause B.2)

	Return Value
	Message Authentication Code (4 octets)


	TTCN-3 External Function

	Name
	fx_AsCiphering

	Description
	Apply ciphering on a given octetstring

	Parameters
	SDU
	octetstring

	
	Ciphering Algorithm
	3 bits as defined in TS 33.401 [24]

	
	KRRCenc
	Ciphering Key

	
	PDCP COUNT
	octetstring, length 4

	
	BEARER Id
	the value of the DRB identity minus one

	Return Value
	ciphered octet string


	TTCN-3 External Function

	Name
	fx_AsDeciphering

	Description
	Apply deciphering on a given octetstring

	Parameters
	ciphered SDU
	octetstring

	
	Ciphering Algorithm
	3 bits as defined in TS 33.401 [24]

	
	KRRCenc
	Ciphering Key

	
	PDCP COUNT
	octetstring, length 4

	
	BEARER Id
	the value of the DRB identity minus one

	Return Value
	deciphered octet string


	TTCN-3 External Function

	Name
	fx_GetSystemTime

	Description
	Function to get the system time: Implementation is based on C standard library (time.h)

	Parameters
	p_Struct_tm (out)
	p_Struct_tm returns local system time equivalent to "struct tm" as defined for C standard library (time.h or ctime):

type record Struct_tm_Type {

  integer tm_sec,  // seconds after the minute

                   // (0..61; see NOTE)

  integer tm_min,  // minutes after the hour (0..59)

  integer tm_hour, // hours since midnight (0..23)

  integer tm_mday, // day of the month (1..31)

  integer tm_mon,  // months since January (0..11)

  integer tm_year, // years since 1900

  integer tm_wday, // days since Sunday (0..6)

  integer tm_yday, // days since January 1 (0..365)

  integer tm_isdst // Daylight Saving Time flag

};

NOTE: tm_sec is generally 0-59. Extra range to accommodate for leap seconds in certain systems

C implementation:

    time_t v_Now = time(NULL);

    struct tm *v_Tm = localtime(&v_Now);

	
	p_TimezoneInfo (out)
	p_TimezoneInfo returns the difference (in seconds) between the UTC time (GMT) and the local time (integer value);

C implementation:

    int timezone = 

      (int)difftime(mktime(gmtime(&v_Now)), v_Now);

NOTE:

p_TimezoneInfo does not consider daylight saving e.g. it is always 3600 for CET independent of summer/winter

	Return Value
	None


	TTCN-3 External Function

	Name
	fx_MD5_Hex

	Description
	external function to calculate the MD5 Message-Digest Algorithm according to RFC 1321

	Parameters
	Data
	octetstring

	Return Value
	octetstring


	TTCN-3 External Function

	Name
	fx_CalculateFCS32

	Description
	32-bit frame check sequence (FCS) calculation according to ITU-T Recommendation V.42 [68] section 8.1.1.6.2 and TS36.304 [14] section 7.3.

	Parameters
	p_Input
	bitstring

	Return Value
	bitstring, length 32


9
IXIT Proforma

This partial IXIT proforma contained in the present document is provided for completion, when the related Abstract Test Suite is to be used against the Implementation Under Test (IUT).

Text in italics is a comment for guidance for the production of an IXIT, and is not to be included in the actual IXIT.

The completed partial IXIT will normally be used in conjunction with the completed ICS, as it adds precision to the information provided by the ICS.

9.1
E-UTRAN PIXIT

Table 9.1-1: Common PIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_AccessPointName
	octetstring
	
	
	Access Point Name, as defined in TS 23.003 [48] and used in TS 24.008 [20], clause 10.5.6.1

	px_AttachTypeTested
	EUTRA_ATTACH_TESTED_Type
	EPS_ATTACH_ONLY
	EPS_ATTACH_ONLY, COMBINED_ATTACH
	Attach Type to be tested, if UE supports both pc_Attach and pc_Combined_Attach

	px_eAuthRAND
	B128_Type
	oct2bit(‘A3DE0C6D363E30C364A4078F1BF8D577’O)
	
	Random Challenge

	px_EllipsoidPointWithAltitude
	O8_Type
	
	
	Ellipsoid Point With Altitude value to be provided in Update UE location information (see 36.509 cl. 6.12)

	px_HorizontalVelocity
	O3_Type
	
	
	Horizontal Velocity value to be provided in Update UE location information (see 36.509 cl. 6.12)

	px_eJapanMCC_Band6
	NAS_Mcc
	‘442’H
	
	Japan MCC code to be used for Band 6. The same value will be used for E-UTRA and Inter-RAT cells. Type is different to that defined in TS 34.123-3 [7]

	px_PWS_CB_DataPage1
	charstring
	
	
	ETWS or CMAS Page 1 warning data message

	px_PWS_CB_DataPage2
	charstring
	
	
	ETWS or CMAS Page 2 warning data message

	px_PWS_CB_DataPage3
	charstring
	
	
	ETWS or CMAS Page 3 warning data message

	px_PWS_CB_DataPage4
	charstring
	
	
	ETWS or CMAS Page 4 warning data message

	px_PWS_CB_DataCodingScheme
	bitstring
	
	
	ETWS or CMAS data coding scheme of the alphabet/coding and the applied language [see TS 23.041]

	
	
	
	
	

	px_IPv4_Address1_UE
	charstring
	
	
	IPv4 Address connected to PDN1

	px_IPv4_Address2_UE
	charstring
	
	
	IPv4 Address connected to PDN2

	px_IPv4_Address2a_UE
	charstring
	
	
	IPv4 Address connected to PDN2a

	px_IPv4_Address1_NW
	charstring
	
	
	IPv4 Gateway Address in PDN1

	px_IPv4_Address2_NW
	charstring
	
	
	IPv4 Gateway Address in PDN2

	px_IPv4_Address1_RemoteUE
	charstring
	
	
	IPv4 Address of remote UE connected to PDN1

	px_IPv4_Address2_RemoteUE
	charstring
	
	
	IPv4 Address of remote UE connected to PDN2

	px_IPv4_Address_HomeAgent
	charstring
	
	
	IPv4 Home Agent Address

	px_IPv6_Address1_UE
	charstring
	
	
	IPv6 Address connected to PDN1

	px_IPv6_Address2_UE
	charstring
	
	
	IPv6 Address connected to PDN2

	px_IPv6_Address2a_UE
	charstring
	
	
	IPv6 Address connected to PDN2a

	px_IPv6_Address1_NW
	charstring
	
	
	IPv6 Gateway Address in PDN1

	px_IPv6_Address2_NW
	charstring
	
	
	IPv6 Gateway Address in PDN2

	px_IPv6_Address1_RemoteUE
	charstring
	
	
	IPv6 Address of remote UE connected to PDN1

	px_IPv6_Address2_RemoteUE
	charstring
	
	
	IPv6 Address of remote UE connected to PDN2

	px_IPv6_Address_HomeAgent
	charstring
	
	
	IPv6 Home Agent Address

	px_ePrimaryFrequencyBand
	integer
	1
	
	E-UTRA primary frequency band

	px_SMS_ChkMsgReceived
	boolean
	true
	
	Whether the operator can check an MT Short Message received

	px_RATComb_Tested
	RATComb_Tested_Type
	EUTRA_UTRA
	EUTRA_UTRA, EUTRA_GERAN, EUTRA_Only
	This parameter represents the network RAT capability / preference and indicates which, if any is supported, RAT combination is to be tested.

	px_SinglePLMN_Tested
	SinglePLMN_Tested_Type
	MultiPLMN
	SinglePLMN,

MultiPLMN, MultiPLMNinPrimaryBand, MultiPLMNinSecondaryBand
	This parameter represents the network capability/preference to support multi PLMNs on the same test Band and indicates the preference of multi PLMNs or single PLMN test environment. This PIXIT shall be set to SinglePLMN when only one frequency is defined for the test band.

	px_UE_CS_PS_UsageSetting_Tested
	CS_PS_MODE
	VOICE_CENTRIC
	VOICE_CENTRIC, DATA_CENTRIC
	Specifies which CS/PS mode is under test

	px_UE_PS_UsageSetting_Tested
	PS_MODE
	VOICE_CENTRIC
	VOICE_CENTRIC, DATA_CENTRIC
	Specifies which PS mode is under test

	px_UTRAN_ModeUnderTest
	UTRAN_FDD_TDD
	UTRAN_FDD
	UTRAN_FDD, UTRAN_TDD
	Specifies which radio access technology is being tested in UTRAN

	px_TestLoopModeB_Delay
	O1_Type
	‘5A’
	
	This parameter represents the IP_PDU_delay to be used for UE test loop mode B in test cases, where long delay may be needed e.g. because of user interaction.

	px_IP_MTU_Size
	integer
	65535
	
	MTU Size. This value is specific to the SS.

	px_UTRAN_OverlappingNotSupportedFrequencyBandMFBI
	integer
	
	
	A not supported UTRAN frequency band that is overlapping with a supported band (px_MFBI_UTRAN_FrequencyBand). This PIXIT shall be set also in accordance with the values of the 3 PIXIT items: px_UARFCN_D_High, px_UARFCN_D_Mid,px_UARFCN_L_Mid. Applied to MFBI test case scenario.

	px_MFBI_UTRAN_FrequencyBand
	integer
	
	
	A supported UTRAN frequency band overlapping with px_UTRAN_OverlappingNotSupportedFrequencyBandMFBI. Applied to MFBI test case scenario.

	px_WLAN_PDN1_ToOffload
	boolean
	true
	
	If set to true, the first PDN connection is offloaded to WLAN. If set to false, the second PDN connection is offloaded to WLAN.


Table 9.1-2: E-UTRAN PIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	px_eTDDsubframeConfig
	TDD_SubframeAssignment_Type
	1
	
	TDD uplink-downlink subframe configuration

	px_ePrimaryBandChannelBandwidth
	Dl_Bandwidth_Type
	n25
	
	Channel bandwidth used on px_ePrimaryFrequencyBand

	
	
	
	
	

	
	
	
	
	

	px_eSecondaryBandChannelBandwidth
	Dl_Bandwidth_Type
	n25
	
	Channel bandwidth used on px_eSecondaryFrequencyBand

	px_EUTRA_CA_BandCombination
	CA_BandCombination_Type
	CA_1C
	
	Band combination for CA test cases

	px_EUTRA_DC_BandCombination
	DC_BandCombination_Type
	DC_1A-3A
	
	Band combination for DC test cases

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	px_eMaxNumberROHC_ContextSessions
	MaxNumberROHC_ContextSessions_Type
	Cs16
	
	Maximum number of ROHC context sessions

	px_MFBI_FrequencyBand
	integer
	26
	
	A supported E-UTRA frequency band overlapping with px_OverlappingNotSupportedFrequencyBand_MFBI. Applied to MFBI test case scenario.

	px_MFBI_BandChannelBandwidth
	Dl_Bandwidth_Type
	n25
	
	E-UTRAN channel bandwidth used on px_MFBI_FrequencyBand. Applied to MFBI test case scenario.

	px_OverlappingNotSupportedFrequencyBand_MFBI
	integer
	27
	
	A not supported E-UTRA frequency band that is overlapping with a supported band (px_MFBI_FrequencyBand). Applied to MFBI test case scenario.

	px_OverlappingSupportedFrequencyBand_MFBI
	integer
	26
	
	A supported E-UTRA frequency band overlapping with px_OverlappingNotSupportedFrequencyBand_MFBI. Applied to MFBI enhancement test case scenario.

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	px_NoTDD_LCR_onLTE
	boolean
	false
	
	Only applicable to UE supporting (at least) LTE and LCR TDD.

If set to true, the UE is configured not to report support of LCR TDD (IE utraTDD128 in UECapabilityInformation) when being camped on an LTE cell with no detectable LCR TDD cell in the environment

	


Table 9.1-3: D2D PIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_EllipsoidPointWithAltitude_ProSe_Area1
	O8_Type
	
	
	Ellipsoid Point With Altitude value corresponding to geographical area 1 provided in EFPROSE_RADIO_COM to be provided in Update UE location information (see 36.509 cl. 6.12)

	px_EllipsoidPointWithAltitude_ProSe_Area2
	O8_Type
	
	
	Ellipsoid Point With Altitude value corresponding to geographical area 2 provided in EFPROSE_RADIO_COM to be provided in Update UE location information (see 36.509 cl. 6.12)

	px_EllipsoidPointWithAltitude_NotProSe
	O8_Type
	
	
	Ellipsoid Point With Altitude value not corresponding to geographical area provided in EFPROSE_RADIO_COM to be provided in Update UE location information (see 36.509 cl. 6.12)

	px_ProSeAnnApplicationIdentity1
	charstring
	mcc345.mnc012.ProSeApp.Food.Restaurants.Italian
	
	A ProSe Application ID with which data structure the UE is preconfigured and for which the UE can request and perform Direct Discovery Announcing. TS 23.003, section 24.2.

	px_ProSeMonApplicationIdentity1
	charstring
	mcc300.mnc165.ProSeApp.*.Sports.Surfing
	
	A ProSe Application ID with which data structure the UE is preconfigured and for which the UE can request and perform Direct Discovery Monitoring. TS 23.003, section 24.2

	px_ProSeMonApplicationIdentityNot1
	charstring
	mcc208.mnc*.ProSeApp.Shops.Food.Wine
	
	A ProSe Application ID with which data structure the UE is NOT preconfigured to request and perform Direct Discovery Monitoring. TS 23.003, section 24.2

	px_ProSe_TLS_CipherSuite
	TLS_CIPHER_Type
	TLS_PSK_WITH_3DES_EDE_CBC_SHA 
	
	TLS cipher suite to be used for ProSe communication

	px_SL_AdditionalSupportedBandwidth
	Ul_Bandwidth_Type
	n25
	
	Supported sidelink bandwidth different from px_ePrimaryBandChannelBandwidth


Table 9.1-4: EUTRA_NB PIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_eSecondaryFrequencyBand
	integer
	2
	
	E-UTRA secondary frequency band

	px_NAS_CipheringAlgorithm
	B3_Type
	001’B
	
	NAS Ciphering Algorithm (eea1, see NOTE)

	px_NAS_IntegrityProtAlgorithm
	B3_Type
	001’B
	
	NAS Integrity Algorithm (eia1, see NOTE)

	px_RRC_CipheringAlgorithm
	CipheringAlgorithm_r12
	eea1
	
	Ciphering Algorithm (see NOTE)

	px_RRC_IntegrityProtAlgorithm
	IntegrityProtAlgorithm
	eia1
	
	Integrity Algorithm (see NOTE)

	px_SMSTransport_CP_CIoT
	boolean
	false
	
	UE configured to utilise the SMS service as transport mechanism for user data for Control Plane CIoT Optimisation

	px_nonSMSTransport_CP_CIoT
	boolean
	false
	
	UE configured to utilise non-SMS services as transport mechanism for user data for Control Plane CIoT Optimisation

	NOTE:
Unless specified otherwise in the test case prose, the null algorithm shall not be used for verification.


9.2
MultiRAT PIXIT
Table 9.2-1: GERAN PIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_GERAN_BandUnderTest
	GERAN_BandUnderTestType
	GSM_P900
	
	Indicates which band is under test


Table 9.2-2: UTRAN PIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_UTRAN_CipheringAlgorithm
	CipheringAlgorithm_r7
	uea2
	uea0, uea1, uea2
	UTRAN Ciphering algorithm

	px_UARFCN_Low_TDD
	integer
	
	
	Low Range downlink UARFCN value for LCR TDD

	px_UARFCN_Mid_TDD
	integer
	
	
	Mid Range downlink UARFCN value for LCR TDD

	px_UARFCN_High_TDD
	integer
	
	
	High Range downlink UARFCN value for LCR TDD

	px_TDD_OperationBandCharstring
	charstring
	a
	px_UARFCN_Mid_TDD, px_UARFCN_Low_TDD and px_UARFCN_High_TDD shall take the values according to the value of px_TDD_OperationBandCharstring
	Applicable for TDD
The operation band under test as defined in 34.108 clause 5.1.2

	
	
	
	
	



Table 9.2-3: CDMA2000 HRPD PIXIT
	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_HRPD_BandClass
	BandclassCDMA2000_Type
	1
	
	Band Class;

Table 1.5-1 of C.S0057-E v1.0
Default value corresponds to 1.8 to 2.0 GHz PCS band

	px_HRPD_SectorID_Cell15
	SectorID_HRPD_Type
	oct2bit('FEA00000000000000000000000000001'O)
	
	Sector ID of Cell 15;

Clause 13.9 of C.S0024-C v2.0

	px_HRPD_SectorID_Cell16
	SectorID_HRPD_Type
	oct2bit('FEA00000000000000000000000000002'O)
	
	Sector ID of Cell 16;

Clause 13.9 of C.S0024-C v2.0

	px_HRPD_SectorID_Cell17
	SectorID_HRPD_Type
	oct2bit('FEA00000000000000000000000000003'O)
	
	Sector ID of Cell 17;

Clause 13.9 of C.S0024-C v2.0

	px_HRPD_SectorID_Cell18
	SectorID_HRPD_Type
	oct2bit('FEA00000000000000000000000000004'O)
	
	Sector ID of Cell 18;

Clause 13.9 of C.S0024-C v2.0

	px_ColorCode
	ColorCode_Type
	64
	
	Colour code of the subnet to which the sectors belong;

Same for all HRPD cells

	px_ColorCodeDiff
	B32_Type
	128
	
	Colour code of the subnet to which the sectors belong;

Adifferent colour code than default

	px_OpenLoopAdjust
	OpenLoopAdjust_Type
	10
	
	The value of open loop adjust to be used by access terminals in the open loop power estimate, expressed as an unsigned value in units of 1 dB. The value used by the access terminal is -1 times the value of this field

	px_UATI24
	O3_Type
	'123456'O
	
	UATI to be allocated to the UE,

clause 6.3.7.2.2 of C.S0024-C v2.0

	px_MACIndex
	integer
	15
	
	ReverseLinkMACIndex to be used. Allowed values 0...383 C.S0024-C v2.0 clause 12.4.1.3.2.2


Table 9.2-4: CDMA2000 1xRTT PIXIT
	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_1XRTT_BaseId_Cell19
	B16_Type
	int2bit (39,16)
	
	Base ID of Cell 19

	px_1XRTT_BaseId_Cell20
	B16_Type
	int2bit (40,16)
	
	Base ID of Cell 20

	px_1XRTT_BaseId_Cell21
	B16_Type
	int2bit (41,16)
	
	Base ID of Cell 21

	px_1XRTT_BaseId_Cell22
	B16_Type
	int2bit (42,16)
	
	Base ID of Cell 22

	px_1XRTT_NID
	B16_Type
	int2bit (100,16)
	
	default Network ID of 1xRTT Cells

	px_1XRTT_SID
	B15_Type
	int2bit (200,15)
	
	default SystemID of 1xRTT Cells

	px_1XRTT_TMSI_Def
	O4_Type
	'1234ABCD'O
	
	TMSI to be used in 1XRTT

	px_1XRTT_MinProtRev
	ProtRev_Type
	0
	
	Minimum Protocol revision supported by Base Station

	px_1XRTT_UserInfo_EncMode
	EncryptionMode_Type
	2
	
	Encryption Mode

Rijndael algorithm

	px_1XRTT_Sig_EncMode
	EncryptionMode_Type
	2
	
	Encryption Mode

Rijndael algorithm

	px_1XRTT_BandClass
	BandclassCDMA2000_Type
	1
	
	Band Class; Table 1.5-1 of C.S0057 E v1.0. Default value corresponds to 1.8 GHz to 2.0 GHz PCS band

	px_PowerDownRegEnabled
	boolean
	true
	
	Parameter for power down reg in 1xRTT

	px_1XRTT_Zone_Timer
	B3_Type
	‘000’B
	
	Zone timer sent in ‘System Parameters Message’ overhead message

	px_RAND
	B32_Type
	'00001111000011110000111100001111'B
	
	Random Challenge Data to be included along with mobility parameters in CSFBParametersResponseCDMA2000 or HandoverFromEUTRAPreparationRequest

	px_RAND2
	B32_Type
	'00001111000011110000111100001111'B
	
	Random Challenge Data to be included along with mobility parameters in CSFBParametersResponseCDMA2000 or HandoverFromEUTRAPreparationRequest


Table 9.2-5: WLAN PIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_ePDG_Ipsec_CipheringAlgorithm
	IPsec_CipheringAlgorithm_Type
	des_ede3_cbc
	des_ede3_cbc,

aes_cbc,

nociph
	Ipsec Ciphering Algorithm used in ePDG

	px_ePDG_Ipsec_IntegrityAlgorithm
	IPsec_IntegrityAlgorithm_Type
	hmac_sha_1_96
	hmac_md5_96,

hmac_sha_1_96
	Ipsec Integrity Algorithm used in ePDG

	px_WLANBand
	WLAN_Band_Type
	Band2_4Ghz
	Band2_4Ghz, Band5Ghz, Band3_6Ghz
	WLAN ISM Band

	px_WLAN_RulesToBeTested
	WLAN_RulesToBeTested
	"ANDSF_Rules"
	"ANDSF_Rules",

"RAN_Rules"
	Rules to be tested in WLAN test cases

	
	
	
	
	

	px_WLAN_UE_AddrIPv4
	charstring
	
	
	IPv4 WLAN UE Address

	px_WLAN_UE_AddrIPv6
	charstring
	
	
	IPv6 WLAN UE Address

	px_WLAN_NetworkAddrIPv4
	charstring
	
	
	IPv4 WLAN Network Address

	px_WLAN_NetworkAddrIPv6
	charstring
	
	
	IPv6 WLAN Network Address

	px_ePDG_OperatorProvisionedFQDN
	charstring
	
	
	domain name of the ePDG to be considered to assign the IP addresses of the ePDG in responses to DNS queries

	px_WLAN_BeaconRSSI
	WLAN_BeaconRSSI_Type
	78 (-50dBm)
	0-255
	Beacon RSSI value for IMS over WLAN test cases


9.3
NB-IoT PIXIT

Table 9.3-1: NB-IoT PIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_NB_OperationMode
	NB_OperationMode_Type
	standalone
	inband_samePCI, inband_differentPCI, guardband, standalone
	NB-IoT Operation Mode

	px_DoAttachWithoutPDN
	boolean
	false
	
	UE is configured to do Attach without PDN; if the value is FALSE it is assumed that the UE is configured to do Attach with PDN

	
	
	
	
	

	
	
	
	
	

	px_ModifyBearerResources
	boolean
	false
	
	NB-IoT UE configured to handle modification of bearer resources including dedicated bearers (PDN of type "IP")


<End of Modified Section>

<Start of Next Modified Section>
10.6.2
IMS Deregistration

10.6.2.1
Procedure

Table 10.6.2.1-1: IMS Deregistration

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	The UE is powered off or switched off, (see ICS)
	-
	-

	2
	The SS starts Timer_1 =  2 seconds
	-
	-

	-
	EXCEPTION: Steps 3a1 – 3b1 describe behaviour that depends on the UE implementation
	-
	-

	3a1
	IMS de-registration is performed using the generic procedure defined in 34.229-1 [40] Annex C.30.

Note The SS cancels the Timer_1
	-
	-

	3b1
	The SS waits for Timer_1 expiry
	-
	-


<End of Modified Section>

<Start of Next Modified Section>
11
Guidelines on test execution

This clause provides the guidelines on test executions.

The restriction on test case execution as listed in this clause is due to the restriction of bandwidth to accommodate the necessary number of radio frequencies for the specific operating Band as used by the test cases.
11.1
EUTRA single technology

This clause provides the guidelines for the test cases to be executed on the pure EUTRA test configuration.
A test case using more than one radio frequency, i.e. using the radio frequencies f2 or f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on operating:
Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.
The list containing such test cases is given below:

6.1.1.1, 6.1.1.2, 6.1.1.3, 6.1.1.6, 6.1.1.7, 6.1.1.8, 6.1.2.6b, 6.1.2.7, 6.1.2.8, 6.1.2.9, 6.1.2.11, 6.1.2.11a, 6.1.2.13, 6.1.2.15, 6.1.2.17, 6.1.2.18, 6.3.1, 6.3.5, 6.3.6, 6.3.9, 6.4.1, 6.4.2,
8.1.3.4, 8.1.3.5, 8.1.3.5a, 8.2.4.6, 8.2.4.26, 8.3.1.3, 8.3.1.3a, 8.3.1.4, 8.3.1.6, 8.3.1.9, 8.3.1.10, 8.3.1.11, 8.3.1.26, 8.3.1.27, 8.3.1.31, 8.3.4.2, 8.3.4.3, 8.3.4.5, 8.6.2.2, 8.6.2.3a, 8.6.2.8, 8.6.2.10, 8.6.2.11, 8.6.2.12, 8.6.4.2, 8.6.4.3, 8.6.4.4, 8.6.4.8, 8.6.4.9, 8.6.4.10, 8.6.6.2, 8.6.6.5, 8.6.6.6, 8.6.6.7, 8.6.8.2, 8.6.8.6,
9.2.1.1.1a, 9.2.1.1.7, 9.2.1.1.13, 9.2.1.1.15, 9.2.1.1.16, 9.2.1.2.1, 9.2.1.2.10, 9.2.1.2.12, 9.2.1.2.14, 9.2.3.2.1, 9.2.3.2.12, 9.2.3.2.15, 9.2.3.2.16,
11.2.6, 11.2.7,
13.4.1.2,

17.4.1, 17.4.2, 17.4.3,

21.3.1, 21.3.2, 21.3.3, 21.3.7, 21.3.10, 21.3.11, 21.3.12.

A test case using more than two radio frequencies, i.e. using the radio frequencies f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on operating:
Band 6, 

Band 11,
Band 14, 
Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,
Band 30,
Band 38,
Band 39
The list containing such test cases is given below:

6.1.1.1, 6.1.1.2, 6.1.1.3, 6.1.1.6, 6.1.1.7, 6.1.1.8, 6.1.2.7, 6.1.2.8, 6.1.2.9, 6.1.2.15, 6.3.5
8.1.3.5, 8.1.3.5a, 8.3.1.4, 8.6.4.3,

9.2.1.1.1a, 9.2.1.1.7, 9.2.1.1.15,

11.2.7.

A test case using more than three radio frequencies, i.e. using the radio frequency f4 specified in TS 36.508 [3], shall avoid to be executed on operating:
Band 12 with 5MHz bandwidth,
Band 19,
Band 20,
Band 21,
Band 27,
Band 34,

Band 70.
The list containing such test cases is given below:

6.1.1.1, 6.1.1.2, 6.1.1.6, 6.1.1.8,
8.1.3.5a,

9.2.1.1.7.
11.1.1
Replacement of test case execution

In case of bandwidth limitation for accommodation of more frequencies, a number of test cases can be replaced with the corresponding mirror test cases without affecting the test coverage. The table 11.1.1-1 shows the possible replacements. Only one of the paired test cases is required for execution.

Table 11.1.1-1: Replacement of test cases

	Original test case
	Replacing test case

	6.1.1.1
	6.1.1.1b

	6.1.1.2
	6.1.1.2a

	6.1.1.3
	6.1.1.3b

	6.1.1.6
	6.1.1.6a

	6.1.2.7
	6.1.2.7a

	6.1.2.8
	6.1.2.8a

	6.1.2.9
	6.1.2.9a

	8.3.1.9
	8.3.1.9a

	8.3.1.11
	8.3.1.11a

	9.2.1.1.1a
	9.2.1.1.1b

	9.2.1.1.7
	9.2.1.1.7a

	9.2.1.1.13
	9.2.1.1.13a

	9.2.1.1.15
	9.2.1.1.15a

	9.2.1.1.16
	9.2.1.1.16a


11.2
EUTRA - UTRA - GERAN
This clause contains the guidelines for the EUTRA interRAT test cases to be executed on the different test configurations: with only UTRA configured, with only GERAN configured or with UTRA-GERAN both configured. Whether or not an EUTRA frequency band overlaps the UTRA band, the dependency will affect the restrictions of the test execution on this band.
NOTE:
The case where an EUTRA band overlaps a GSM band is not considered.
11.2.1
UTRA configured – GERAN not configured
This clause provides the guidelines for the EUTRA interRAT test cases where UTRA is configured, while GERAN is either not needed or not configured.
11.2.1.1
EUTRA band overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accommodating the necessary number of EUTRA or EUTRA, UTRA radio frequencies if an E-UTRA band overlaps the UTRA Band. A test case using more than one radio frequency, on the same EUTRA and UTRA band, shall avoid to be executed on operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.2.1.2, 6.2.1.3, 6.2.2.1, 6.2.2.5, 6.2.2.8, 6.2.3.3, 6.2.3.3a, 6.2.3.4, 6.2.3.4a, 6.2.3.5, 6.2.3.5a, 6.2.3.6, 6.2.3.13, 6.2.3.31, 6.2.3.32, 6.2.3.33, 6.2.4.1, 6.2.4.2, 6.2.4.3, 6.2.4.4, 6.2.4.5, 6.2.4.6, 6.2.4.7, 6.3.3, 6.3.4, 6.3.7, 6.4.3, 6.4.4, 6.4.5, 6.4.6,
8.1.3.6, 8.1.3.6a, 8.1.3.7, 8.3.2.3, 8.3.2.3a, 8.3.2.4, 8.3.3.2, 8.3.4.4, 8.4.1.2, 8.4.1.4, 8.4.1.5, 8.4.2.2, 8.4.2.4, 8.5.2.1, 8.6.3.1, 8.6.3.4, 8.6.5.1, 8.6.5.1a, 8.6.5.4, 8.6.7.1, 8.6.7.4, 8.6.9.1, 8.6.9.2, 8.6.10.1, 8.7.1,
9.2.1.1.11, 9.2.1.1.12, 9.2.1.2.1b, 9.2.1.2.1c, 9.2.1.2.1d, 9.2.1.2.5, 9.2.1.2.8, 9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.1.2.15, 9.2.2.1.3, 9.2.2.1.10, 9.2.3.1.6, 9.2.3.1.10, 9.2.3.1.11, 9.2.3.1.12, 9.2.3.1.15, 9.2.3.1.15a, 9.2.3.1.17, 9.2.3.1.18, 9.2.3.1.18a, 9.2.3.2.1a, 9.2.3.2.1b, 9.2.3.2.1c, 9.2.3.2.3, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.9, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14, 9.2.3.3.1, 9.2.3.3.2, 9.2.3.3.3, 9.2.3.3.4, 9.2.3.3.5, 9.2.3.3.5a, 9.3.1.4, 9.3.1.5, 9.3.1.6,
11.2.10, 11.2.11,
13.1.2, 13.1.2a, 13.1.3, 13.1.4, 13.1.5, 13.1.15, 13.1.16, 13.3.2.1, 13.4.2.1, 13.4.2.4, 13.4.3.1, 13.4.3.2, 13.4.3.4, 13.4.3.6, 13.4.3.7, 13.4.3.8, 13.4.3.9, 13.4.3.10, 13.4.3.11, 13.4.3.13, 13.4.3.14, 13.4.3.15, 13.4.3.16, 13.4.3.18, 13.4.3.19, 13.4.3.20.

A test case using more than two radio frequencies on the same EUTRA and UTRA band shall avoid to be executed on operating:
Band 6,
Band 11,
Band 14,

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 38,

Band 39.

The list containing such test cases is given below:

6.2.1.2, 6.2.1.3,
8.6.3.4, 8.6.5.1a, 8.6.7.4,
9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.3.1.15, 9.2.3.1.18, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14.

A test case using more than three radio frequencies, on the same EUTRA and UTRA band shall avoid to be executed on operating
Band 12 with 5MHz bandwidth,

Band 19,

Band 20, 

Band 21,
Band 27,
Band 34,

Band 70.

The list containing such test cases is given below:

9.2.1.2.13, 9.2.3.2.13.

11.2.1.2
EUTRA band not overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accommodating the necessary number of EUTRA radio frequencies. A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.2.1.2, 6.2.1.3,

8.6.3.4, 8.6.5.1a, 8.6.7.4,
9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.3.1.15, 9.2.3.1.18, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14,

A test case using more than two radio frequencies shall avoid to be executed on E-UTRA operating

Band 6,
Band 11,
Band 14,

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,
Band 30,
Band 38,

Band 39.

The list containing such test cases is given below:

9.2.1.2.13, 9.2.3.2.13.

11.2.2
GERAN configured - UTRA not configured

This clause provides the guidelines for the EUTRA/GERAN test cases where UTRA is either not needed or not configured. The restriction on test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA Band accommodating the necessary number of EUTRA radio frequencies. 

A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31
The list containing such test cases is given below:

6.2.1.4, 6.2.3.17, 6.2.3.18,
8.3.2.2,
9.2.1.2.9, 9.2.1.2.11, 9.2.1.2.13, 9.2.3.1.15, 9.2.3.1.18, 9.2.3.2.5, 9.2.3.2.6, 9.2.3.2.7, 9.2.3.2.8, 9.2.3.2.11, 9.2.3.2.13, 9.2.3.2.14.

A test case using more than two radio frequencies, i.e. using the radio frequencies f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on operating:

Band 6,

Band 11,

Band 14, 

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,
Band 30,
Band 38,
Band 39

The list containing such test cases is given below:

9.2.1.2.13, 9.2.3.2.13.

11.2.3
Neither UTRA nor GERAN configured

Certain EMM test cases can be executed as EUTRA_Only configuration despite of UTRA or GERAN test branches included in the test cases. The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accommodating the necessary number of EUTRA radio frequencies.

A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

9.2.3.1.15, 9.2.3.1.18.

11.2.4
Both UTRA and GERAN configured

This clause provides the guidelines for the EUTRA - UTRA - GERAN test cases where three RAT technologies are simultaneously configured.

11.2.4.1
EUTRA band overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the bandwidth of an EUTRA Band accommodating the necessary number of EUTRA or EUTRA, UTRA radio frequencies if an E-UTRA band overlaps the UTRA Band.

A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.2.1.1, 8.3.2.5, 8.3.2.6,

9.2.1.2.6, 9.2.1.2.7,
11.2.8

A test case using more than two radio frequencies, i.e. using the radio frequencies f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on operating:

Band 6,

Band 11,

Band 14, 

Band 17 with 5MHz bandwidth,

Band 23 with 10MHz bandwidth,

Band 38

Band 39

The list containing such test cases is given below:

6.2.1.1.
11.2.4.2
EUTRA band not overlapping UTRA band

The restriction on test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA Band accommodating the necessary number of EUTRA radio frequencies.

A test case using more than one radio frequency shall avoid to be executed on E-UTRA operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.2.1.1

11.2.5
Replacement of test case execution

In case of bandwidth limitation for accommodation of more frequencies, a number of test cases can be replaced with the corresponding mirror test cases without affecting the test coverage. The table 11.2.1.5-1 shows the possible replacements. Only one of the paired test cases is required for execution.

Table 11.2.5-1: Replacement of interRAT test cases

	Original test case
	Replacing test case

	9.2.3.1.15
	9.2.3.1.15a

	9.2.3.1.18
	9.2.3.1.18a


11.3
EUTRA inter-band

The restriction on test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA band accommodating the necessary number of EUTRA radio frequencies. The inter-band test includes also EUTRA FDD-TDD and inter-band carrier aggregation tests.

11.3.1
Primary operating band
A test case using more than one radio frequency on the first operating band, shall avoid to be executed on operating
Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.1.2.15a, 8.1.3.12.
11.3.2
Secondary operating band for inter-band cells

Test case using more than one radio frequency, on the second operating band, shall avoid to be executed on operating

Band 12 with 10MHz bandwidth,

Band 13,

Band 17 with 10MHz bandwidth,

Band 18,

Band 31.

The list containing such test cases is given below:

6.1.1.1a, 6.1.1.3a, 6.1.1.4a, 6.1.2.16, 8.1.3.11a, 8.1.3.12b, 8.2.4.13a, 8.2.4.14a, 8.3.1.12a, 8.3.1.14a
11.3.3
Replacement of test case execution

In case of bandwidth limitation for accommodation of more frequencies, a number of test cases can be replaced with the corresponding mirror test cases without affecting the test coverage. The table 11.3.3-1 shows the possible replacements. Only one of the paired test cases is required for execution.

Table 11.3.3-1: Replacement of test cases

	Original test case
	Replacing test case

	8.1.3.12
	8.1.3.12b


11.4
EUTRA CA

The restriction on CA test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA CA band accommodating the necessary number of EUTRA radio frequencies.

11.4.1
CA contiguous Intra-band operation

Test case using more than two radio frequencies, i.e. using the radio frequencies f3 or f4 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA CA Configuration:

CA_5B,

CA_23B,

CA_38C,

CA_39C,

CA_70C.

The list containing such test cases is given below:
8.2.4.19.1, 8.2.4.21.1
The following test cases using SCell on f2 are not applicable to be run when executed in the band combinations CA_70C:

7.1.2.10.1,

7.1.2.11.1,

7.1.4.20.1,

8.2.2.7.1,

8.2.4.17.1,

8.2.4.20.1,

8.2.4.23.1,

8.3.1.17.1,

8.3.1.18.1
11.4.2
CA Inter-band operation

Test case using more than one radio frequency on the primary band, i.e. using the radio frequency f2 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA CA Configuration:

CA_3A-11A,

CA_5A-29A,

CA_8A-11A,

CA_12A-25A,
CA_12A-30A,
CA_13A-66A,
CA_18A-28A,

CA_19A-21A,
CA_19A-28A,
CA_19A-42A,
CA_19A-42C,
CA_21A-42C,
and on E-UTRA CA switched configuration

CA_1A-18A,

CA_1A-19A,

CA_1A-21A,
CA_2A-12A,

CA_2A-13A,
CA_2A-17A,
CA_2A-30A,
CA_3A-11A,
CA_3A-19A,

CA_4A-12A,

CA_4A-13A,

CA_4A-17A,

CA_4A-30A,

CA_5A-12A,

CA_5A-13A,

CA_5A-17A,
CA_5A-30A,

CA_7A-12A,

CA_8A-11A,

CA_11A-18A,

CA_12A-30A,

CA_19A-21A,
CA_20A-31A,
CA_29A-30A
The list containing such test cases is given below:

8.2.4.19.2
Test case using more than one radio frequency on the primary or secondary band, i.e. using the radio frequency f2 or f6 (depending upon the Cell being used) specified in TS 36.508 [3], shall avoid to be executed on E-UTRA CA Configuration:

CA_3A-11A,

CA_8A-11A,

CA_19A-21A,

CA_12A_30A

and on E-UTRA CA switched configuration

CA_3A-11A,

CA_8A-11A,

CA_19A-21A,

CA_12A_30A,

CA_29A-30A

The list containing such test cases is given below:

8.2.4.21.2
These test cases can be run with switched allocation of PCell and SCell as specified in TS 36.508 [3] clause 6.2.3.2 (NOTE 3 and 4).
These test cases with switched allocation of PCell and SCell shall avoid to be executed on E-UTRA CA Configuration 

with a band having no UL frequency

CA_2A-29A,

CA_4A-29A,
CA_5A-29A,
CA_20A-32A,
CA_23A-29A,
CA_20A-67A
and on E-UTRA CA switched configuration
CA_29A-30A,

CA_29A-66A,
CA_29A-70A
with an LAA unlicenced band

CA_1A-46A,

CA_2A-46A,

CA_3A-46A,

CA_4A-46A,

CA_7A-46A,

CA_41A-46A,

CA_42A-46A

and with an LAA unlicenced band-switched configuration
CA_46A-66A,
CA_46C-66A,
CA_46A-70A,
8.2.4.17.2,
8.2.4.20.2,
8.2.4.23.2,
17.4.11.2,
21.3.12.2
The PICS for UL CA 36.523-2 table A.4.3.3-2 shall be set in accordance with the UL CA support in the Band combination under test.
The 3DL CA test cases can be run on 3CCs FDD-TDD band combinations, they  are using more than one radio frequency on the primary band, i.e. using the radio frequency f2 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA CA Configuration:

CA_19A-42C,

CA_21A-42C
The list containing such test cases is given below:

7.1.2.11.4
11.4.3
CA non-contiguous Intra-band operation

Test case using more than two radio frequencies, i.e. using the radio frequencies f3 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA CA Configuration:

CA_5A-5A,

CA_23A-23A

The list containing such test cases is given below:

8.2.4.19.3

8.2.4.21.3

11.5
EUTRA MFBI

The following EUTRA MFBI test cases shall be executed using the combinations specified in Table 11.5-1 for px_OverlappingNotSupportedFrequencyBand_MFBI and px_MFBI_FrequencyBand:
6.1.2.19, 6.1.2.20, 6.1.2.21, 6.1.2.22, 6.2.3.34, 6.2.3.35
Table 11.5-1: Operating and MFBI EUTRA bands combinations

	px_OverlappingNotSupportedFrequencyBand_MFBI
	px_MFBI_FrequencyBand (Note)

	2
	25

	3
	9

	4
	10, 66

	5
	18, 19, 26

	9
	3

	10
	4, 66

	12
	17

	17
	12

	18
	5, 26, 27

	19
	5, 26

	25
	2

	26
	5, 18, 19, 27

	27
	18, 26

	33
	39

	38
	41

	39
	33

	41
	38

	66
	4, 10

	Note: The UE supports one or more of the listed MFBI bands and does not support at least one overlapping band. If the UE supports all overlapping bands, these test cases are not applicable.


Test case 6.1.2.20 is not applicable to be run when executed in the band combination 5 & 18.

For test case 6.2.3.34 additionally the UTRA band combinations specified in Table 11.5-2 for px_UTRAN_OverlappingNotSupportedFrequencyBandMFBI and px_MFBI_UTRAN_FrequencyBand shall also be applicable

Table 11.5-2: Operating and MFBI UTRA bands combinations

	px_UTRAN_OverlappingNotSupportedFrequencyBandMFBI
	px_MFBI_UTRAN_FrequencyBand (Note)

	2
	25

	3
	9

	4
	10

	5
	18, 19, 26

	9
	3

	10
	4

	18
	5, 26

	19
	5, 26

	25
	2

	26
	5, 18, 19

	Note: The UE supports one or more of the listed MFBI bands and does not support at least one overlapping band. If the UE supports all overlapping bands, these test cases are not applicable.


The MFBI test case 6.1.2.23 shall be executed using the combinations specified in Table 11.5-3 for px_ePrimaryFrequencyBand, px_MFBI_FrequencyBand and px_OverlappingSupportedFrequencyBand_MFBI

Table 11.5-3: Operating and MFBI EUTRA bands combinations

	px_ePrimaryFrequencyBand
	px_MFBI_FrequencyBand
	px_OverlappingSupportedFrequencyBand_MFBI

	39
	38
	41


11.6
EUTRA DC

The restriction on DC test case execution as listed in this clause is due to the restriction of bandwidth of an EUTRA DC band accommodating the necessary number of EUTRA radio frequencies.

Test case using more than one radio frequency on the primary band, i.e. using the radio frequency f2 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA DC inter-band configuration:

DC_19A-21A,

and on E-UTRA DC switched configuration

DC_1A-19A,

DC_1A-21A,

DC_2A-13A,

DC_3A-19A,

DC_4A-12A,

DC_4A-13A,

DC_4A-17A,

DC_5A-12A,

DC_19A-21A

The list containing such test cases is given below:

8.2.4.25.1, 8.2.4.25.2, 8.2.4.25.3, 8.2.4.25.4, 8.2.4.25.5, 8.2.4.25.6, 8.2.4.25.7
Test cases using more than one radio frequency on the secondary band, i.e. using the radio refuency f6 specified in TS 36.508 [3], shall avoid to be executed on E-UTRA DC inter-band configurations:

DC_1A-19A,

DC_1A-21A,

DC_2A-13A,

DC_3A-19A,

DC_4A-12A,

DC_4A-13A,

DC_4A-17A,

DC_5A-12A,

DC_19A-21A

and on E-UTRA DC switched configuration

DC_19A-21A

The list containing such test cases is given below:

8.5.1.8.1, 8.5.1.8.2
<End of Modified Section>

<Start of Next Modified Section>
B.4.4
Encoding Information

See clause 8.1. 



	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	



	

	


Encoding information may be provided and supported in TTCN-3 by grouping of type definitions and using the encode attribute.

