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	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	36.101
	4679
	2
	Rel-14
	Maintenance CR for V2X (Rel-14)
	F
	14.5.0
	RAN4#84-Bis
	R4-1711994
	Huawei, HiSilicon, LG Electronics
	LTE_V2X-Perf
	
	

	36.101
	4680
	-
	Rel-15
	Maintenance CR for V2X (Rel-15)
	A
	15.0.0
	RAN4#84-Bis
	R4-1710521
	Huawei, HiSilicon, LG Electronics
	LTE_V2X-Perf
	
	

	36.101
	4764
	-
	Rel-14
	CR on SNR values modification for V2X demodulation test cases (Rel-14)
	F
	14.5.0
	RAN4#85
	R4-1712306
	Intel Corporation
	LTE_V2X-Perf
	
	

	36.101
	4765
	-
	Rel-15
	CR on SNR values modification for V2X demodulation test cases (Rel-15)
	A
	15.0.0
	RAN4#85
	R4-1712307
	Intel Corporation
	LTE_V2X-Perf
	
	

	36.101
	4783
	-
	Rel-14
	Correction on V2X resource pool configuration
	F
	14.5.0
	RAN4#85
	R4-1712576
	CATT
	LTE_V2X-Perf
	
	

	36.101
	4784
	1
	Rel-15
	Correction on V2X resource pool configuration
	A
	15.0.0
	RAN4#85
	R4-1713898
	CATT
	LTE_V2X-Perf
	
	

	36.101
	4822
	1
	Rel-14
	CR for updating overview table for V2X (Rel-14)
	F
	14.5.0
	RAN4#85
	R4-1713928
	Huawei, HiSilicon
	LTE_V2X-Perf
	
	

	36.101
	4823
	-
	Rel-15
	CR for updating overview table for V2X (Rel-15)
	A
	15.0.0
	RAN4#85
	R4-1713478
	Huawei, HiSilicon
	LTE_V2X-Perf
	
	

	36.133
	5170
	1
	Rel-14
	CR to Correct Pool Configuration and FRC for CBR test
	F
	14.5.0
	RAN4#84-Bis
	R4-1711700
	Qualcomm Inc.
	LTE_V2X-Perf
	
	

	36.133
	5308
	-
	Rel-15
	CR to Correct Pool Configuration and FRC for CBR test
	A
	15.0.0
	RAN4#85
	R4-1712187
	Qualcomm Inc.
	LTE_V2X-Perf
	
	

	36.133
	5347
	-
	Rel-14
	Clarification on UE  synchronization behaviour during the evaluation of GNSS reliability
	F
	14.5.0
	RAN4#85
	R4-1712587
	CATT
	LTE_V2X-Perf
	
	

	36.133
	5348
	-
	Rel-15
	Clarification on UE  synchronization behaviour during the evaluation of GNSS reliability
	A
	15.0.0
	RAN4#85
	R4-1712588
	CATT
	LTE_V2X-Perf
	
	

	36.133
	5389
	1
	Rel-14
	CR on Autonomous Resource Selection/Reselection Measurement Tests for V2X R14
	B
	14.5.0
	RAN4#85
	R4-1713927
	Huawei,HiSilicon
	LTE_V2X-Perf
	
	

	36.133
	5390
	-
	Rel-15
	CR on Autonomous Resource Selection/Reselection Measurement Tests for V2X R15
	A
	15.0.0
	RAN4#85
	R4-1713304
	Huawei,HiSilicon
	LTE_V2X-Perf
	
	

	36.133
	5402
	-
	Rel-14
	Update the maximum DRX cycle length in connected mode
	B
	14.5.0
	RAN4#85
	R4-1713320
	Huawei,HiSilicon
	NB_IOTenh-Core
	
	

	36.133
	5403
	-
	Rel-15
	Update the maximum DRX cycle length in connected mode
	A
	15.0.0
	RAN4#85
	R4-1713321
	Huawei,HiSilicon
	NB_IOTenh-Core
	
	

	36.133
	5420
	3
	Rel-14
	CR on E-CID for eNB-IOT normal coverage
	B
	14.5.0
	RAN4#85
	R4-1714504
	Huawei,HiSilicon
	NB_IOTenh-Core
	
	

	36.133
	5421
	3
	Rel-14
	CR on E-CID for eNB-IOT enhanced coverage
	B
	14.5.0
	RAN4#85
	R4-1714505
	Huawei,HiSilicon
	NB_IOTenh-Core
	
	

	36.133
	5428
	-
	Rel-14
	CR on NB-IOT RSTD requirement
	F
	14.5.0
	RAN4#85
	R4-1713353
	Huawei,HiSilicon
	NB_IOTenh-Core
	
	

	36.133
	5444
	-
	Rel-15
	CR on E-CID for eNB-IOT normal coverage R15
	A
	15.0.0
	RAN4#85
	R4-1713371
	Huawei,HiSilicon
	NB_IOTenh-Core
	
	

	36.133
	5445
	-
	Rel-15
	CR on E-CID for eNB-IOT enhanced coverage R15
	A
	15.0.0
	RAN4#85
	R4-1713372
	Huawei,HiSilicon
	NB_IOTenh-Core
	
	

	36.133
	5452
	-
	Rel-15
	CR on NB-IOT RSTD requirement R15
	A
	15.0.0
	RAN4#85
	R4-1713379
	Huawei,HiSilicon
	NB_IOTenh-Core
	
	


