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	36.211
	0393
	-
	Rel-13
	Correction on MPDCCH frequency hopping
	F
	13.7.1
	RAN1#90-Bis
	R1-1718831
	Samsung
	LTE_MTCe2_L1-Core
	
	

	36.211
	0396
	-
	Rel-14
	Correction on MPDCCH frequency hopping
	A
	14.4.0
	RAN1#90-Bis
	R1-1718837
	Samsung
	LTE_MTCe2_L1-Core
	
	

	36.211
	0401
	-
	Rel-13
	Correction on scrambling sequence identity for 2+4 PRBs sets in MPDCCH
	F
	13.7.1
	RAN1#91
	R1-1721078
	NEC, Qualcomm, Panasonic
	LTE_MTCe2_L1-Core
	
	

	36.211
	0402
	-
	Rel-14
	Correction on scrambling sequence identity for 2+4 PRBs sets in MPDCCH
	A
	14.4.0
	RAN1#91
	R1-1721079
	NEC, Qualcomm, Panasonic
	LTE_MTCe2_L1-Core
	
	

	36.211
	0403
	-
	Rel-13
	Correction on resource elements reserved for CRS for PBCH with repetition
	F
	13.7.1
	RAN1#91
	R1-1721081
	NEC
	LTE_MTCe2_L1-Core
	
	

	36.211
	0404
	-
	Rel-14
	Correction on resource elements reserved for CRS for PBCH with repetition
	A
	14.4.0
	RAN1#91
	R1-1721082
	NEC
	LTE_MTCe2_L1-Core
	
	

	36.211
	0408
	-
	Rel-13
	UE uplink gap capability signaling description
	F
	13.7.1
	RAN1#91
	R1-1721262
	Nokia, Nokia Shanghai Bell
	LTE_MTCe2_L1-Core
	
	

	36.211
	0409
	-
	Rel-14
	UE uplink gap capability signaling description
	A
	14.4.0
	RAN1#91
	R1-1721263
	Nokia, Nokia Shanghai Bell
	LTE_MTCe2_L1-Core
	
	

	36.213
	0980
	-
	Rel-13
	TBS for TDD special subframe for BL/CE UE without repetition
	F
	13.7.0
	RAN1#90-Bis
	R1-1718830
	Ericsson
	LTE_MTCe2_L1-Core
	
	

	36.213
	0982
	-
	Rel-13
	Correction of RRC parameter name for Number of PUCCH repetitions
	F
	13.7.0
	RAN1#90-Bis
	R1-1718832
	Xiaomi
	LTE_MTCe2_L1-Core
	
	

	36.213
	0987
	-
	Rel-14
	TBS for TDD special subframe for BL/CE UE without repetition
	A
	14.4.0
	RAN1#90-Bis
	R1-1719075
	Ericsson
	LTE_MTCe2_L1-Core
	
	

	36.213
	0988
	-
	Rel-13
	Non-repeated PUCCH SR transmissions on invalid UL subframes
	F
	13.7.0
	RAN1#90-Bis
	R1-1719077
	Nokia, Nokia Shanghai Bell
	LTE_MTCe2_L1-Core
	
	

	36.213
	0989
	-
	Rel-14
	Non-repeated PUCCH SR transmissions on invalid UL subframes
	A
	14.4.0
	RAN1#90-Bis
	R1-1719078
	Nokia, Nokia Shanghai Bell
	LTE_MTCe2_L1-Core
	
	


