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9.2.1.124
Secondary RAT Usage Report List

This IE provides information on the NR resources used with EN-DC. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Secondary RAT usage report Item
	
	1 .. <maxnoofE-RABs>
	
	
	EACH
	ignore

	>E-RAB ID
	M
	
	9.2.1.2
	
	-
	-

	>Secondary RAT Type
	M
	
	ENUMERATED (nR, …)
	
	-
	-

	>E-RAB Usage Report List
	
	1
	
	
	-
	-

	>>E-RAB Usage Report Item
	
	1.. <maxnoof time periods>
	
	
	EACH
	ignore

	>>>Start timestamp
	M
	
	OCTET STRING (SIZE(4))
	encoded in the same format as the first four octets of the 64-bit timestamp format as defined in section 6 of IETF RFC 5905 [42]. It indicates the UTC time when the recording of the Secondary RAT Data Volume was started.
	-
	-

	>>>End timestamp
	M
	
	OCTET STRING (SIZE(4))
	encoded in the same format as the first four octets of the 64-bit timestamp format as defined in section 6 of IETF RFC 5905 [42]. It indicates the UTC time when the recording of the Secondary RAT Data Volume was ended.
	-
	-

	>>>Usage count UL
	M
	
	INTEGER (0..264-1)
	The unit is: octets
	-
	-

	>>>Usage count DL
	M
	
	INTEGER (0..264-1)
	The unit is: octets
	-
	-


	Range bound
	Explanation

	maxnoofE-RABs
	Maximum no. of E-RABs for one UE. Value is 256.

	maxnoof time periods
	Maximum no. of time reporting periods. Value is 2.


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

S1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

E-RABItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABLevelQoSParameters ::= SEQUENCE {


qCI


QCI,


allocationRetentionPriority

AllocationAndRetentionPriority,


gbrQosInformation




GBR-QosInformation











OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { {E-RABQoSParameters-ExtIEs} }
OPTIONAL,


...

}

E-RABUsageReportList ::= SEQUENCE (SIZE(1..maxnooftimeperiods)) OF ProtocolIE-SingleContainer { {E-RABUsageReportItemIEs} }

E-RABUsageReportItemIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-E-RABUsageReportItem
 CRITICALITY ignore 
TYPE E-RABUsageReportItem 
PRESENCE mandatory },


...

}

E-RABUsageReportItem ::= SEQUENCE {


startTimestamp




OCTET STRING (SIZE(4)),


endTimestamp




OCTET STRING (SIZE(4)),


usageCountUL




INTEGER (0..18446744073709551615),

usageCountDL




INTEGER (0..18446744073709551615),

iE-Extensions



ProtocolExtensionContainer { { E-RABUsageReportItem-ExtIEs} } OPTIONAL,


...

}

E-RABUsageReportItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

E-RABQoSParameters-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

