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1.
Introduction
At last RAN#67 plenary meeting all stage 3 CRs to ProSe were approved and the WI was completed. In addition, the Rel-12 ASN.1 was officially frozen. 
We did a sanity check with regard to the correct implementation of the stage 3 CRs to ProSe in the 3GPP specifications and spotted the mismatch of a number of ProSe parameter names used in RAN1 and RAN2 specifications [1], [2], [3]. In this contribution we address the list of affected ProSe parameter names and ask RAN1 to check this list, and if confirmed to update the RAN1 specifications accordingly to be aligned with RAN2 RRC specification.
2.
Alignment of ProSe parameters
In Table 1 below all upper layer ProSe parameter names are summarized which are used in TS 36.211 [2] and TS 36.213 [3]. For each of the ProSe parameter names the associated one used in TS 36.331 [1] is referenced and whether a change in the concerned RAN1 specification is required or not. 
Table 1: List of affected ProSe parameters
	Spec
	Subclause
	Parameter name
	RRC name in 36.331 (IE reference, subclause reference)
	Action

	36.211
	9.1.3
	sync-OffsetIndicator1
	syncOffsetIndicator1 
(IE SL-Preconfiguration, subclause 9.3.2)
	Change required

	
	9.1.3
	sync-OffsetIndicator2
	syncOffsetIndicator2 
(IE SL-Preconfiguration, subclause 9.3.2
	Change required

	
	9.1.3
	syncOffsetIndicator
	syncOffsetIndicator 
(IE SL-SyncConfig, subclause 6.3.8)
	No change required

	
	9.1.3
	commSyncConfig
	commSyncConfig 
(IE SystemInformationBlockType18, subclause 6.3.1)
	No change required

	
	9.1.3
	discSyncConfig
	discSyncConfig 
(IE SystemInformationBlockType19, subclause 6.3.1)
	No change required

	
	9.1.3
	txParameters
	txParameters 
(IE SL-CommResourcePool, subclause 6.3.8)
	No change required

	
	9.3.6
	hoppingParameter-r12
	hoppingParameter-r12 
(IE SL-HoppingConfig, subclause 6.3.8)
	No change required

	36.213
	14.1.1.2.1
	rbHoppingOffset
	rb-Offset 
(IE SL-HoppingConfig, subclause 6.3.8)
	Change required

	
	14.1.1.2.1
	type2DataNumSubbands
	numSubbands 
(IE SL-HoppingConfig, subclause 6.3.8)
	Change required

	
	14.1.1.3
	mode2TRPTSubset
	trpt-Subset 
(IE SL-CommResourcePool, subclause 6.3.8)
	Change required

	
	14.1.1.5
	mode1DataPo
	p0 
(IE SL-TxParameters, subclause 6.3.8)
	Change required

	
	14.1.1.5
	mode1DataAlpha
	alpha 
(IE SL-TxParameters, subclause 6.3.8)
	Change required

	
	14.1.1.5
	mode2DataPo
	p0 
(IE SL-TxParameters, subclause 6.3.8)
	Change required

	
	14.1.1.5
	mode2DataAlpha
	alpha 
(IE SL-TxParameters, subclause 6.3.8)
	Change required

	
	14.1.3
	mode2DataOffsetIndicator
	offsetIndicator 
(IE SL-TF-ResourceConfig, subclause 6.3.8)
	Change required

	
	14.1.3
	mode2DataSubframeBitmap
	subframeBitmap
(IE SL-TF-ResourceConfig, subclause 6.3.8)
	Change required

	
	14.1.3
	Mode2DataStartPRB
	prb-Start 
(IE SL-TF-ResourceConfig, subclause 6.3.8)
	Change required

	
	14.1.3
	Mode2DataEndPRB and 
	prb-End
 

(IE SL-TF-ResourceConfig, subclause 6.3.8)
	Change required

	
	14.1.3
	Mode2DataNumPRB
	prb-Num 
(IE SL-TF-ResourceConfig, subclause 6.3.8) 
	Change required

	
	14.2.1
	mode1MCS
	mcs 
(IE SL-CommConfig, subclause 6.3.8)
	Change required

	
	14.2.1.3
	saPo
	p0 
(IE SL-TxParameters, subclause 6.3.8)
	Change required

	
	14.2.1.3
	saAlpha
	alpha 
(IE SL-TxParameters, subclause 6.3.8)
	Change required

	
	14.2.3
	saOffsetIndicator
	offsetIndicator 
(IE SL-TF-ResourceConfig, subclause 6.3.8)
	Change required

	
	14.2.3
	saPeriod
	sc-Period 
(IE SL-CommResourcePool, subclause 6.3.8)
	Change required

	
	14.1.3, 14.1.4, 14.2.3,

14.3.3
	tddConfig
	tdd-Config
(IE SL-CommResourcePool, subclause 6.3.8 for PSSCH and PSCCH)

(IE SL-DiscResourcePool, subclause 6.3.8 for PSDCH)
	Change required

	
	14.1.3, 14.1.4, 14.2.3,
14.3.3
	subframeAssignment
	subframeAssignment
(IE SystemInformationBlockType1, subclause 6.2.2)
	No change required

	
	14.2.3
	saSubframeBitmap
	subframeBitmap 
(IE SL-TF-ResourceConfig, subclause 6.3.8)
	Change required

	
	14.2.3
	saStartPRB
	prb-Start 
(IE SL-TF-ResourceConfig, subclause 6.3.8)
	Change required

	
	14.2.3
	saEndPRB
	prb-End 
(IE SL-TF-ResourceConfig, subclause 6.3.8)
	Change required

	
	14.2.3
	saNumPRB
	prb-Num 
(IE SL-TF-ResourceConfig, subclause 6.3.8) 
	Change required

	
	14.3.1
	discoveryNumRetx
	numRetx 
(IE SL-DiscResourcePool, subclause 6.3.8)
	Change required

	
	14.3.1
	nfType2BDiscovery
	discSF-Index 
(IE SL-DiscConfig, subclause 6.3.8)
	Change required

	
	14.3.1
	ntType2BDiscovery
	discPRB-Index 
(IE SL-DiscConfig, subclause 6.3.8)
	Change required

	
	14.3.1
	aType2BDiscovery
	a 
(IE SL-HoppingConfig, subclause 6.3.8)
	Change required

	
	14.3.1
	bDashType2BDiscovery
	b 
(IE SL-HoppingConfig, subclause 6.3.8)
	Change required

	
	14.3.1
	cType2BDiscovery
	c 
(IE SL-HoppingConfig, subclause 6.3.8)
	Change required

	
	14.3.1
	discoveryPo
	p0 
(IE SL-TxParameters, subclause 6.3.8)
	Change required

	
	14.3.1
	discoveryAlpha
	alpha 
(IE SL-TxParameters, subclause 6.3.8)
	Change required

	
	14.3.3
	discoveryOffsetIndicator
	offsetIndicator 
(IE SL-TF-ResourceConfig, subclause 6.3.8)
	Change required

	
	14.3.3
	discoveryPeriod
	discPeriod 
(IE SL-DiscResourcePool, subclause 6.3.8)
	Change required

	
	14.3.3
	discoverySubframeBitmap
	subframeBitmap 
(IE SL-TF-ResourceConfig, subclause 6.3.8)
	Change required

	
	14.3.3
	discoveryNumRepetition
	numRepetition 
(IE SL-DiscResourcePool, subclause 6.3.8)
	Change required

	
	14.3.3
	discoveryStartPRB
	prb-Start 
(IE SL-TF-ResourceConfig, subclause 6.3.8)
	Change required

	
	14.3.3
	discoveryEndPRB
	prb-End 
(IE SL-TF-ResourceConfig, subclause 6.3.8)
	Change required

	
	14.3.3
	discoveryNumPRB
	prb-Num 
(IE SL-TF-ResourceConfig,  subclause 6.3.8)
	Change required

	
	14.4
	ProseSyncConfig-r12
	SL-SyncConfig-r12 
(IE SL-SyncConfig, subclause 6.3.8)
	Change required

	
	14.4
	neighborCellID
	physCellId
 (IE SL-SyncConfig, subclause 6.3.8)
	Change required

	
	14.4
	discoverySynchWindow
	discSyncWindow 
(IE SL-SyncConfig, subclause 6.3.8)
	Change required


Proposal: RAN1 is asked to check the affected ProSe parameter names as summarized in Table 1 above, and if confirmed to update the RAN1 specifications accordingly to be aligned with RAN2 RRC specification.

3.
Summary
In this contribution, we addressed the mismatch of a number of ProSe parameter names used in RAN1 and RAN2 specifications [1], [2], [3].
RAN1 is asked to check the list of affected ProSe parameter names, and if confirmed to update the RAN1 specifications accordingly to be aligned with RAN2 RRC specification.
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