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	Reason for change:
	In RAN1 #86bis following agreements were made that allow UE implementation to have separate power budget for UL and SL transmissions. 
Agreements in RAN1 #86bis:
· From RAN1 viewpoint, the following three cases can be supported regarding the capability of LTE V2X devices on the simultaneous transmission of UL and SL.

· Case 1: UL TX and SL TX use separate TX chains and separate power budget

· Case 2: UL TX and SL TX use separate TX chains but sharing power budget

· Case 3: UL TX and SL TX share TX chains and power budget

· It is noted that the most suitable case may be dependent of the V2X use case.

· RAN WGs to identify solution(s) that takes into account the minimum performance of SL TX at least for some important SL TX. RAN WGs needs to reduce possible degradation of Uu operation performance in identifying such solution(s).
· For case 1, RAN1 assumes no physical layer solution is needed.

Above agreement is not clearly captured in the specification.

	
	

	Summary of change:
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< Unchanged parts are omitted >
14 UE procedures related to Sidelink 

A UE can be configured by higher layers with one or more PSSCH resource configuration(s). A PSSCH resource configuration can be for reception of PSSCH, or for transmission of PSSCH. The physical sidelink shared channel related procedures are described in Subclause 14.1.

A UE can be configured by higher layers with one or more PSCCH resource configuration(s). A PSCCH resource configuration can be for reception of PSCCH, or for transmission of PSCCH and the PSCCH resource configuration is associated with either sidelink transmission mode 1,2,3 or sidelink transmission mode 4. The physical sidelink control channel related procedures are described in Subclause 14.2.

A UE can be configured by higher layers with one or more PSDCH resource configuration(s). A PSDCH resource configuration can be for reception of PSDCH, or for transmission of PSDCH. The transmissions of PSDCH according to a PSDCH resource configuration are associated with either sidelink discovery type 1 or sidelink discovery type 2B. The physical sidelink discovery channel related procedures are described in Subclause 14.3.

The physical sidelink synchronization related procedures are described in Subclause 14.4.

Except in the case of secondary sidelink synchronization signal transmission, sidelink transmission power shall not change during a sidelink subframe. For a UE transmitting PSBCH, the transmit power of PSBCH (
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) is same as the transmit power of primary sidelink synchronisation signal 
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A UE is not expected to be configured with PSCCH resource configuration(s) such that, in a given subframe, the total number of resource blocks across the resource block pools (as described in Subclause 14.2.3) indicated by the PSCCH resource configuration(s) exceeds 50 in sidelink transmission mode 1 or 2. 

In sidelink transmission mode 3 or 4, a UE is 

-
not expected to attempt to decode more than 10 or 20 PSCCHs in a subframe depending on UE capability [12]. 
-
not expected to attempt to decode more than 100 or 136 RBs in a subframe depending on UE capability [12]. 
-
not expected to combine PSCCH transmitted in different subframes. 
-
not required to perform PSSCH-RSRP measurement in a subframe that occurs before the reception of a successfully decoded associated SCI format 1. 

If the UE supports decoding less than 20 PSCCH candidates, it shall implement a mechanism to avoid systematic dropping of PSCCH when the number of PSCCH candidates exceeds the UE’s capability. UE applies the PSSCH-RSRP measured in a subframe that occurs at the reception of a successfully decoded associated SCI format 1 to a subframe that is indicated by the SCI format 1 but occurs before the reception of the SCI format 1. UE applies the PSSCH-RSRP measured in a subframe that occurs at the reception of a successfully decoded associated SCI format 1 to a subframe that is indicated by the SCI format 1 if SCI format 1 scheduling the same transport block is successfully decoded in only one subframe. UE is not expected to decode PSSCH that occurs before the reception of a successfully decoded associated SCI format 1.
If a UE uplink transmission that is not a PRACH transmission in subframe n+1 of a serving cell overlaps in time domain with a PSDCH transmission or a SLSS transmission for PSDCH by the UE in subframe n and subframe n+1 is included in discTxGapConfig [11], then the UE shall drop the uplink transmission in subframe n+1. Else, if a UE uplink transmission in subframe n+1 of a serving cell overlaps in time domain with sidelink transmission/reception for sidelink transmission mode 1 or 2 by the UE in subframe n of the serving cell, then the UE shall drop the sidelink transmission/reception in subframe n. 

If a UE uplink transmission of a serving cell overlaps in time domain with a sidelink transmission for sidelink transmission mode 3 or 4 of the same serving cell and the value in “Priority” field of the corresponding SCI is smaller than the high layer parameter thresSL-TxPrioritization, then the UE shall drop the uplink transmission. Else, if a UE uplink transmission of a serving cell overlaps in time domain with sidelink transmission for sidelink transmission mode 3 or 4 of the same serving cell, then the UE shall drop the sidelink transmission.
For a given carrier frequency, a UE is not expected to receive sidelink physical channels/signals with different cyclic prefix lengths in the same sidelink subframe. 

For a given carrier frequency, in a sidelink subframe, if a UE has a sidelink transmission, the sidelink transmission shall occur only in contiguous physical resource blocks in sidelink transmission mode 1 or 2. 
In sidelink transmission mode 1 or 2, if a UE’s sidelink transmission does not occur on a serving cell with its uplink transmission(s), and if the UE’s sidelink transmission in a subframe overlaps in time with its uplink transmission(s), the UE shall adjust the sidelink transmission power such that its total transmission power does not exceed 
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defined in [6] on any overlapped portion. In this case, calculation of the adjustment to the sidelink transmission power is not specified.
In sidelink transmission mode 3 or 4, if a UE’s sidelink transmission and uplink transmission share the same power budget and if the UE’s sidelink transmission has SCI whose “Priority” field is set to a value smaller than the high layer parameter thresSL-TxPrioritization, and if the UE’s sidelink transmission in a subframe overlaps in time with its uplink transmission(s) occurring on serving cell(s) where the sidelink transmission does not occur, the UE shall adjust the uplink transmission power such that its total transmission power does not exceed 
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defined in [6] on any overlapped portion. In this case, calculation of the adjustment to the uplink transmission power is not specified. 
In sidelink transmission mode 3 or 4, if a UE’s sidelink transmission and uplink transmission share the same power budget and if the UE’s sidelink transmission has SCI whose “Priority” field is set to a value greater than or equal to the high layer parameter thresSL-TxPrioritization, and if the UE’s sidelink transmission in a subframe overlaps in time with its uplink transmission(s) occurring on serving cell(s) where the sidelink transmission does not occur, the UE shall adjust the sidelink transmission power such that its total transmission power does not exceed 
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defined in [6] on any overlapped portion. In this case, calculation of the adjustment to the sidelink transmission power is not specified.
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