


3GPP TSG RAN WG1 Meeting 90bis 				R1-1719086
Prague, CZ, 9th – 13th, October 2017

Title:	[Draft] LS on Supportable RNTI length on DCI
Response to:	
Release:	Rel-15
Work Item:	NR_newRAT-Core

Source:	Ericsson
To:	TSG RAN WG2
Cc:	

Contact Person:	
Name:	Yufei Blankenship
E-mail Address:	yufei.blankenship@ericsson.com


1. Overall Description:
RAN1 discussed RNTI masking on CRC bits of PDCCH, and has made the following agreement and working assumption:

Agreement: 
· RNTI is masked onto the last NRNTI CRC bits on the PDCCH, where NRNTI is the number of bits of the RNTI
· Working Assumption that NRNTI is 16 bits. 

RAN1 would like to inform RAN2 that RAN1’s channel coding design for PDCCH is capable of carrying RNTIs on the DCI up to at least 17 bits, and possibly up to 21 bits.


2. Actions:
[bookmark: _GoBack]RAN1 respectfully ask RAN2 to take the above agreement into account, and inform RAN1 when the necessary RNTI length is decided.
 
3. Date of Next TSG-RAN WG1 Meetings:	
TSG RAN WG1 Meeting 91                           27 November – 1 December 2017 		Reno, USA
TSG RAN WG1 meeting NR Ad-hoc #1    	      22 - 26 Jan 2018     	Vancouver   CA   






