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The following is a revision of R1-1805540.
Simultaneous Decoding of System Information
RRC_CONNECTED
From RAN1 #92
Working assumption: 
· While UE acquires SI upon being triggered by Paging DCI
· UE is not required to decode C-RNTI PDSCH if the SI-RNTI PDSCH is overlapped with at least one symbol
· In case UE autonomously monitors SI-RNTI PDCCH while monitoring C-RNTI PDCCH, and both SI-RNTI PDSCH and C-RNTI PDSCH are overlapped with at least one symbol, the UE is not required to decode SI-RNTI PDSCH
· The first two bullets apply unless TBS of SI-RNTI PDSCH ≤ 2216 for FR1, then UE decodes both SI-RNTI PDSCH and C-RNTI PDSCH
· The first two bullets always apply in FR2

The following is proposal to further progress this meeting.
Offline Proposal: Working Assumption
· While UE acquires SI upon being triggered by Paging DCI
· UE is not required to decode C-RNTI PDSCH if the SI-RNTI PDSCH is overlapped with at least one symbol
· In case UE autonomously monitors SI-RNTI PDCCH while monitoring C-RNTI PDCCH, and both SI-RNTI PDSCH and C-RNTI PDSCH are overlapped with at least one symbol, the UE is not required to decode SI-RNTI PDSCH
· Working assumption The first two bullets apply unless TBS of SI-RNTI PDSCH ≤ 2216 2976 for FR1, then UE decodes both SI-RNTI PDSCH and C-RNTI PDSCH 
· The first two bullets always apply in FR2
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