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1. Overall Description:

During RAN1#90bis meeting, RAN1 has achieved following agreements on specifying a new higher layer signalling for special subframe configuration 10:
Agreement:

· For special subframe configuration 10 (SSP10), specify a Rel-14 cell-specific RRC signalling configuration to inform UEs of whether the CRS on the 5th symbol of DwPTS is transmitted or not.
· If the UE is informed that no CRS is transmitted on the 5th symbol of DwPTS under SSP10, UE is not expected to perform CRS-based measurement and channel estimation on the 5th symbol of DwPTS, and UE is not expected to decode PDSCH in DwPTS.
· To keep backward compatibility with the legacy Rel-14 UEs who cannot read the newly specified signalling, a new Rel-14 IE ‘TDD-Config-v14xy’in TS36.331 is recommended to be specified, which includes both configuration of the SSP10 and the newly specified signalling. 
· The new Rel-14 IE ‘TDD-Config-v14xy’ cannot be simultaneously configured with ‘TDD-Config-v1430’in TS36.331.
· A new optional UE capability is introduced to signal whether the UE supports SSP10 with no CRS on the 5th symbol.
· Send an LS to RAN2 to specify the signalling.
2. Actions:

To RAN WG2: RAN1 respectfully asks RAN2 to take the above agreement into consideration, and specify the corresponding signalling and UE capability.
3. Date of Next TSG-RAN WG1 Meetings:

TSG RAN WG1 Meeting #91
27 Nov - 1 Dec 2017
Reno, USA
TSG RAN WG1 Meeting #92
26 Feb - 2 Mar 2018
Athens, Greece
