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<Partially omitted>
5.3.8.3
Reception of the RRCConnectionRelease by the UE

The UE shall:

1>
except for NB-IoT, BL UEs or UEs in CE, delay the following actions defined in this sub-clause 60 ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
for BL UEs or UEs in CE, delay the following actions defined in this sub-clause 1.25 seconds from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
for NB-IoT, delay the following actions defined in this sub-clause 10 seconds from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier.

1>
if the RRCConnectionRelease message includes the idleModeMobilityControlInfo:

2>
store the cell reselection priority information provided by the idleModeMobilityControlInfo;

2>
if the t320 is included:

3>
start timer T320, with the timer value set according to the value of t320;

1>
else:

2>
apply the cell reselection priority information broadcast in the system information;

1>
for NB-IoT, if the RRCConnectionRelease message includes the redirectedCarrierInfo:

2>
if the redirectedCarrierOffsetDedicated is included in the redirectedCarrierInfo:

3>
store the dedicated offset for the frequency in redirectedCarrierInfo;

3>
start timer T322, with the timer value set according to the value of T322 in redirectedCarrierInfo;

1>
when UE connects to 5G-CN, if the redirectedCarrierInfo is included and set to geran, and AS-security has not been activated:

2>
do not perform actions related to redirectedCarrierInfo after RRC connection release;

1>
if the releaseCause received in the RRCConnectionRelease message indicates loadBalancingTAURequired:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'load balancing TAU required';

1>
else if the releaseCause received in the RRCConnectionRelease message indicates cs-FallbackHighPriority:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'CS Fallback High Priority';

1>
else:

2>
if the extendedWaitTime is present; and

2>
if the UE supports delay tolerant access or the UE is a NB-IoT UE:

3>
forward the extendedWaitTime to upper layers;

2>
if the extendedWaitTime-CPdata is present and the NB-IoT UE only supports the Control Plane CIoT EPS optimisation:

3>
forward the extendedWaitTime-CPdata to upper layers;

2>
if the releaseCause received in the RRCConnectionRelease message indicates rrc-Suspend:

3>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘RRC suspension’;

2>
else:

3>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other';

<Next modification>
6.3.2
Radio resource control information elements

<Partially omitted>
–
RRCConnectionRelease
The RRCConnectionRelease message is used to command the release of an RRC connection.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionRelease message
-- ASN1START

RRCConnectionRelease ::=


SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




rrcConnectionRelease-r8



RRCConnectionRelease-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionRelease-r8-IEs ::=

SEQUENCE {


releaseCause





ReleaseCause,


redirectedCarrierInfo



RedirectedCarrierInfo



OPTIONAL,
-- Need ON


idleModeMobilityControlInfo


IdleModeMobilityControlInfo


OPTIONAL,
-- Need OP


nonCriticalExtension



RRCConnectionRelease-v890-IEs

OPTIONAL

}

RRCConnectionRelease-v890-IEs ::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING RRCConnectionRelease-v9e0-IEs)
OPTIONAL,


nonCriticalExtension



RRCConnectionRelease-v920-IEs

OPTIONAL

}

-- Late non critical extensions

RRCConnectionRelease-v9e0-IEs ::= SEQUENCE {


redirectedCarrierInfo-v9e0


RedirectedCarrierInfo-v9e0


OPTIONAL,
-- Cond NoRedirect-r8


idleModeMobilityControlInfo-v9e0
IdleModeMobilityControlInfo-v9e0
OPTIONAL,
-- Cond IdleInfoEUTRA


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- Regular non critical extensions

RRCConnectionRelease-v920-IEs ::=
SEQUENCE {


cellInfoList-r9




CHOICE {



geran-r9





CellInfoListGERAN-r9,



utra-FDD-r9





CellInfoListUTRA-FDD-r9,



utra-TDD-r9





CellInfoListUTRA-TDD-r9,



...,



utra-TDD-r10




CellInfoListUTRA-TDD-r10


}














OPTIONAL,
-- Cond Redirection


nonCriticalExtension


RRCConnectionRelease-v1020-IEs

OPTIONAL

}

RRCConnectionRelease-v1020-IEs ::=
SEQUENCE {


extendedWaitTime-r10



INTEGER (1..1800)

OPTIONAL,
-- Need ON


nonCriticalExtension


RRCConnectionRelease-v1320-IEs



OPTIONAL

}

RRCConnectionRelease-v1320-IEs::=
SEQUENCE {


resumeIdentity-r13




ResumeIdentity-r13



OPTIONAL,
-- Need OR 



nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

ReleaseCause ::=



ENUMERATED {loadBalancingTAUrequired,












other, cs-FallbackHighPriority-v1020, rrc-Suspend-v1320}

RedirectedCarrierInfo ::=


CHOICE {


eutra







ARFCN-ValueEUTRA,


geran







CarrierFreqsGERAN,


utra-FDD






ARFCN-ValueUTRA,


utra-TDD






ARFCN-ValueUTRA,


cdma2000-HRPD





CarrierFreqCDMA2000,


cdma2000-1xRTT





CarrierFreqCDMA2000,


...,


utra-TDD-r10





CarrierFreqListUTRA-TDD-r10

}

RedirectedCarrierInfo-v9e0 ::=


SEQUENCE {


eutra-v9e0







ARFCN-ValueEUTRA-v9e0

}

CarrierFreqListUTRA-TDD-r10 ::=


SEQUENCE (SIZE (1..maxFreqUTRA-TDD-r10)) OF ARFCN-ValueUTRA
IdleModeMobilityControlInfo ::=

SEQUENCE {


freqPriorityListEUTRA



FreqPriorityListEUTRA


OPTIONAL,

-- Need ON


freqPriorityListGERAN



FreqsPriorityListGERAN


OPTIONAL,

-- Need ON


freqPriorityListUTRA-FDD


FreqPriorityListUTRA-FDD

OPTIONAL,

-- Need ON


freqPriorityListUTRA-TDD


FreqPriorityListUTRA-TDD

OPTIONAL,

-- Need ON

bandClassPriorityListHRPD


BandClassPriorityListHRPD

OPTIONAL,

-- Need ON


bandClassPriorityList1XRTT


BandClassPriorityList1XRTT

OPTIONAL,

-- Need ON


t320







ENUMERATED {












min5, min10, min20, min30, min60, min120, min180,












spare1}





OPTIONAL,

-- Need OR


...,

[[
freqPriorityListExtEUTRA-r12

FreqPriorityListExtEUTRA-r12

OPTIONAL

-- Need ON


]],


[[
freqPriorityListEUTRA-v1310


FreqPriorityListEUTRA-v1310


OPTIONAL,

-- Need ON



freqPriorityListExtEUTRA-v1310

FreqPriorityListExtEUTRA-v1310

OPTIONAL

-- Need ON


]]

}

IdleModeMobilityControlInfo-v9e0 ::=
SEQUENCE {


freqPriorityListEUTRA-v9e0


SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v9e0

}

FreqPriorityListEUTRA ::=


SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA

FreqPriorityListExtEUTRA-r12 ::=

SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-r12

FreqPriorityListEUTRA-v1310 ::=


SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v1310

FreqPriorityListExtEUTRA-v1310 ::=

SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v1310

FreqPriorityEUTRA ::=



SEQUENCE {


carrierFreq






ARFCN-ValueEUTRA,


cellReselectionPriority



CellReselectionPriority

}

FreqPriorityEUTRA-v9e0 ::=


SEQUENCE {


carrierFreq-v9e0




ARFCN-ValueEUTRA-v9e0

OPTIONAL
-- Cond EARFCN-max

}

FreqPriorityEUTRA-r12 ::=



SEQUENCE {


carrierFreq-r12






ARFCN-ValueEUTRA-r9,


cellReselectionPriority-r12



CellReselectionPriority

}
FreqPriorityEUTRA-v1310 ::=



SEQUENCE {


cellReselectionSubPriority-r13



CellReselectionSubPriority-r13 

OPTIONAL

-- Need ON

}
FreqsPriorityListGERAN ::=


SEQUENCE (SIZE (1..maxGNFG)) OF FreqsPriorityGERAN

FreqsPriorityGERAN ::=



SEQUENCE {


carrierFreqs





CarrierFreqsGERAN,


cellReselectionPriority



CellReselectionPriority

}

FreqPriorityListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF FreqPriorityUTRA-FDD

FreqPriorityUTRA-FDD ::=


SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


cellReselectionPriority



CellReselectionPriority

}

FreqPriorityListUTRA-TDD ::=

SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF FreqPriorityUTRA-TDD

FreqPriorityUTRA-TDD ::=


SEQUENCE {


carrierFreq






ARFCN-ValueUTRA,


cellReselectionPriority



CellReselectionPriority

}
BandClassPriorityListHRPD ::=

SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriorityHRPD

BandClassPriorityHRPD ::=


SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority

}

BandClassPriorityList1XRTT ::=
SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriority1XRTT

BandClassPriority1XRTT ::=


SEQUENCE {


bandClass






BandclassCDMA2000,


cellReselectionPriority



CellReselectionPriority

}

CellInfoListGERAN-r9 ::=

SEQUENCE (SIZE (1..maxCellInfoGERAN-r9)) OF CellInfoGERAN-r9
CellInfoGERAN-r9 ::=



SEQUENCE {


physCellId-r9





PhysCellIdGERAN,


carrierFreq-r9





CarrierFreqGERAN,


systemInformation-r9



SystemInfoListGERAN

}

CellInfoListUTRA-FDD-r9 ::=


SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-FDD-r9

CellInfoUTRA-FDD-r9 ::=



SEQUENCE {


physCellId-r9





PhysCellIdUTRA-FDD,


utra-BCCH-Container-r9



OCTET STRING

}

CellInfoListUTRA-TDD-r9 ::=


SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-TDD-r9

CellInfoUTRA-TDD-r9 ::=



SEQUENCE {


physCellId-r9





PhysCellIdUTRA-TDD,


utra-BCCH-Container-r9



OCTET STRING

}

CellInfoListUTRA-TDD-r10 ::=

SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-TDD-r10

CellInfoUTRA-TDD-r10 ::=


SEQUENCE {


physCellId-r10





PhysCellIdUTRA-TDD,


carrierFreq-r10





ARFCN-ValueUTRA,


utra-BCCH-Container-r10



OCTET STRING

}

-- ASN1STOP

	RRCConnectionRelease field descriptions

	carrierFreq or bandClass

The carrier frequency (UTRA and E-UTRA) and band class (HRPD and 1xRTT) for which the associated cellReselectionPriority is applied.

	carrierFreqs

The list of GERAN carrier frequencies organised into one group of GERAN carrier frequencies.

	cellInfoList

Used to provide system information of one or more cells on the redirected inter-RAT carrier frequency. The system information can be used if, upon redirection, the UE selects an inter-RAT cell indicated by the physCellId and carrierFreq (GERAN and UTRA TDD) or by the physCellId (other RATs). The choice shall match the redirectedCarrierInfo. In particular, E-UTRAN only applies value utra-TDD-r10 in case redirectedCarrierInfo is set to utra-TDD-r10.

	extendedWaitTime

Value in seconds for the wait time for Delay Tolerant access requests.

	freqPriorityListX

Provides a cell reselection priority for each frequency, by means of separate lists for each RAT (including E-UTRA). The UE shall be able to store at least 3 occurrences of FreqsPriorityGERAN. If E-UTRAN includes freqPriorityListEUTRA-v9e0 and/or freqPriorityListEUTRA-v1310 it includes the same number of entries, and listed in the same order, as in freqPriorityListEUTRA (i.e. without suffix). Field freqPriorityListExt includes additional neighbouring inter-frequencies, i.e. extending the size of the inter-frequency carrier list using the general principles specified in 5.1.2. EUTRAN only includes freqPriorityListExtEUTRA if freqPriorityListEUTRA (i.e without suffix) includes maxFreq entries. If E-UTRAN includes freqPriorityListExtEUTRA-v1310 it includes the same number of entries, and listed in the same order, as in freqPriorityListExtEUTRA-r12.

	idleModeMobilityControlInfo

Provides dedicated cell reselection priorities. Used for cell reselection as specified in TS 36.304 [4]. For E-UTRA and UTRA frequencies, a UE that supports multi-band cells for the concerned RAT considers the dedicated priorities to be common for all overlapping bands (i.e. regardless of the ARFCN that is used).

	redirectedCarrierInfo

The redirectedCarrierInfo indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to an E‑UTRA or an inter-RAT carrier frequency, by means of the cell selection upon leaving RRC_CONNECTED as specified in TS 36.304 [4]. RAN only includes the value geran after successful security activation when UE connects to 5G-CN.

	releaseCause

The releaseCause is used to indicate the reason for releasing the RRC Connection. The cause value cs-FallbackHighPriority is only applicable when redirectedCarrierInfo is present with the value set to utra-FDD, utra-TDD or utra-TDD-r10.

E-UTRAN should not set the releaseCause to loadBalancingTAURequired or to cs-FallbackHighPriority if the extendedWaitTime is present.

	systemInformation

Container for system information of the GERAN cell i.e. one or more System Information (SI) messages as defined in TS 44.018 [45, table 9.1.1]. 

	t320

Timer T320 as described in section 7.3. Value minN corresponds to N minutes.

	utra-BCCH-Container

Contains System Information Container message as defined in TS 25.331 [19].


	Conditional presence
	Explanation

	EARFCN-max
	The field is mandatory present if the corresponding carrierFreq (i.e. without suffix) is set to maxEARFCN. Otherwise the field is not present.

	IdleInfoEUTRA
	The field is optionally present, need OP, if the IdleModeMobilityControlInfo (i.e. without suffix) is included and includes freqPriorityListEUTRA; otherwise the field is not present.

	NoRedirect-r8
	The field is optionally present, need OP, if the redirectedCarrierInfo (i.e. without suffix) is not included; otherwise the field is not present.

	Redirection
	The field is optionally present, need ON, if the redirectedCarrierInfo is included and set to geran, utra-FDD, utra-TDD or utra-TDD-r10; otherwise the field is not present.


<Partially omitted>

RRCConnectionSetupComplete
The RRCConnectionSetupComplete message is used to confirm the successful completion of an RRC connection establishment.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

RRCConnectionSetupComplete message
-- ASN1START

RRCConnectionSetupComplete ::=

SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionSetupComplete-r8

RRCConnectionSetupComplete-r8-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionSetupComplete-r8-IEs ::= SEQUENCE {


selectedPLMN-Identity



INTEGER (1..maxPLMN-r11),


registeredMME





RegisteredMME





OPTIONAL,


dedicatedInfoNAS




DedicatedInfoNAS,


nonCriticalExtension



RRCConnectionSetupComplete-v8a0-IEs
OPTIONAL

}

RRCConnectionSetupComplete-v8a0-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1020-IEs
OPTIONAL

}

RRCConnectionSetupComplete-v1020-IEs ::= SEQUENCE {


gummei-Type-r10





ENUMERATED {native, mapped}


OPTIONAL,


rlf-InfoAvailable-r10



ENUMERATED {true}




OPTIONAL,


logMeasAvailable-r10



ENUMERATED {true}




OPTIONAL,


rn-SubframeConfigReq-r10


ENUMERATED {required, notRequired}
OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1130-IEs
OPTIONAL

}

RRCConnectionSetupComplete-v1130-IEs ::= SEQUENCE {


connEstFailInfoAvailable-r11

ENUMERATED {true}



OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1250-IEs

OPTIONAL

}

RRCConnectionSetupComplete-v1250-IEs ::= SEQUENCE {


mobilityState-r12




ENUMERATED {normal, medium, high, spare}
OPTIONAL,


mobilityHistoryAvail-r12


ENUMERATED {true}



OPTIONAL,


logMeasAvailableMBSFN-r12


ENUMERATED {true}



OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1320-IEs





OPTIONAL

}

RRCConnectionSetupComplete-v1320-IEs ::= SEQUENCE {


ce-ModeB-r13





ENUMERATED {supported}





OPTIONAL,


s-TMSI-r13






S-TMSI









OPTIONAL,


attachWithoutPDN-Connectivity-r13
ENUMERATED {true}






OPTIONAL,


up-CIoT-EPS-Optimisation-r13

ENUMERATED {true} 






OPTIONAL,


cp-CIoT-EPS-Optimisation-r13

ENUMERATED {true} 






OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1330-IEs

OPTIONAL
}

RRCConnectionSetupComplete-v1330-IEs ::= SEQUENCE {


ue-CE-NeedULGaps-r13




ENUMERATED {true}



OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v1430-IEs

OPTIONAL

}

RRCConnectionSetupComplete-v1430-IEs ::= SEQUENCE {


dcn-ID-r14






INTEGER (0..65535)



OPTIONAL,


nonCriticalExtension



RRCConnectionSetupComplete-v15xy-IEs





OPTIONAL

}
RRCConnectionSetupComplete-v15xy-IEs ::= SEQUENCE {


cn-Type








ENUMERATED {type5G}


OPTIONAL,
-- FFS: whether it can be reflected by RegisteredMME implicitly

nonCriticalExtension





SEQUENCE {}




OPTIONAL

}
RegisteredMME ::=




SEQUENCE {


plmn-Identity





PLMN-Identity





OPTIONAL,


mmegi







BIT STRING (SIZE (16)),


mmec







MMEC

}

-- ASN1STOP

	RRCConnectionSetupComplete field descriptions

	attachWithoutPDN-Connectivity

This field is used to indicate that the UE performs an Attach without PDN connectivity procedure, as indicated by the upper layers and specified in TS 24.301 [35].

	cp-CIoT-EPS-Optimisation
This field is included when the UE supports the Control plane CIoT EPS Optimisation, as indicated by the upper layers, see TS 24.301 [35].

	ce-ModeB

Indicates whether the UE supports operation in CE mode B, as specified in TS 36.306 [5].

	dcn-ID

The Dedicated Core Network Identity, see TS 23.401 [41].

	gummei-Type

This field is used to indicate whether the GUMMEI included is native (assigned by EPC) or mapped (from 2G/3G identifiers).

	mmegi

Provides the Group Identity of the registered MME within the PLMN, as provided by upper layers, see TS 23.003 [27].

	mobilityState

This field indicates the UE mobility state (as defined in TS 36.304 [4, 5.2.4.3]) just prior to UE going into RRC_CONNECTED state. The UE indicates the value of medium and high when being in Medium-mobility and High-mobility states respectively. Otherwise the UE indicates the value normal.

	registeredMME

This field is used to transfer the GUMMEI of the MME where the UE is registered, as provided by upper layers.

	rn-SubframeConfigReq

If present, this field indicates that the connection establishment is for an RN and whether a subframe configuration is requested or not.

	selectedPLMN-Identity

Index of the PLMN selected by the UE from the plmn-IdentityList fields included in SIB1. 1 if the 1st PLMN is selected from the 1st plmn-IdentityList included in SIB1, 2 if the 2nd PLMN is selected from the same plmn-IdentityList, or when no more PLMN are present within the same plmn-IdentityList, then the PLMN listed 1st in the subsequent plmn-IdentityList within the same SIB1 and so on.

	up-CIoT-EPS-Optimisation
This field is included when the UE supports the User plane CIoT EPS Optimisation, as indicated by the upper layers, see TS 24.301 [35].

	ue-CE-NeedULGaps

Indicates whether the UE needs uplink gaps during continuous uplink transmission in FDD as specified in TS 36.211 [21] and TS 36.306 [5].


<Next modification>
–
SystemInformationBlockType1
SystemInformationBlockType1 contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information. SystemInformationBlockType1-BR uses the same structure as SystemInformationBlockType1.

Signalling radio bearer: N/A

RLC-SAP: TM

Logical channels: BCCH and BR-BCCH

Direction: E‑UTRAN to UE

SystemInformationBlockType1 message
-- ASN1START

SystemInformationBlockType1-BR-r13 ::=
SystemInformationBlockType1

SystemInformationBlockType1 ::=

SEQUENCE {


cellAccessRelatedInfo



SEQUENCE {



plmn-IdentityList




PLMN-IdentityList,



trackingAreaCode




TrackingAreaCode,



cellIdentity





CellIdentity,



cellBarred






ENUMERATED {barred, notBarred},



intraFreqReselection



ENUMERATED {allowed, notAllowed},



csg-Indication





BOOLEAN,



csg-Identity





CSG-Identity


OPTIONAL
-- Need OR


},


cellSelectionInfo




SEQUENCE {



q-RxLevMin






Q-RxLevMin,



q-RxLevMinOffset




INTEGER (1..8)


OPTIONAL
-- Need OP


},


p-Max







P-Max





OPTIONAL,


-- Need OP


freqBandIndicator




FreqBandIndicator,


schedulingInfoList




SchedulingInfoList,


tdd-Config






TDD-Config




OPTIONAL,
-- Cond TDD


si-WindowLength





ENUMERATED {












ms1, ms2, ms5, ms10, ms15, ms20,












ms40},


systemInfoValueTag




INTEGER (0..31),


nonCriticalExtension



SystemInformationBlockType1-v890-IEs
OPTIONAL

}

SystemInformationBlockType1-v890-IEs::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING SystemInformationBlockType1-v8h0-IEs)


OPTIONAL,


nonCriticalExtension



SystemInformationBlockType1-v920-IEs
OPTIONAL

}

-- Late non critical extensions

SystemInformationBlockType1-v8h0-IEs ::=
SEQUENCE {


multiBandInfoList




MultiBandInfoList

OPTIONAL,
-- Need OR


nonCriticalExtension



SystemInformationBlockType1-v9e0-IEs
OPTIONAL

}

SystemInformationBlockType1-v9e0-IEs ::= SEQUENCE {


freqBandIndicator-v9e0



FreqBandIndicator-v9e0

OPTIONAL,
-- Cond FBI-max


multiBandInfoList-v9e0



MultiBandInfoList-v9e0

OPTIONAL,
-- Cond mFBI-max


nonCriticalExtension



SystemInformationBlockType1-v10j0-IEs
OPTIONAL

}

SystemInformationBlockType1-v10j0-IEs ::= SEQUENCE {


freqBandInfo-r10




NS-PmaxList-r10



OPTIONAL,
-- Need OR


multiBandInfoList-v10j0



MultiBandInfoList-v10j0

OPTIONAL,
-- Need OR


nonCriticalExtension



SystemInformationBlockType1-v10l0-IEs




OPTIONAL

}

SystemInformationBlockType1-v10l0-IEs ::= SEQUENCE {


freqBandInfo-v10l0




NS-PmaxList-v10l0


OPTIONAL,
-- Need OR


multiBandInfoList-v10l0



MultiBandInfoList-v10l0

OPTIONAL,
-- Need OR


nonCriticalExtension



SEQUENCE {}




OPTIONAL

}

-- Regular non critical extensions

SystemInformationBlockType1-v920-IEs ::=
SEQUENCE {


ims-EmergencySupport-r9



ENUMERATED {true}


OPTIONAL,
-- Need OR


cellSelectionInfo-v920



CellSelectionInfo-v920

OPTIONAL,
-- Cond RSRQ


nonCriticalExtension



SystemInformationBlockType1-v1130-IEs
OPTIONAL

}

SystemInformationBlockType1-v1130-IEs ::=
SEQUENCE {


tdd-Config-v1130



TDD-Config-v1130


OPTIONAL,
-- Cond TDD-OR


cellSelectionInfo-v1130


CellSelectionInfo-v1130

OPTIONAL,
-- Cond WB-RSRQ


nonCriticalExtension


SystemInformationBlockType1-v1250-IEs
OPTIONAL

}

SystemInformationBlockType1-v1250-IEs ::=
SEQUENCE {


cellAccessRelatedInfo-v1250




SEQUENCE {



category0Allowed-r12





ENUMERATED {true}

OPTIONAL
-- Need OP


},


cellSelectionInfo-v1250




CellSelectionInfo-v1250

OPTIONAL,
-- Cond RSRQ2


freqBandIndicatorPriority-r12


ENUMERATED {true}


OPTIONAL,
-- Cond mFBI


nonCriticalExtension


SystemInformationBlockType1-v1310-IEs
OPTIONAL




}

SystemInformationBlockType1-v1310-IEs ::=
SEQUENCE {


hyperSFN-r13







BIT STRING (SIZE (10))

OPTIONAL,
-- Need OR


eDRX-Allowed-r13






ENUMERATED {true}


OPTIONAL,
-- Need OR


cellSelectionInfoCE-r13




CellSelectionInfoCE-r13
OPTIONAL,
-- Need OP


bandwidthReducedAccessRelatedInfo-r13
SEQUENCE {



si-WindowLength-BR-r13




ENUMERATED {














ms20, ms40, ms60, ms80, ms120, 














ms160, ms200, spare},



si-RepetitionPattern-r13



ENUMERATED {everyRF, every2ndRF, every4thRF,
















every8thRF},



schedulingInfoList-BR-r13



SchedulingInfoList-BR-r13
OPTIONAL,
-- Cond SI-BR



fdd-DownlinkOrTddSubframeBitmapBR-r13
CHOICE {




subframePattern10-r13




BIT STRING (SIZE (10)),




subframePattern40-r13




BIT STRING (SIZE (40))



}
















OPTIONAL, 
-- Need OP



fdd-UplinkSubframeBitmapBR-r13


BIT STRING (SIZE (10)) 

OPTIONAL, 
-- Need OP



startSymbolBR-r13





INTEGER (1..4),



si-HoppingConfigCommon-r13



ENUMERATED {on,off},



si-ValidityTime-r13





ENUMERATED {true}
OPTIONAL,


-- Need OP



systemInfoValueTagList-r13



SystemInfoValueTagList-r13
OPTIONAL
-- Need OR


}















OPTIONAL,
-- Cond BW-reduced

nonCriticalExtension





SystemInformationBlockType1-v1320-IEs
OPTIONAL

}

SystemInformationBlockType1-v1320-IEs ::=
SEQUENCE {

freqHoppingParametersDL-r13



SEQUENCE {



mpdcch-pdsch-HoppingNB-r13



ENUMERATED {nb2, nb4}

OPTIONAL,
-- Need OR



interval-DLHoppingConfigCommonModeA-r13
CHOICE {




interval-FDD-r13




ENUMERATED {int1, int2, int4, int8},




interval-TDD-r13




ENUMERATED {int1, int5, int10, int20}



}
















OPTIONAL,
-- Need OR



interval-DLHoppingConfigCommonModeB-r13
CHOICE {




interval-FDD-r13




ENUMERATED {int2, int4, int8, int16},




interval-TDD-r13




ENUMERATED { int5, int10, int20, int40}



}
















OPTIONAL,
-- Need OR



mpdcch-pdsch-HoppingOffset-r13


INTEGER (1..maxAvailNarrowBands-r13)
OPTIONAL
-- Need OR


}















OPTIONAL,
-- Cond Hopping

nonCriticalExtension





SystemInformationBlockType1-v1350-IEs




OPTIONAL

}

SystemInformationBlockType1-v1350-IEs ::=
SEQUENCE {

cellSelectionInfoCE1-r13



CellSelectionInfoCE1-r13
OPTIONAL,
-- Need OP


nonCriticalExtension




SystemInformationBlockType1-v1360-IEs



OPTIONAL

}

SystemInformationBlockType1-v1360-IEs ::=
SEQUENCE {


cellSelectionInfoCE1-v1360



CellSelectionInfoCE1-v1360
OPTIONAL, 
-- Cond QrxlevminCE1


nonCriticalExtension





SystemInformationBlockType1-v1430-IEs

OPTIONAL

}

SystemInformationBlockType1-v1430-IEs ::=
SEQUENCE {


eCallOverIMS-Support-r14



ENUMERATED {true}


OPTIONAL,
-- Need OR


tdd-Config-v1430





TDD-Config-v1430


OPTIONAL,
-- Cond TDD-OR


cellAccessRelatedInfoList-r14


SEQUENCE (SIZE (1..maxPLMN-1-r14)) OF 












CellAccessRelatedInfo-r14
OPTIONAL,
-- Need OR


nonCriticalExtension




SystemInformationBlockType1-v15xy-IEs




OPTIONAL
}
SystemInformationBlockType1-v15xy-IEs ::=
SEQUENCE {


cellAccessRelatedInfo-v15xy




SEQUENCE {



cellBarred-5GC-r15






ENUMERATED {barred, notBarred},



plmn-IdentityList-5GC-r15




PLMN-IdentityList-5GC-r15


}



OPTIONAL,
-- NEED OP


nonCriticalExtension




SEQUENCE {}




OPTIONAL

}

PLMN-IdentityList ::=




SEQUENCE (SIZE (1..maxPLMN-r11)) OF PLMN-IdentityInfo

PLMN-IdentityInfo ::=




SEQUENCE {


plmn-Identity






PLMN-Identity,


cellReservedForOperatorUse



ENUMERATED {reserved, notReserved}

}
PLMN-IdentityInfo-5GC-r15 ::=



SEQUENCE {


plmn-Identity-r15





PLMN-Identity,


cn-Type








ENUMERATED {type5G}
-- FFS whether explicit indication is needed
}
SchedulingInfoList ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInfo

SchedulingInfo ::=
SEQUENCE {


si-Periodicity





ENUMERATED {












rf8, rf16, rf32, rf64, rf128, rf256, rf512},


sib-MappingInfo





SIB-MappingInfo

}

SchedulingInfoList-BR-r13 ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInfo-BR-r13

SchedulingInfo-BR-r13 ::=
SEQUENCE {


si-Narrowband-r13



INTEGER (1..maxAvailNarrowBands-r13),


si-TBS-r13





ENUMERATED {b152, b208, b256, b328, b408, b504, b600, b712,













b808, b936}

}

SIB-MappingInfo ::= SEQUENCE (SIZE (0..maxSIB-1)) OF SIB-Type

SIB-Type ::=





ENUMERATED {











sibType3, sibType4, sibType5, sibType6,











sibType7, sibType8, sibType9, sibType10,











sibType11, sibType12-v920, sibType13-v920,











sibType14-v1130, sibType15-v1130,











sibType16-v1130, sibType17-v1250, sibType18-v1250,











..., sibType19-v1250, sibType20-v1310, sibType21-v1430}

SystemInfoValueTagList-r13 ::=

SEQUENCE (SIZE (1..maxSI-Message)) OF SystemInfoValueTagSI-r13

SystemInfoValueTagSI-r13 ::=

INTEGER (0..3)

CellSelectionInfo-v920 ::=


SEQUENCE {


q-QualMin-r9





Q-QualMin-r9,


q-QualMinOffset-r9




INTEGER (1..8)





OPTIONAL
-- Need OP

}

CellSelectionInfo-v1130 ::=


SEQUENCE {


q-QualMinWB-r11





Q-QualMin-r9

}

CellSelectionInfo-v1250 ::=


SEQUENCE {


q-QualMinRSRQ-OnAllSymbols-r12





Q-QualMin-r9

}

CellAccessRelatedInfo-r14 ::=
SEQUENCE {


plmn-IdentityList-r14



PLMN-IdentityList,


trackingAreaCode-r14



TrackingAreaCode,


cellIdentity-r14




CellIdentity

}

-- ASN1STOP

	SystemInformationBlockType1 field descriptions

	bandwithReducedAccessRelatedInfo

Access related information for BL UEs and UEs in CE. NOTE 3.

	category0Allowed

The presence of this field indicates category 0 UEs are allowed to access the cell.

	cellAccessRelatedInfoList

This field contains a list allowing signalling of access related information per PLMN. One PLMN can be included in only one entry of this list. NOTE 4.

	cellBarred

barred means the cell is barred, as defined in TS 36.304 [4].

	cellIdentity

Indicates the cell identity. NOTE 2.

	cellReservedForOperatorUse

As defined in TS 36.304 [4].

	cellSelectionInfoCE

Cell selection information for BL UEs and UEs in CE. NOTE 3.

	cellSelectionInfoCE1

Cell selection information for BL UEs and UEs in CE supporting CE Mode B. E-UTRAN includes this IE only if cellSelectionInfoCE is present in SystemInformationBlockType1-BR. NOTE 3.

	csg-Identity

Identity of the Closed Subscriber Group the cell belongs to.

	csg-Indication

If set to TRUE the UE is only allowed to access the cell if it is a CSG member cell, if selected during manual CSG selection or to obtain limited service, see TS 36.304 [4].

	eCallOverIMS-Support

Indicates whether the cell supports eCall over IMS services for UEs as defined in TS 23.401 [41]. If absent, eCall over IMS is not supported by the network in the cell. NOTE 2.

	eDRX-Allowed

The presence of this field indicates if idle mode extended DRX is allowed in the cell. The UE shall stop using extended DRX in idle mode if eDRX-Allowed is not present.

	fdd-DownlinkOrTddSubframeBitmapBR

The set of valid subframes for FDD downlink or TDD transmissions, see TS 36.213 [23].

If this field is not present, the set of valid subframes is the set of non-MBSFN subframes as indicated by mbsfn-SubframeConfigList. If neither this field nor mbsfn-SubframeConfigList is present, all subframes are considered as valid subframes for FDD downlink transmission, all DL subframes according to the uplink-downlink configuration (see TS 36.211 [21]) are considered as valid subframes for TDD DL transmission, and all UL subframes according to the uplink-downlink configuration (see TS 36.211 [21]) are considered as valid subframes for TDD UL transmission.

The first/leftmost bit corresponds to the subframe #0 of the radio frame satisfying SFN mod x = 0, where x is the size of the bit string divided by 10. Value 0 in the bitmap indicates that the corresponding subframe is invalid for transmission. Value 1 in the bitmap indicates that the corresponding subframe is valid for transmission.

	fdd-UplinkSubframeBitmapBR

The set of valid subframes for FDD uplink transmissions for BL UEs, see TS 36.213 [23].

If the field is not present, then UE considers all uplink subframes as valid subframes for FDD uplink transmissions.

The first/leftmost bit corresponds to the subframe #0 of the radio frame satisfying SFN mod x = 0, where x is the size of the bit string divided by 10. Value 0 in the bitmap indicates that the corresponding subframe is invalid for transmission. Value 1 in the bitmap indicates that the corresponding subframe is valid for transmission.

	freqBandIndicatorPriority

If the field is present and supported by the UE, the UE shall prioritize the frequency bands in the multiBandInfoList field in decreasing priority order. Only if the UE does not support any of the frequency band in multiBandInfoList, the UE shall use the value in freqBandIndicator field. Otherwise, the UE applies frequency band according to the rules defined in multiBandInfoList. NOTE 2.

	freqBandInfo

A list of additionalPmax and additionalSpectrumEmission values, as defined in TS 36.101 [42, table 6.2.4-1] for UEs neither in CE nor BL UEs and TS 36.101 [42, table 6.2.4E-1] for UEs in CE or BL UEs,  for the frequency band in freqBandIndicator. If E-UTRAN includes freqBandInfo-v10l0 it includes the same number of entries, and listed in the same order, as in freqBandInfo-r10.

	freqHoppingParametersDL

Downlink frequency hopping parameters for BR versions of SI messages, MPDCCH/PDSCH of paging, MPDCCH/PDSCH of RAR/Msg4 and unicast MPDCCH/PDSCH. If not present, the UE is not configured downlink frequency hopping.

	hyperSFN

Indicates hyper SFN which increments by one when the SFN wraps around.

	ims-EmergencySupport

Indicates whether the cell supports IMS emergency bearer services for UEs in limited service mode. If absent, IMS emergency call is not supported by the network in the cell for UEs in limited service mode. NOTE 2.

	intraFreqReselection

Used to control cell reselection to intra-frequency cells when the highest ranked cell is barred, or treated as barred by the UE, as specified in TS 36.304 [4]. NOTE 2.

	multiBandInfoList

A list of additional frequency band indicators, as defined in TS 36.101 [42, table 5.5-1] that the cell belongs to. If the UE supports the frequency band in the freqBandIndicator field it shall apply that frequency band. Otherwise, the UE shall apply the first listed band which it supports in the multiBandInfoList field. If E-UTRAN includes multiBandInfoList-v9e0 it includes the same number of entries, and listed in the same order, as in multiBandInfoList (i.e. without suffix). See Annex D for more descriptions. The UE shall ignore the rule defined in this field description if freqBandIndicatorPriority is present and supported by the UE.

	multiBandInfoList-v10j0

A list of additionalPmax and additionalSpectrumEmission values, as defined in TS 36.101 [42, table 6.2.4-1] for UEs neither in CE nor BL UEs and TS 36.101 [42, table 6.2.4E-1] for UEs in CE or BL UEs, for the frequency bands in multiBandInfoList (i.e. without suffix) and multiBandInfoList-v9e0. If E-UTRAN includes multiBandInfoList-v10j0, it includes the same number of entries, and listed in the same order, as in multiBandInfoList (i.e. without suffix). If E-UTRAN includes multiBandInfoList-v10l0 it includes the same number of entries, and listed in the same order, as in multiBandInfoList-v10j0.

	plmn-IdentityList

List of PLMN identities. The first listed PLMN-Identity is the primary PLMN. NOTE 2.

	p-Max

Value applicable for the cell. If absent the UE applies the maximum power according to the UE capability. NOTE 2.

	q-QualMin

Parameter “Qqualmin” in TS 36.304 [4]. If cellSelectionInfo-v920 is not present, the UE applies the (default) value of negative infinity for Qqualmin. NOTE 1.

	q-QualMinRSRQ-OnAllSymbols
If this field is present and supported by the UE, the UE shall, when performing RSRQ measurements, perform RSRQ measurement on all OFDM symbols in accordance with TS 36.214 [48]. NOTE 1.

	q-QualMinOffset

Parameter “Qqualminoffset” in TS 36.304 [4]. Actual value Qqualminoffset = field value [dB]. If cellSelectionInfo-v920 is not present or the field is not present, the UE applies the (default) value of 0 dB for Qqualminoffset. Affects the minimum required quality level in the cell.

	q-QualMinWB

If this field is present and supported by the UE, the UE shall, when performing RSRQ measurements, use a wider bandwidth in accordance with TS 36.133 [16]. NOTE 1.

	q-RxLevMinOffset

Parameter Qrxlevminoffset in TS 36.304 [4]. Actual value Qrxlevminoffset = field value * 2 [dB]. If absent, the UE applies the (default) value of 0 dB for Qrxlevminoffset. Affects the minimum required Rx level in the cell.

	sib-MappingInfo

List of the SIBs mapped to this SystemInformation message. There is no mapping information of SIB2; it is always present in the first SystemInformation message listed in the schedulingInfoList list.

	si-HoppingConfigCommon

Frequency hopping activation/deactivation for BR versions of SI messages and MPDCCH/PDSCH of paging.

	si-Narrowband

This field indicates the index of a narrowband used to broadcast the SI message towards BL UEs and UEs in CE, see TS 36.211 [21, 6.4.1] and TS 36.213 [23, 7.1.6]. Field values (1..maxAvailNarrowBands-r13) correspond to narrowband indices (0..[maxAvailNarrowBands-r13-1]) as specified in TS 36.211 [21].

	si-RepetitionPattern

Indicates the radio frames within the SI window used for SI message transmission. Value everyRF corresponds to every radio frame, value every2ndRF corresponds to every 2 radio frames, and so on. The first transmission of the SI message is transmitted from the first radio frame of the SI window.

	si-Periodicity

Periodicity of the SI-message in radio frames, such that rf8 denotes 8 radio frames, rf16 denotes 16 radio frames, and so on.

	si-TBS

This field indicates the transport block size information used to broadcast the SI message towards BL UEs and UEs in CE, see TS 36.213 [23, Table 7.1.7.2.1-1] for a 6 PRB bandwidth and a QPSK modulation.

	schedulingInfoList-BR

Indicates additional scheduling information of SI messages for BL UEs and UEs in CE. It includes the same number of entries, and listed in the same order, as in schedulingInfoList (without suffix).

	si-ValidityTime

Indicates system information validity timer. If set to TRUE, the timer is set to 3h, otherwise the timer is set to 24h.

	si-WindowLength, si-WindowLength-BR

Common SI scheduling window for all SIs. Unit in milliseconds, where ms1 denotes 1 millisecond, ms2 denotes 2 milliseconds and so on. In case si-WindowLength-BR-r13 is present and the UE is a BL UE or a UE in CE, the UE shall use si-WindowLength-BR-r13 and ignore the original field si-WindowLength (without suffix). UEs other than BL UEs or UEs in CE shall ignore the extension field si-WindowLength-BR-r13.

	startSymbolBR

For BL UEs and UEs in CE, indicates the OFDM starting symbol for any MPDCCH, PDSCH scheduled on the same cell except the PDSCH carrying SystemInformationBlockType1-BR, see TS 36.213 [23]. Values 1, 2, and 3 are applicable for dl-Bandwidth greater than 10 resource blocks. Values 2, 3, and 4 are applicable otherwise.

	systemInfoValueTagList

Indicates SI message specific value tags for BL UEs and UEs in CE. It includes the same number of entries, and listed in the same order, as in schedulingInfoList (without suffix).

	systemInfoValueTagSI

SI message specific value tag as specified in subclause 5.2.1.3. Common for all SIBs within the SI message other than MIB, SIB1, SIB10, SIB11, SIB12 and SIB14.

	systemInfoValueTag

Common for all SIBs other than MIB, MIB-MBMS, SIB1, SIB1-MBMS, SIB10, SIB11, SIB12 and SIB14. Change of MIB, MIB-MBMS, SIB1 and SIB1-MBMS is detected by acquisition of the corresponding message.

	tdd-Config

Specifies the TDD specific physical channel configurations. NOTE 2.

	trackingAreaCode

A trackingAreaCode that is common for all the PLMNs listed. NOTE2. NOTE 5.


NOTE 1:
The value the UE applies for parameter “Qqualmin” in TS 36.304 [4] depends on the q-QualMin fields signalled by E-UTRAN and supported by the UE. In case multiple candidate options are available, the UE shall select the highest priority candidate option according to the priority order indicated by the following table (top row is highest priority).

	q-QualMinRSRQ-OnAllSymbols
	q-QualMinWB
	Value of parameter “Qqualmin” in TS 36.304 [4]

	Included
	Included
	q-QualMinRSRQ-OnAllSymbols – (q-QualMin – q-QualMinWB)

	Included
	Not included
	q-QualMinRSRQ-OnAllSymbols

	Not included
	Included
	q-QualMinWB

	Not included
	Not included
	q-QualMin


NOTE 2:
E-UTRAN sets this field to the same value for all instances of SIB1 message that are broadcasted within the same cell.

NOTE 3:
E-UTRAN configures this field only in the BR version of SIB1 message.

NOTE 4:
E-UTRAN configures at most 6 PLMNs in total (i.e. across all the PLMN lists in SIB1).

NOTE 5:
E-UTRAN configures only one value for this parameter per PLMN.

	Conditional presence
	Explanation

	BW-reduced
	The field is optional present, Need OR, if schedulingInfoSIB1-BR in MIB is set to a value greater than 0. Otherwise the field is not present.

	FBI-max
	The field is mandatory present if freqBandIndicator (i.e. without suffix) is set to maxFBI. Otherwise the field is not present.

	mFBI
	The field is optional present, Need OR, if multiBandInfoList is present. Otherwise the field is not present.

	mFBI-max
	The field is mandatory present if one or more entries in multiBandInfoList (i.e. without suffix, introduced in -v8h0) is set to maxFBI. Otherwise the field is not present.

	RSRQ
	The field is mandatory present if SIB3 is being broadcast and threshServingLowQ is present in SIB3; otherwise optionally present, Need OP.

	RSRQ2
	The field is mandatory present if q-QualMinRSRQ-OnAllSymbols is present in SIB3; otherwise it is not present and the UE shall delete any existing value for this field.

	Hopping
	The field is mandatory present if si-HoppingConfigCommon field is broadcasted and set to on. Otherwise the field is optionally present, need OP.

	QrxlevminCE1
	The field is optionally present, Need OR, if q-RxLevMinCE1-r13 is set below -140 dBm. Otherwise the field is not present.

	TDD
	This field is mandatory present for TDD; it is not present for FDD and the UE shall delete any existing value for this field.

	TDD-OR
	The field is optional present for TDD, need OR; it is not present for FDD.

	WB-RSRQ
	The field is optionally present, need OP if the measurement bandwidth indicated by allowedMeasBandwidth in systemInformationBlockType3 is 50 resource blocks or larger; otherwise it is not present.

	SI-BR
	The field is mandatory present if schedulingInfoSIB1-BR is included in MIB with a value greater than 0. Otherwise the field is not present.


<Partially omitted>
A.6
Protection of RRC messages (informative)

The following list provides information which messages can be sent (unprotected) prior to security activation and which messages can be sent unprotected after security activation. Those messages indicated “-“ in “P” column should never be sent unprotected by eNB or UE. Further requirements are defined in the procedural text.

P…Messages that can be sent (unprotected) prior to security activation

A - I…Messages that can be sent without integrity protection after security activation

A - C…Messages that can be sent unciphered after security activation

NA… Message can never be sent after security activation

	Message
	P
	A-I
	A-C
	Comment

	CSFBParametersRequestCDMA2000
	+
	-
	-
	

	CSFBParametersResponseCDMA2000
	+
	-
	-
	

	CounterCheck
	-
	- 
	- 
	

	CounterCheckResponse
	-
	- 
	- 
	

	DelayBudgetReport
	-
	-
	-
	

	DLInformationTransfer
	+
	-
	-
	

	HandoverFromEUTRAPreparationRequest (CDMA2000)
	-
	- 
	- 
	

	InDeviceCoexIndication
	-
	- 
	- 
	

	InterFreqRSTDMeasurementIndication
	-
	-
	-
	

	LoggedMeasurementsConfiguration
	-
	-
	-
	

	MasterInformationBlock
	+
	+
	+
	

	MBMSCountingRequest
	+
	+
	+
	

	MBMSCountingResponse
	-
	-
	-
	

	MBMSInterestIndication
	+
	-
	-
	

	MBSFNAreaConfiguration
	+
	+
	+
	

	MeasurementReport
	-
	-
	-
	Measurement configuration may be sent prior to security activation. But: In order to protect privacy of UEs, MEASUREMENT REPORT is only sent from the UE after successful security activation.

	MobilityFromEUTRACommand
	-
	- 
	-
	

	Paging
	+
	+
	+
	

	ProximityIndication
	-
	-
	-
	

	RNReconfiguration
	-
	-
	-
	

	RNReconfigurationComplete
	-
	-
	-
	

	RRCConnectionReconfiguration
	+
	-
	-
	The message shall not be sent unprotected before security activation if it is used to perform handover or to establish SRB2 and DRBs

	RRCConnectionReconfigurationComplete
	+
	-
	-
	Unprotected, if sent as response to RRCConnectionReconfiguration which was sent before security activation

	RRCConnectionReestablishment
	-
	+
	+
	This message is not protected by PDCP operation.

	RRCConnectionReestablishmentComplete
	-
	-
	-
	

	RRCConnectionReestablishmentReject
	-
	+
	+
	One reason to send this may be that the security context has been lost, therefore sent as unprotected. 

	RRCConnectionReestablishmentRequest
	-
	-
	+
	This message is not protected by PDCP operation. However, a short MAC-I is included.

	RRCConnectionReject
	+
	NA
	NA
	

	RRCConnectionRelease
	+
	-
	-
	Justification for P: If the RRC connection only for signalling not requiring DRBs or ciphered messages, or the signalling connection has to be released prematurely, this message is sent as unprotected.
If redirectedCarrierInfo is set geran, the message is only sent after successful security activation when UE connects to 5G-CN.

	RRCConnectionRequest
	+
	NA
	NA
	

	RRCConnectionResume
	-
	-
	+
	When this message is transmitted, security is activated but suspended. Integrity verification is done after the message received by RRC.

	RRCConnectionResumeRequest
	-
	-
	+
	This message is not protected by PDCP operation. However, a short MAC-I is included.

	RRCConnectionResumeComplete
	-
	-
	-
	

	RRCConnectionSetup
	+
	NA
	NA
	

	RRCConnectionSetupComplete
	+
	NA
	NA
	

	SCGFailureInformation
	-
	-
	-
	

	SCPTMConfiguration
	+
	+
	+
	

	SecurityModeCommand
	+
	NA
	NA
	Integrity protection applied, but no ciphering (integrity verification done after the message received by RRC)

	SecurityModeComplete
	-
	NA
	NA
	Integrity protection applied, but no ciphering. Ciphering is applied after completing the procedure.

	SecurityModeFailure
	+
	NA
	NA
	Neither integrity protection nor ciphering applied.

	SidelinkUEInformation
	+
	-
	-
	

	SystemInformation
	+
	+
	+
	

	SystemInformationBlockType1
	+
	+
	+
	

	UEAssistanceInformation
	-
	-
	-
	

	UECapabilityEnquiry
	+
	-
	-
	

	UECapabilityInformation
	+
	-
	-
	

	UEInformationRequest
	-
	-
	-
	

	UEInformationResponse
	-
	-
	-
	In order to protect privacy of UEs, UEInformationResponse is only sent from the UE after successful security activation

	ULHandoverPreparationTransfer (CDMA2000)
	-
	-
	-
	This message should follow HandoverFromEUTRAPreparationRequest

	ULInformationTransfer
	+
	-
	-
	

	WLANConnectionStatusReport
	-
	-
	-
	


