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	Reason for change:
	FGI20 has a limitation that the UE can support at most up to 3 RLC UM DRBs and up to 5 RLC AM DRBs. Due to this limitation it is not possible to support for example 2 RLC UM DRBs and 6 RLC AM DRBs. This limtiation is avoided by introducing a new capability bit indicating that the UE can support any combinations of RLC UM and RLC AM DRBs as long as the total number of DRBs is 8.

	
	

	Summary of change:
	A new capability named flexibleUM-AM-Combinations is added and indicates whether the UE supports any combination of RLC UM and RLC AM DRBs as long as the total number of DRBs is at most 8, regardless of what FGI20 indicates.

	
	

	Consequences if not approved:
	The UE can at most support up to 3 RLC UM DRBs and up to 5 RLC AM DRBs, or only support up to 8 RLC AM DRBs.
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NEXT CHANGE

4.3.2
RLC parameters

4.3.2.1
Void

4.3.2.2
extended-RLC-LI-Field-r12
This field defines whether the UE supports 15 bit RLC Length Indicator (LI) as specified in TS 36.322 [3].

4.3.2.3
extendedRLC-SN-SO-Field-r13
This field defines whether the UE supports 16 bit length of RLC sequence number and 16 bit length of RLC Segment Offset (SO) as specified in TS 36.322 [3]. It is mandatory for UEs supporting 16 bit length of MAC L field.

4.3.2.4
extendedPollByte-r14
This field defines whether the UE supports extended pollByte values as defined by pollByte-r14 in TS 36.331 [5].

4.3.2.X
flexibleUM-AM-Combinations-r14
This field defines whether the UE supports any combination of RLC UM and RLC AM DRBs as long as the total number of DRBs is at most 8, regardless of what FGI20 indicates.
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