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	Reason for change:
	Introduction of Further NB-IoT enhancements. 

	
	

	Summary of change:
	This running CR captures the agreements on Release-15 Further NB-IoT enhancements. It will be maintained and updated as the WI progresses. 
Agreements/assumptions:

RAN2#99bis:

Relaxed Monitoring for cell reselection:
· Working assumption (change only if blocking problems are found): The UE dynamically determines whether to apply relaxed monitoring by change in serving cell RSRP

· The functionality of Sintrasearch and Sinterseach is assumed as today, and “relaxed monitoring” is applicable when the UE is below Sintrasearch or Sintersearch thresholds respectively, if configured. 

· UEs that apply “relaxed monitoring” need to perform neighbour cell measurements on a slow time scale, regardless if the UE considers itself to be stationary. An intention is that this shall not make it worse for any case w.r.t. power consumption. 

· UE either applies for neighbour cell measurements “normal mobility requirements” or “relaxed monitoring requirements”.
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5.2.4.2a
Measurement rules for cell re-selection for NB-IoT

When evaluating Srxlev and Squal of non-serving cells for reselection purposes, the UE shall use parameters provided by the serving cell.

Following rules are used by the UE to limit needed measurements:

-
If the serving cell fulfils Srxlev > SIntraSearchP, the UE may choose not to perform intra-frequency measurements.

-
Otherwise, the UE shall perform intra-frequency measurements.

-
The UE shall apply the following rules for NB-IoT inter-frequencies which are indicated in system information:

-
If the serving cell fulfils Srxlev > SnonIntraSearchP, the UE may choose not to perform inter-frequency measurements.
-
Otherwise, the UE shall perform inter-frequency measurements.

Editor’s Note: It is FFS whether and how the following agreements and assumptions are captured:
· Working assumption (change only if blocking problems are found): The UE dynamically determines whether to apply relaxed monitoring by change in serving cell RSRP

· The functionality of Sintrasearch and Sinterseach is assumed as today, and “relaxed monitoring” is applicable when the UE is below Sintrasearch or Sintersearch thresholds respectively, if configured. 

· UEs that apply “relaxed monitoring” need to perform neighbour cell measurements on a slow time scale, regardless if the UE considers itself to be stationary. An intention is that this shall not make it worse for any case w.r.t. power consumption. 

· UE either applies for neighbour cell measurements “normal mobility requirements” or “relaxed monitoring requirements”.
