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1. Overall Description:

RAN4 has thoroughly discussed the applicability for the dense PRS gap patterns and has reached the agreements as follows.
· Upon receiving RSTD measurement configuration, UE requests the proper RSTD gap pattern from the network.

· The applicability of dense PRS gap patterns are defined as in the following table,
	Gap Pattern Id
	Measurement Gap Length

(MGL, ms)
	Measurement Gap Repetition Period

(MGRP, ms)
	Applicability

	rstd0
	10
	80
	NOTE 1, 2

	rstd1
	10
	160
	

	rstd2
	10
	320
	

	rstd3
	10
	640
	

	rstd4
	10
	1280
	

	rstd5
	14
	160
	NOTE 1, 2

	rstd6
	14
	320
	

	rstd7
	14
	640
	

	rstd8
	14
	1280
	

	rstd9
	24
	320
	NOTE 1, 2

	rstd10
	24
	640
	

	rstd11
	24
	1280
	

	rstd12
	32
	320
	NOTE 1, 2

	rstd13
	32
	640
	

	rstd14
	32
	1280
	

	rstd15
	54
	640
	NOTE 2

	rstd16
	54
	1280
	

	rstd17
	64
	640
	NOTE 2

	rstd18
	64
	1280
	

	rstd19
	80
	640
	NOTE 3

	rstd20
	80
	1280
	

	NOTE 1:  For FDD, (MGL-2) shall not be larger than the required minimum number of available measurement subframes specified in Section 9 in the corresponding RSTD measurement accuracy requirements.

NOTE 2: For TDD, the number of DL subframes within the available measurement time of the measurement gap shall not be larger than the required minimum number of available measurement subframes specified in Section 9 in the corresponding RSTD measurement accuracy requirements.

NOTE 3: At least one cell in the OTDOA assistance data is configured with multiple PRS configurations


· If the UE is configured with any of the measurement gap patterns specified in the above table, using of any other measurement gap pattern configured to the UE shall be suspended during the RSTD measurement period and shall continue after the RSTD measurement period.

2. Actions:

To RAN2:
ACTION: 
RAN4 asks RAN2 to kindly take the abovementioned conclusions into consideration.
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