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	Reason for change:
	The procedure in 5.2.2.3.1 is not consistent with the procedures that call it when the UE is in RRC_CONNECTED. One case where only the MIB shall be acquired and one case where only the SIB1 shall be acquired are explicitly specified. In the other cases, the UE shall then acquire both the MIB and the SIB1. There are however further cases where the UE in RRC_CONNECTED only acquires the MIB or the SIB1, which are missing.

	
	

	Summary of change:
	It is specified in 5.2.2.3.1 that a UE shall only acquire the MIB from the target SpCell when it synchronises to the DL of the target SpCell at reconfiguration with sync.

It is specified in 5.2.2.3.1 that a UE shall only acquire the SIB1 of the target PCell after successful completion of the random access procedure at reconfiguration with sync.

The procedure in 5.2.2.3.1 is divided into a part for a UE in RRC_CONNECTED and another part for a UE in RRC_IDLE or RRC_INACTIVE, for improved readability.

Impact Analysis

Impacted functionality:
NR System Information.

Inter-operability:
1. If the network is implemented according to the CR and the UE is not, no interoperability issues are foreseen.
2. If the UE is implemented according to the CR and the network is not, no interoperability issues are foreseen.

	
	

	Consequences if not approved:
	The procedure descriptions are not consistent, leading to that it is not clear what the corresponding UE requirements are.
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[bookmark: _Toc525763107]5.2.2.3.1	Acquisition of MIB and SIB1
The UE shall:
1>	apply the specified BCCH configuration defined in 9.1.1.1;
1>	if the UE is in RRC_CONNECTED: 
2> ifand the cell is a PSCell; or:
2> if the UE is synchronising to the DL of a target SpCell during a reconfiguration with sync:
32>	acquire the MIB, which is scheduled as specified in TS 38.213 [13];
32>	perform the actions specified in section 5.2.2.4.1;
21>	else:
 3> if the UE is in RRC_CONNECTED with has an active BWP with common search space configured and has received an indication about change of system information:; or
3> if the UE has successfully completed the random access procedure towards the target PCell during a reconfiguration with sync:
42>	acquire the SIB1, which is scheduled as specified in TS 38.213 [13];
NOTE:	The UE is only required to acquire broadcasted SIB1 if the UE can acquire it without disrupting unicast data reception, i.e. the broadcast and unicast beams are quasi co-located.
42>	if the UE is unable to acquire the SIB1:
53>	perform the actions as specified in clause 5.2.2.5;
42>	else:
53>	perform the actions specified in section 5.2.2.4.2.
1>	else (UE is in RRC_IDLE or in RRC_INACTIVE):
2>	acquire the MIB, which is scheduled as specified in TS 38.213 [13];
2>	if the UE is unable to acquire the MIB;
3>	perform the actions as specified in clause 5.2.2.5;
2>	else:
3>	perform the actions specified in section 5.2.2.4.1.
2>	acquire the SIB1, which is scheduled as specified in TS 38.213 [13];
2>	if the UE is unable to acquire the SIB1:
3>	perform the actions as specified in clause 5.2.2.5;
2>	else:
[bookmark: _GoBack]3>	perform the actions specified in section 5.2.2.4.2.
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