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	Reason for change:
	The action PDCCH monitoring is not very well captured. The UE should monitor PDCCH according to the configuration from RRC, but this is not well described in MAC nor in L1 specification. 
Additionally, there are some exceptions to this procedure for UEs not supporting full duplex operation which are not covered in the specification. When the UE not caple of full-duplex is configured with flexible TDD operation the rules for priortizing between uplink grants, PUCCH transmissions, SRS transmissions, PDCCH occasions and PRACH transmission are not clear.

	
	

	Summary of change:
	The general procedure for PDCCH monitoring is corrected. Further mode the excpetions for UEs not supporting full duplex operation are described.
The UE not caple of full-duplex skips the PDCCH monitoring occasion if the PDCCH monitoring occasion overlaps with PUSCH transmission, PUCCH transmission, SRS transmission or PRACH transmission.


	
	

	Consequences if not approved:
	The UE behaviour for PDCCH monitoring is ambiguous and the behaviour in case a PDCCH monitoring occasion overlaps with a PUSCH transmission, a PUCCH transmission, or SRS transmission is not clear.

Impact analysis:
Impacted functionality:
PDCCH monitoring

Interoperability analysis:
If the network implements the CR and the UE does not the network may schedule the UE such that PDCCH monitoring occasions, PUCCH, PUSCH, SRS and PRACH transmissions overlap.
If the UE implements the CR and the network does not the UE may skip certain PDCCH monitoring occasions which the network expects the UE to read.
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5.X	Monitoring of PDCCH
The MAC entity shall monitor the PDCCH occasions according to configuration from upper layers, taking into account any DRX configuration as specified in section 5.7 and any possible occurrence of measurement gaps as specified in 5.14.
For a UE not capable full-duplex operation, the MAC entity shall:
1>	if the MAC entity receives an uplink grant to indicate an uplink transmission on a serving cell and if a PDCCH occasion on the same serving cell overlaps with this uplink transmission in time; or
1>	if the MAC entity has an uplink transmission using a configured grant on a serving cell and if a PDCCH occasion on the same serving cell overlaps with this uplink transmission in time; or
1>	if a PUCCH transmission and a PDCCH occasion on the same serving cell overlap in time; or
1>	if an SRS transmission and a PDCCH occasion on the same serving cell overlap in time; or
1>	if a PRACH transmission and a PDCCH occasion on the same serving cell overlap in time:
2>	skip the PDCCH occasion.
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