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	Reason for change:
	SI Window Monitoring is not specified for On Demand SI message acquisition
At RAN2#103Bis following agreements made:

Agreements

1
UE starts to receive after receiving acknowledgment for SI request in the current modification period

2
UE continues to receive until the end of the modification period or until the SI is received.


	
	

	Summary of change:
	After receiving the acknowledgment for SI request in modification period N, UE immediately monitors the SI window of the requested SI message in the modification period N and if cannot acquire the SI from monitored window continues to acquire until the end of modificiation period N or until the SI is acquired.

Impact analysis

Impacted functionality:

On Demand SI Message Acquisition
Inter-operability:

1.  If the network is implemented according to the CR and the UE is not, there   are no inter-operability problems. UE may monitor SI window occasions where SI message is not transmitted by network.

2. If the UE is implemented according to the CR and the network is not, there are no inter-operability problems. UE may monitor SI window occasions where SI message is not transmitted by network
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<Start of modification 1>
5.2.2.3.2
Acquisition of an SI message

When acquiring an SI message, the UE shall:
1>
determine the start of the SI-window for the concerned SI message as follows:

2>
for the concerned SI message, determine the number n which corresponds to the order of entry in the list of SI messages configured by schedulingInfoList in si-SchedulingInfo in SIB1;

2>
determine the integer value x = (n – 1) * w, where w is the si-WindowLength;

2>
the SI-window starts at the slot #a, where a = x mod N, in the radio frame for which SFN mod T = FLOOR(x/N), where T is the si-Periodicity of the concerned SI message and N is the number of slots in a radio frame as specified in TS 38.213 [13];


1>
receive the PDCCH containing the scheduling RNTI, i.e. SI-RNTI, from the start of the SI-window and continue until the end of the SI-window whose absolute length in time is given by si-WindowLength, or until the SI message was received;

1>
if the SI message was not received by the end of the SI-window, repeat reception at the next SI-window occasion for the concerned SI message in the current modification period;




NOTE:
The UE is only required to acquire broadcasted SI message if the UE can acquire it without disrupting unicast data reception, i.e. the broadcast and unicast beams are quasi co-located.


1>
perform the actions for the acquired SI message as specified in sub-clause 5.2.2.4.


<End of modification 1> 
