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	Reason for change:
	Issue 1: In subclause 5.3.3.7, field connectionEstablishmentFailureControl should be changed to connEstFailureControl in the ASN.1.
Issue 2: In subclause 6.3.2, the quotes in the information element of CSI-IM-Resource field description is wrong. All the quotes should be changed to “see 38.214, section 5.2.2.4”


	
	

	Summary of change:
	Issue 1: In subclause 5.3.3.7, field connectionEstablishmentFailureControl is changed to connEstFailureControl to align with ASN.1 defination.
Issue 2: In the information element of CSI-IM-Resource field description, all the quotes is changed to “see 38.214, section 5.2.2.4”.

Impact Analysis
Impacted functionality:
NR for standalone operation
Inter-operability

1. Issue 1: No Interoperability issue between network and UE
2. Issue 2: No Interoperability issue between network and UE
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START OF THE CHANGE

5.3.3.7
T300 expiry

The UE shall:

1>
if timer T300 expires:

2>
reset MAC, release the MAC configuration and re-establish RLC for all RBs that are established;

2>
if the T300 has expired a consecutive connEstFailCount times on the same cell for which connEstFailureControl is included in SIB1:

3>
for a period as indicated by connEstFailOffsetValidity:

4>
use connEstFailOffset for the parameter Qoffsettemp for the concerned cell when performing cell selection and reselection according to TS 38.304 [20] and TS 36.304 [27];

NOTE:
When performing cell selection, if no suitable or acceptable cell can be found, it is up to UE implementation whether to stop using connEstFailOffset for the parameter Qoffsettemp during connEstFailOffsetValidity for the concerned cell.

2>
inform upper layers about the failure to establish the RRC connection, upon which the procedure ends;

NEXT CHANGE

6.3.2
Radio resource control information elements
–
CSI-IM-Resource
The IE CSI-IM-Resource is used to configure one CSI Interference Management (IM) resource.

CSI-IM-Resource information element

-- ASN1START

-- TAG-CSI-IM-RESOURCE-START

CSI-IM-Resource ::=                 SEQUENCE {

    csi-IM-ResourceId                   CSI-IM-ResourceId,

    csi-IM-ResourceElementPattern           CHOICE {

        pattern0                                SEQUENCE {

            subcarrierLocation-p0                   ENUMERATED { s0, s2, s4, s6, s8, s10 },

            symbolLocation-p0                       INTEGER (0..12)

        },

        pattern1                                SEQUENCE {

            subcarrierLocation-p1                   ENUMERATED { s0, s4, s8 },

            symbolLocation-p1                       INTEGER (0..13)

        }

    }                                                                                                   OPTIONAL,   -- Need M

    freqBand                            CSI-FrequencyOccupation                                         OPTIONAL,   -- Need M

    periodicityAndOffset                CSI-ResourcePeriodicityAndOffset                                OPTIONAL,   -- Cond PeriodicOrSemiPersistent

    ...

}

-- TAG-CSI-IM-RESOURCE-STOP

-- ASN1STOP

	CSI-IM-Resource field descriptions

	csi-IM-ResourceElementPattern
The resource element pattern (Pattern0 (2,2) or Pattern1 (4,1)) with corresponding parameters.

Corresponds to L1 parameter 'CSI-IM-RE-pattern' (see 38.214, section 5.2.2.4)

	freqBand
Frequency-occupancy of CSI-IM. Corresponds to L1 parameter 'CSI-IM-FreqBand' (see 38.214, section 5.2.2.4)

	periodicityAndOffset
Periodicity and slot offset for periodic/semi-persistent CSI-IM. Corresponds to L1 parameter 'CSI-IM-timeConfig'

	subcarrierLocation-p0
OFDM subcarrier occupancy of the CSI-IM resource for Pattern0. Corresponds to L1 parameter 'CSI-IM-ResourceMapping' (see 38.214, section 5.2.2.4)

	subcarrierLocation-p1
OFDM subcarrier occupancy of the CSI-IM resource for Pattern1. Corresponds to L1 parameter 'CSI-IM-ResourceMapping' (see 38.214, section 5.2.2.4)

	symbolLocation-p0
OFDM symbol location of the CSI-IM resource for Pattern0. Corresponds to L1 parameter 'CSI-IM-ResourceMapping' (see 38.214, section 5.2.2.4)

	symbolLocation-p1
OFDM symbol location of the CSI-IM resource for Pattern1. Corresponds to L1 parameter 'CSI-IM-ResourceMapping' (see 38.214, section 5.2.2.4)


	Conditional Presence
	Explanation

	PeriodicOrSemiPersistent
	The field is mandatory present, Need M, for periodic and semi-persistent CSI-IM-Resources (as indicated in CSI-ResourceConfig). The field is absent otherwise.


END OF CHANGES
