Page 1



3GPP TSG-RAN WG2 Meeting #104
R2-1818275
Spokane, USA, 12th – 16th November 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.331
	CR
	3797
	rev
	
	Current version:
	14.8.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Corrections on UE assistance information for Inter node RRC information transfer

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R2

	
	

	Work item code:
	TEI14
	
	Date:
	2018-10-28

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	In Rel-11, UEAssistanceInformation is transferred to the target eNB as local E-UTRAN context, since only powerPrefIndication is included in the UEAssistanceInformation, so the corresponding field name is named ‘powerPrefIndication’ in the AS-Context, and there is no field descrption of powerPrefIndication in the AS-Context since it has been described in UEAssistanceInformation field descriptions as below:
powerPrefIndication

Value lowPowerConsumption indicates the UE prefers a configuration that is primarily optimised for power saving. Otherwise the value is set to normal.
However, the UEAssistanceInformation has been extended in Rel-14, i.e., the UEAssistanceInformation include not only powerPrefIndication-r11 but also bw-Preference-r14, sps-AssistanceInformation-r14, rlm-Report-r14, overheatingAssistance-r14. If the field name still use powerPrefIndication, there may be two understandings for Rel-14:
Understanding 1: 
Only powerPrefIndication is transferred to the target eNB.
Understanding 2: 

All elements in the UEAssistanceInformation need to be transferred to the  target eNB, i.e., powerPrefIndication-r11, bw-Preference-r14, sps-AssistanceInformation-r14, rlm-Report-r14 and overheatingAssistance-r14 need to be transferd to the targer eNB for Rel-14; 
We think understanding 2 is correct understanding and would prefer to make it more clear in the specificaiton, i.e. change the field name from powerPrefIndication-r11 to ueAssistanceInformation-r11.

	
	

	Summary of change:
	The field name powerPrefIndication is modified to ueAssistanceInformation in AS-Context. 
Impact Analysis

Impacted functionality:

Inter-node information transfer.

Inter-operability: 

This is related to AS-Context only, so there is no inter-operability issue.
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10.3
Inter-node RRC information element definitions

/partially omitted/
–
AS-Context
The IE AS-Context is used to transfer local E-UTRAN context required by the target eNB.

AS-Context information element

-- ASN1START

AS-Context ::=






SEQUENCE {


reestablishmentInfo





ReestablishmentInfo


OPTIONAL
-- Cond HO

}

AS-Context-v1130 ::=




SEQUENCE {


idc-Indication-r11





OCTET STRING (CONTAINING












InDeviceCoexIndication-r11)
OPTIONAL,
-- Cond HO2


mbmsInterestIndication-r11



OCTET STRING (CONTAINING












MBMSInterestIndication-r11)
OPTIONAL,
-- Cond HO2


ueAssistanceInformation-r11




OCTET STRING (CONTAINING












UEAssistanceInformation-r11)
OPTIONAL,
-- Cond HO2


...,


[[
sidelinkUEInformation-r12



OCTET STRING (CONTAINING













SidelinkUEInformation-r12)
OPTIONAL
-- Cond HO2


]]

}

AS-Context-v1320 ::=




SEQUENCE {


wlanConnectionStatusReport-r13


OCTET STRING (CONTAINING












WLANConnectionStatusReport-r13)
OPTIONAL
-- Cond HO2

}
-- ASN1STOP

	AS-Context field descriptions

	idc-Indication

Including information used for handling the IDC problems.

	reestablishmentInfo

Including information needed for the RRC connection re-establishment.


	Conditional presence
	Explanation

	HO
	The field is mandatory present in case of handover within E-UTRA; otherwise the field is not present.

	HO2
	The field is optional present in case of handover within E-UTRA; otherwise the field is not present.


