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1
Introduction
In the RAN2#104 meeting, CRs on “Correction to full configuration” (R2-1816047) [1], and CR on “Correction on SDAP reconfiguration handling” (R2-1815826) [2] have been agreed in principle. We propose to update R2-1815826 [2] based on R2-1816047 [1].
2
Discussion
According to CRs on “Correction to full configuration” (R2-1816047) [1], during the full configuration operation, DRBs and the associated SDAP entity are released but the associated PDU session is retained, and then new DRBs and an SDAP entity are established for the retained PDU session. In this case, the release of the user plane resources for the PDU session is NOT indicated to upper layers, i.e., the release of the user plane resources for the PDU session is indicated only if new DRBs and an SDAP entity are not established for the retained PDU session.
Therefore, if an SDAP entity is established by the result of full configuration, it is not necessary to indicate the establishment of the user plane resources for the PDU session to upper layers.
Proposal 1: If an SDAP entity is established by the result of full configuration, it is not necessary to indicate the establishment of the user plane resources for the PDU session to upper layers.
According to CR on “Correction on SDAP reconfiguration handling” (R2-1815826) [2], establishment of the user plane resources for the PDU session is indicated to upper layers each time SDAP entity is established regardless of the PDU session is retained or not. We provides a TP to correct the R2-1815826 [2]. We propose to agree the TP below (yellow marked part).
Proposal 2: Agree the TP provided in this document.
	Start of TP


5.3.5.6.5
DRB addition/modification

The UE shall:
1>
for each drb-Identity value included in the drb-ToAddModList that is not part of the current UE configuration (DRB establishment including the case when full configuration option is used):





2>
establish a PDCP entity and configure it in accordance with the received pdcp-Config;
2>
if the PDCP entity of this DRB is not configured with cipheringDisabled:

3>
configure the PDCP entity with the ciphering algorithms according to securityConfig and apply the KUPenc key associated with the master key (KeNB/KgNB) or the secondary key (S-KgNB) as indicated in keyToUse;

2>
if the PDCP entity of this DRB is configured with integrityProtection:

3>
configure the PDCP entity with the integrity algorithms according to securityConfig and apply the KUPint key associated with the master (KeNB/KgNB) or the secondary key (S-KgNB) as indicated in keyToUse;

2> if an sdap-Config is included:

3> if an SDAP entity with the received pdu-Session does not exist:

4> establish an SDAP entity as specified in TS 37.324 [xx] section 5.1.1;
4>
If an SDAP entity with the received pdu-Session did not exist prior to receiving this reconfiguration. (e.g., if the SDAP establishment is not as the result of full configuration option according to 5.3.5.11):
5> indicate the establishment of the user plane resources for the pdu-Session to upper layers;
3> configure the SDAP entity in accordance with the received sdap-Config  as specified in TS37.324 [xx] and associate the DRB with the SDAP entity;  
2>
if the UE is operating in EN-DC:

3>if the DRB was configured with the same eps-BearerIdentity either by NR or E-UTRA prior to receiving this reconfiguration:

4>
associate the established DRB with the corresponding eps-BearerIdentity;
3>
else:

4>
indicate the establishment of the DRB(s) and the eps-BearerIdentity of the established DRB(s) to upper layers;
	End of TP


3
Conclusion
We have the following proposals.
Proposal 1: If an SDAP entity is established by the result of full configuration, it is not necessary to indicate the establishment of the user plane resources for the PDU session to upper layers.
Proposal 2: Agree the TP provided in this document.
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