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	Reason for change:
	According to section 5.7, the UE shall continuously monitor PDCCH if DRX is not configured, but this does not take measurement gaps into account which prevents the UE from monitoring PDCCH continuously.


	
	

	Summary of change:
	A sentence in section 5.7 is modifed to add the condition of measurement gaps to PDCCH monitoring for when DRX is not configured as described in section 5.14
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If the UE implements the change but the NW does not, there may be misalignment in what instances the NW expects a UE not configured with DRX to monitor PDCCH.
If the NW implements the change but the UE does not, in cases for where measurement gaps are configured and no UE DRX configuration is present, the UE behaviour and requrement w.r.t PDCCH monitoring is unclear and may lead to unnecessary battery drain or measurement performance impact. 
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	UE PDCCH monitoring at the absensce of a DRX configuration is unclear in situations when measurement gaps are configured.
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[bookmark: _Toc500942635][bookmark: _Toc509405757][bookmark: _Hlk504049857][bookmark: _Hlk504055217][bookmark: _Toc524434363]START OF THE CHANGE
[bookmark: _Toc517229813]5.7	Discontinuous Reception (DRX)
The MAC entity may be configured by RRC with a DRX functionality that controls the UE's PDCCH monitoring activity for the MAC entity's C-RNTI, CS-RNTI, INT-RNTI, SFI-RNTI, SP-CSI-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI, and TPC-SRS-RNTI. When using DRX operation, the MAC entity shall also monitor PDCCH according to requirements found in other subclauses of this specification. When in RRC_CONNECTED, if DRX is configured, the MAC entity may monitor the PDCCH discontinuously using the DRX operation specified in this subclause; otherwise the MAC entity shall monitor the PDCCH continuously taking into account any possible occurrence of measurement gaps as specified in 5.14.
-- subclause parts omitted -- 
END OF THE CHANGE

UNMODIFIED SECTION BELOW INCLUDED FOR REFERENCE
[bookmark: _Toc517229822]5.14	Handling of measurement gaps
During a measurement gap, the MAC entity shall, on the Serving Cell(s) in the corresponding frequency range of the measurement gap configured by measGapConfig as specified in TS 38.331 [5]:
1>	not perform the transmission of HARQ feedback, SR, and CSI;
1>	not report SRS;
1>	not transmit on UL-SCH except for Msg3 as specified in subclause 5.4.2.2;
1>	if the ra-ResponseWindow or the ra-ContentionResolutionTimer is running:
2>	monitor the PDCCH as specified in subclauses 5.1.4 and 5.1.5.
1>	else:
2>	not monitor the PDCCH.
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