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1	Introduction

This document discusses RIL issues H812 and H842 which address the following FFS from NB-IoT ASN review at RAN2#109bis-e
· 6b: Discuss whether newUE-Identity-r16 should be moved from RRCConnectionSetup(-NB)/ RRCRonnectionResume(-NB) to RadioResourceConfigDedicated(-NB).

2	Discussion
During the discussion on H122/H125 duirng the NB-IoT ASN.1 review [2], we raised the comment that newUE-Identity was the same as any other configuration parameter provided in RadioResourceConfigDedicated and that it should be signalled in RadioResourceConfigDedicated instead of at message level. It was argued that this will add two bytes overhead due to the extension marker. 
We agree with the additional signalling overhead but this is not different from any other new parameter. Also, this is a fallback case and there is no need for special optimisation. 
On the other, we think it is important to keep the generic signalling structure. It also avoids to duplicate the change in the procedure text and the ASN.1. 
Proposal: Move newUE-Identity from RRCConnectionSetup(-NB)/ RRCConnectionResume(-NB) to RadioResourceConfigDedicated(-NB).

3	Conclusion
In this document, we have discussed the signalling of newUE-Identity for PUR fallback case and made the following proposal:
Proposal: Move newUE-Identity from RRCConnectionSetup(-NB)/ RRCRonnectionResume(-NB) to RadioResourceConfigDedicated(-NB).
We have provided a corresponding TP in section 5 written on the merged specification [3].
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[bookmark: _Toc36809863][bookmark: _Toc36846227][bookmark: _Toc36938880][bookmark: _Toc37081859]5.3.3.4	Reception of the RRCConnectionSetup by the UE
NOTE 1:	Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];
The UE shall:
1>	except for BL UE or UE in CE connected to 5GC, if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest from a suspended RRC connection:
2>	if the UE is resuming an RRC connection after early security reactivation in accordance with conditions in 5.3.3.18:
3>	discard any current AS security context including the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key;
2>	release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity for all established or suspended RBs, except for SRB0;
2>	discard the stored UE AS context and resumeIdentity;
2>	if stored, discard the stored nextHopChainingCount;
2>	if stored, discard the stored drb-ContinueROHC;
2>	indicate to upper layers fallback of the RRC connection;
1>	if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest from RRC_INACTIVE:
2>	stop T380 if running;
2>	discard the stored UE Inactive AS context;
2> release rrc-InactiveConfig, if configured;
1>	for BL UE or UE in CE connected to 5GC, if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest from a suspended RRC connection:
2>	discard the stored UE AS context and resumeIdentity; 
2>	if stored, discard the stored nextHopChainingCount;
2>	if stored, discard the stored drb-ContinueROHC;
1>	if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest from RRC_INACTIVE; or
1>	for BL UE or UE in CE connected to 5GC, if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest from a suspended RRC connection:
2>	discard any current AS security context including the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key;
2>	release radio resources for all established RBs except SRB0, including release of the RLC entities, of the associated PDCP entities and of SDAP entities;
2>	release the RRC configuration except for the default L1 parameter values, default MAC main configuration and CCCH;
2>	apply the default NR PDCP configuration as specified in TS 38.331 [82], clause 9.2.1.1 for SRB1;
2>	use NR PDCP for all subsequent messages received and sent by the UE via SRB1;
2>	indicate to upper layers fallback of the RRC connection;
1>	if the UE has initiated transmission using PUR in accordance with conditions in 5.3.3.1c:
2>	if newUE-Identity is included:
3>	apply the value of the newUE-Identity as the C-RNTI;
2>	else:
3>	apply the value of the pur-RNTI as the C-RNTI;
1>	perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;
[bookmark: OLE_LINK58][bookmark: OLE_LINK63]1>	if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;
1>	if stored, discard the dedicated offset provided by the redirectedCarrierOffsetDedicated;
1>	stop timer T300;
1>	if T302 is running:
2>	stop timer T302;
2>	if the UE is connected to 5GC:
3>	perform the actions as specified in 5.3.16.4;
1>	stop timer T303, if running;
1>	stop timer T305, if running;
1>	stop timer T306, if running;
1>	stop timer T308, if running;
1>	perform the actions as specified in 5.3.3.7;
1>	stop timer T320, if running;
1>	stop timer T350, if running;
1>	perform the actions as specified in 5.6.12.4;
1>	release rclwi-Configuration, if configured, as specified in 5.6.16.2;
1>	stop timer T360, if running;
1>	stop timer T322, if running;
1>	stop timer T331, if running;
[bookmark: _Hlk525732406]1>	forward the dedicatedInfoNAS, if received, to the upper layers;
1>	if T309 is running:
2>	stop timer T309 for all access categories;
2>	perform the actions as specified in 5.3.16.4.
1>	enter RRC_CONNECTED;
1>	stop the cell re-selection procedure;
1>	consider the current cell to be the PCell;
[bookmark: OLE_LINK64][bookmark: OLE_LINK67]1>	set the content of RRCConnectionSetupComplete message as follows:
2>	if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest:
3>	if upper layers provide an S-TMSI:
4>	set the s-TMSI to the value received from upper layers;
3>	else if upper layers provide a 5G-S-TMSI:
4>	if the UE is a NB-IoT UE:
5>	set the ng-5G-S-TMSI to the value received from upper layers;
4>	else:
5>	set the ng-5G-S-TMSI-Bits to ng-5G-S-TMSI with the value received from upper layers;
2>	else if upper layers provide a 5G-S-TMSI:
3>	except for NB-IoT, set the ng-5G-S-TMSI-Bits to ng-5G-S-TMSI-Part2 to the leftmost 8 bits of 5G-S-TMSI received from upper layers;
2>	set the selectedPLMN-Identity to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35] for E-UTRA/EPC and TS 24.501 [95] for E-UTRA/5GC) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1 (or SystemInformationBlockType1-NB in NB-IoT);
2>	if upper layers provide the 'Registered MME', include and set the registeredMME as follows:
3>	if the PLMN identity of the 'Registered MME' is different from the PLMN selected by the upper layers:
4>	include the plmnIdentity in the registeredMME and set it to the value of the PLMN identity in the 'Registered MME' received from upper layers;
3>	set the mmegi and the mmec to the value received from upper layers;
2>	if upper layers provided the 'Registered MME':
3>	include and set the gummei-Type to the value provided by the upper layers;
2>	if upper layers provide the 'Registered AMF', include and set the registeredAMF as follows:
3>	if the PLMN identity of the 'Registered AMF' is different from the PLMN selected by the upper layers:
4>	include the plmnIdentity in the registeredAMF and set it to the value of the PLMN identity in the 'Registered AMF' received from upper layers;
3>	set the amf-Identifier to AMF Identifier of the 'Registered AMF' received from upper layers;
2>	if upper layers provided the 'Registered AMF':
3>	include and set the guami-Type to the value provided by the upper layers;
2>	if upper layers provide one or more S-NSSAI (see TS 23.003 [27]):
3>	include the s-NSSAI-list and set the content to the values provided by the upper layers;
2>	if the UE supports CIoT EPS optimisation(s):
3>	include attachWithoutPDN-Connectivity if received from upper layers;
3>	include up-CIoT-EPS-Optimisation if received from upper layers;
3>	except for NB-IoT, include cp-CIoT-EPS-Optimisation if received from upper layers;
2>	if the UE supports CIoT 5GS optimisation(s):
3>	for NB-IoT, include ng-U-DataTransfer if received from upper layers;
3>	except for NB-IoT, include cp-CIoT-5GS-Optimisatoin if received from upper layers;
2>	if connecting as an RN:
3>	include the rn-SubframeConfigReq;
2>	if the RRCConnectionSetup is received in response to RRCEarlyDataRequest:
3>	set the dedicatedInfoNAS to a zero-length octet string;
2>	else:
3>	set the dedicatedInfoNAS to include the information received from upper layers;
2>	if the UE is connected to EPC:
3>	except for NB-IoT:
4>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:
5>	include rlf-InfoAvailable;
4>	if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailableMBSFN;
4>	else if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailable;
4>	if the UE has Bluetooth logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailableBT;
4>	if the UE has WLAN logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailableWLAN;
4>	if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:
5>	include connEstFailInfoAvailable;
4>	include the mobilityState and set it to the mobility state (as specified in TS 36.304 [4]) of the UE just prior to entering RRC_CONNECTED state;
4>	if the UE has flight path information available:
5>	include flightPathInfoAvailable;
3>	for NB-IoT:
4>	if the UE has radio link failure information available in VarRLF-Report-NB and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report-NB:
5>	include rlf-InfoAvailable;
4>	if the UE has ANR measurements information available in VarANR-MeasReport-NB and if the RPLMN is included in plmn-IdentityList stored in VarANR-MeasReport-NB:
5>	include anr-InfoAvailable;
3>	include dcn-ID if a DCN-ID value (see TS 23.401 [41]) is received from upper layers;
2>	else (i.e. the UE is connected to 5GC):
3>	if the UE is a BL UE:
4>	include lte-M;
2>	except for NB-IoT:
3>	if the UE supports storage of mobility history information and the UE has mobility history information available in VarMobilityHistoryReport:
4>	include the mobilityHistoryAvail;
3>	if the SIB2 contains idleModeMeasurements and the UE has E-UTRA idle/inactive measurement information concerning cells other than the PCell available in VarMeasIdleReport; or
3>	if the SIB2 contains idleModeMeasurementsNR and the UE has NR idle/inactive measurement information available in VarMeasIdleReport:
4>	include the idleMeasAvailable;
3>	if upper layers indicate that access to RLOS is initiated (see TS 23.401 [41] subclause 4.3.8.3):
4>	set rlos-Request to true;
2>	if UE needs UL gaps during continuous uplink transmission:
3>	include ue-CE-NeedULGaps;
2>	for NB-IoT:
3>	if the UE supports serving cell idle mode measurements reporting and servingCellMeasInfo is present in SystemInformationBlockType2-NB:
4>	set the measResultServCell to include the measurements of the serving cell;
 NOTE 2:	The UE includes the latest results of the serving cell measurements as used for cell selection/ reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 36.133 [16].
2>	if connecting as an IAB-node:
3>	include iab-NodeIndication;
1>	submit the RRCConnectionSetupComplete message to lower layers for transmission;
1>	the procedure ends.
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[bookmark: _Toc20486775][bookmark: _Toc29342067][bookmark: _Toc29343206][bookmark: _Toc36566455][bookmark: _Toc36809864][bookmark: _Toc36846228][bookmark: _Toc36938881][bookmark: _Toc37081860]5.3.3.4a	Reception of the RRCConnectionResume by the UE
The UE shall:
1>	stop timer T300;
1>	if T309 is running:
2>	stop timer T309 for all access categories;
2>	perform the actions as specified in 5.3.16.4.
1>	stop T380 if running;
1>	if the RRCConnectionResume is received in response to an RRCConnectionResumeRequest for EDT or for transmission using PUR:
2>	discard the stored UE AS context and resumeIdentity;
1>	else:
2>	if resuming an RRC connection from a suspended RRC connection in EPC; or 
2>	for NB-IoT, if resuming an RRC connection from a suspended RRC connection in 5GC and fullConfig is not present in the RRCConnectionResume message:
3>	if the RRCConnectionResume message does not include the restoreMCG-SCells:
4>	release the MCG SCell(s) from the UE AS context, if stored;
3>	if the RRCConnectionResume message does not include the restoreSCG:
4>	if the UE was configured with (NG)EN-DC:
5>	perform MR-DC release, as specified in TS 38.331 [82], clause 5.3.5.10;
3>	restore the PDCP state and re-establish PDCP entities for SRB2, if configured with E-UTRA PDCP, and for all DRBs that are configured with E-UTRA PDCP;
3>	restore the MCG SCell(s) configuration, if stored;
3> restore nr-SecondaryCellGroupConfig, if stored;
3>	if drb-ContinueROHC is included:
4>	indicate to lower layers that stored UE AS context is used and that drb-ContinueROHC is configured;
4>	continue the header compression protocol context for the DRBs configured with the header compression protocol;
3>	else:
4>	indicate to lower layers that stored UE AS context is used;
4>	reset the header compression protocol context for the DRBs configured with the header compression protocol;
3>	discard the stored UE AS context and resumeIdentity;
3>	configure lower layers to consider the restored MCG and SCG SCell(s) (if any) to be in deactivated state;
2>	else if the RRCConnectionResume message includes the fullConfig (i.e., for resuming an RRC connection from RRC_INACTIVE or for resuming a suspended RRC connection in 5GC):
3>	perform the radio configuration procedure as specified in 5.3.5.8;
2>	else if for resuming an RRC connection from RRC_INACTIVE:
3>	if the RRCConnectionResume message does not include the restoreMCG-SCells:
4>	release the MCG SCell(s) from the UE Inactive AS context, if stored;
3>	if the RRCConnectionResume message does not include the restoreSCG:
4>	if the UE was configured with (NG)EN-DC:
5>	perform MR-DC release, as specified in TS 38.331 [82], clause 5.3.5.10;
3>	restore the following from the stored UE Inactive AS context:
-	MCG physical layer configuration, 
-	MCG MAC configuration, 
-	MCG RLC configuration,
-	PDCP configuration,
-	MCG SCell configurations, if stored
-	nr-SecondaryCellGroupConfig, if stored;
3>	discard the stored UE Inactive AS context; 
3>	configure lower layers to consider the restored MCG and SCG SCell(s) (if any) to be in deactivated state;
3>	release the rrc-InactiveConfig, except ran-NotificationAreaInfo;
2> else (i.e., except for NB-IoT for resuming a suspended RRC connection in 5GC):
3> restore the physical layer configuration, the MAC configuration, the RLC configuration and the PDCP configuration from the stored UE AS context;
3> discard the stored UE AS context and resumeIdentity;
1>	perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;
NOTE 1:	When performing the radio resource configuration procedure, for the physical layer configuration and the MAC Main configuration, the restored RRC configuration from the stored UE AS context is used as basis for the reconfiguration.
1>	if the received RRCConnectionResume includes the sCellToReleaseList:
2>	perform SCell release as specified in 5.3.10.3a;
1>	if the received RRCConnectionResume includes the sCellToAddModList:
2>	perform SCell addition or modification as specified in 5.3.10.3b;
1>	if the received RRCConnectionResume includes the sCellGroupToReleaseList:
2>	perform SCell group release as specified in 5.3.10.3d;
1>	if the received RRCConnectionResume includes the sCellGroupToAddModList:
2>	perform SCell group addition or modification as specified in 5.3.10.3e;
1>	if the received RRCConnectionResume message includes the nr-SecondaryCellGroupConfig:
2>	perform NR RRC Reconfiguration as specified in TS 38.331 [82], clause 5.3.5.3;
1>	if the received RRCConnectionResume message includes the sk-Counter:
2>	perform key update procedure as specified in TS 38.331 [82], clause 5.3.5.8;
1>	if the received RRCConnectionResume message includes the nr-RadioBearerConfig1:
2>	perform radio bearer configuration as specified in TS 38.331 [82], clause 5.3.5.6;
1>	if the received RRCConnectionResume message includes the nr-RadioBearerConfig2:
2>	perform radio bearer configuration as specified in TS 38.331 [82], clause 5.3.5.6;
1>	except if the RRCConnectionResume is received in response to an RRCConnectionResumeRequest for EDT or for transmission using PUR:
2>	resume SRB2, SRB3 (if configured), and all DRBs, if any, including RBs configured with NR PDCP;
1>	if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;
1>	if stored, discard the dedicated offset provided by the redirectedCarrierOffsetDedicated;
1>	if the RRCConnectionResume message includes the measConfig:
2>	perform the measurement configuration procedure as specified in 5.5.2;
1>	if T302 is running:
2>	stop timer T302;
2>	if the UE is connected to 5GC:
3>	perform the actions as specified in 5.3.16.4;
1>	stop timer T303, if running;
1>	stop timer T305, if running;
1>	stop timer T306, if running;
1>	stop timer T308, if running;
1>	perform the actions as specified in 5.3.3.7;
1>	stop timer T320, if running;
1>	stop timer T350, if running;
1>	perform the actions as specified in 5.6.12.4;
1>	stop timer T360, if running;
1>	stop timer T322, if running;
1>	if timer T331 is running:
2>	stop timer T331;
2>	perform the actions as specified in 5.6.20.3;
1>	if the UE is resuming an RRC connection after early security reactivation in accordance with conditions in 5.3.3.18 or RRCConnectionResume is received in response to an RRCConnectionResumeRequest from RRC_INACTIVE:
2>	ignore the nextHopChainingCount value indicated in the RRCConnectionResume message;
2>	if the RRCConnectionResume is received in response to an RRCConnectionResumeRequest for transmission using PUR:
3>	if newUE-Identity is included:
4>	apply the value of the newUE-Identity as the C-RNTI;
3>	else:
4>	apply the value of the pur-RNTI as the C-RNTI;
1>	else:
2>	if resuming an RRC connection from a suspended RRC connection in EPC:
3>	update the KeNB key based on the KASME key to which the current KeNB is associated, using the nextHopChainingCount value indicated in the RRCConnectionResume message, as specified in TS 33.401 [32];
3>	store the nextHopChainingCount value;
3>	derive the KRRCint key associated with the previously configured integrity algorithm, as specified in TS 33.401 [32];
3>	request lower layers to verify the integrity protection of the RRCConnectionResume message, using the previously configured algorithm and the KRRCint key;
3>	if the integrity protection check of the RRCConnectionResume message fails:
4>	perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other', upon which the procedure ends;
3>	derive the KRRCenc key and the KUPenc key associated with the previously configured ciphering algorithm, as specified in TS 33.401 [32];
3>	configure lower layers to resume integrity protection using the previously configured algorithm and the KRRCint key immediately, i.e., integrity protection shall be applied to all subsequent messages received and sent by the UE;
3>	configure lower layers to resume ciphering and to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE;
1>	enter RRC_CONNECTED;
1>	indicate to upper layers that the suspended RRC connection has been resumed;
1>	stop the cell re-selection procedure;
1>	consider the current cell to be the PCell;
1>	set the content of RRCConnectionResumeComplete message as follows:
2>	set the selectedPLMN-Identity to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35] for E-UTRA/EPC and TS 24.501 [95] for E-UTRA/5GC) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1;
2>	set the dedicatedInfoNAS to include the information received from upper layers;
2>	except for NB-IoT:
3>	if resuming an RRC connection from a suspended RRC connection:
4>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:
5>	include rlf-InfoAvailable;
4>	if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailableMBSFN;
4>	else if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailable;
4>	if the UE has Bluetooth logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailableBT;
4>	if the UE has WLAN logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailableWLAN;
4>	if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:
5>	include connEstFailInfoAvailable;
4>	include the mobilityState and set it to the mobility state (as specified in TS 36.304 [4]) of the UE just prior to entering RRC_CONNECTED state;
4>	if the UE has flight path information available:
5>	include flightPathInfoAvailable;
3>	if the UE supports storage of mobility history information and the UE has mobility history information available in VarMobilityHistoryReport:
4>	include mobilityHistoryAvail;
3>	if the idleModeMeasurementReq is included in the RRCConnectionResume message:
4>	if the UE has idle/inactive measurement information concerning cells other than the PCell available in VarMeasIdleReport:
5>	set the measResultListIdle-r15 in the RRCConnectionResumeComplete message to the value of measReportIdle-r15 in the VarMeasIdleReport;
5>	set the measResultListIdle-r16 in the RRCConnectionResumeComplete message to the value of measReportIdle-r16 in the VarMeasIdleReport, if available;
5>	set the measResultListIdleNR in the RRCConnectionResumeComplete message to the value of measReportIdleNR in the VarMeasIdleReport, if available;
5>	discard the VarMeasIdleReport upon successful delivery of the RRCConnectionResumeComplete message is confirmed by lower layers;
3>	else:
4>	if the SIB2 contains idleModeMeasurements, and the UE has E-UTRA idle/inactive measurement information concerning cells other than the PCell available in VarMeasIdleReport; or
4>	if the SIB2 contains idleModeMeasurementsNR and the UE has NR idle/inactive measurement information available in VarMeasIdleReport:
5>	include the idleMeasAvailable;
3>	if the RRCConnectionResume message includes nr-SecondaryCellGroupConfig:
4>	include scg-ConfigResponseNR in accordance with TS 38.331 [82], clause 5.3.5.3;
2>	for NB-IoT:
3>	if the UE supports serving cell idle mode measurements reporting and servingCellMeasInfo is present in SystemInformationBlockType2-NB:
4>	set the measResultServCell to include the measurements of the serving cell;
 NOTE 2:	The UE includes the latest results of the serving cell measurements as used for cell selection/ reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 36.133 [16].
3>	if the UE is connected to EPC:
4>	if the UE has radio link failure information available in VarRLF-Report-NB and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report-NB:
5>	include rlf-InfoAvailable;
4>	if the UE has ANR measurements information available in VarANR-MeasReport-NB and if the RPLMN is included in plmn-IdentityList stored in VarANR-MeasReport-NB:
5>	include anr-InfoAvailable;
1>	submit the RRCConnectionResumeComplete message to lower layers for transmission;
1>	the procedure ends.
[bookmark: _Toc20486776][bookmark: _Toc29342068][bookmark: _Toc29343207][bookmark: _Toc36566456][bookmark: _Toc36809865][bookmark: _Toc36846229][bookmark: _Toc36938882][bookmark: _Toc37081861]5.3.3.4b	Reception of the RRCEarlyDataComplete by the UE
The UE shall:
1>	indicate to upper layers that the RRC connection has been established;
1>	if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;
1>	if stored, discard the dedicated offset provided by the redirectedCarrierOffsetDedicated;
1>	stop timer T300;
1>	stop timer T302, if running;
1>	stop timer T303, if running;
1>	stop timer T305, if running;
1>	stop timer T306, if running;
1>	stop timer T308, if running;
1>	perform the actions as specified in 5.3.3.7;
1>	stop timer T320, if running;
1>	stop timer T322, if running;
1>	forward the dedicatedInfoNAS, if received, to the upper layers;
1>	reset MAC and release the MAC configuration;
1>	if the RRCEarlyDataComplete message includes redirectedCarrierInfo indicating redirection to geran; and
1>	if upper layers indicate that redirect to GERAN without AS security is not allowed:
2>	perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other', upon which the procedure ends;
1>	if the RRCEarlyDataComplete message includes idleModeMobilityControlInfo:
2>	store the cell reselection priority information provided by the idleModeMobilityControlInfo;
2>	if the t320 is included:
3>	start timer T320, with the timer value set according to the value of t320;
1>	else:
2>	apply the cell reselection priority information broadcast in the system information;
1>	for NB-IoT, if the RRCEarlyDataComplete message includes redirectedCarrierInfo:
2>	if the redirectedCarrierOffsetDedicated is included in the redirectedCarrierInfo:
3>	store the dedicated offset for the frequency in redirectedCarrierInfo;
3>	start timer T322, with the timer value set according to the value of T322 in redirectedCarrierInfo;
1>	if the extendedWaitTime is present; and
1>	if the UE supports delay tolerant access or the UE is a NB-IoT UE:
2>	forward the extendedWaitTime to upper layers;
1>	indicate the release of the RRC connection to upper layers together with the release cause 'other', upon which the procedure ends;
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The UE shall:
1>	if the received radioResourceConfigDedicated includes the srb-ToAddModList:
2>	perform the SRB addition or reconfiguration as specified in 5.3.10.1;
1>	if the received radioResourceConfigDedicated includes the drb-ToReleaseList:
2>	perform DRB release as specified in 5.3.10.2;
1>	if the received radioResourceConfigDedicated includes the drb-ToAddModList:
2>	perform DRB addition or reconfiguration as specified in 5.3.10.3;
1>	if the received radioResourceConfigDedicated includes the mac-MainConfig:
2>	perform MAC main reconfiguration as specified in 5.3.10.4;
1>	if the received radioResourceConfigDedicated includes sps-Config:
2>	perform SPS reconfiguration according to 5.3.10.5;
1>	if the received radioResourceConfigDedicated includes the physicalConfigDedicated:
2>	reconfigure the physical channel configuration as specified in 5.3.10.6.
1>	if the received radioResourceConfigDedicated includes the rlf-TimersAndConstants or the rlf-TimersAndConstantsMCG-Failure:
2>	reconfigure the values of timers and constants as specified in 5.3.10.7;
1>	if the received radioResourceConfigDedicated includes the measSubframePatternPCell:
2>	reconfigure the time domain measurement resource restriction for the serving cell as specified in 5.3.10.8;
1>	if the received radioResourceConfigDedicated includes the naics-Info:
2>	perform NAICS neighbour cell information reconfiguration for the PCell as specified in 5.3.10.13;
1>	if the received RadioResourceConfigDedicatedPSCell includes the naics-Info:
2>	perform NAICS neighbour cell information reconfiguration for the PSCell as specified in 5.3.10.13;
1>	if the received RadioResourceConfigDedicatedSCell-r10 includes the naics-Info:
2>	perform NAICS neighbour cell information reconfiguration for the SCell as specified in 5.3.10.13;
1>	if the received radioResourceConfigDedicated includes the srb-ToReleaseList:
2>	perform SRB release as specified in 5.3.10.17;
1>	if the received radioResourceConfigDedicated includes the schedulingRequestConfig:
2>	perform scheduling request reconfiguration for the SCell as specified in 5.3.10.18.
1>	if the UE has initiated transmission using PUR in accordance with conditions in 5.3.3.1c:
2>	if the received radioResourceConfigDedicated includes the newUE-Identity:
3>	apply the value of the newUE-Identity as the C-RNTI;
2>	else:
3>	apply the value of the pur-RNTI as the C-RNTI;
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The RRCConnectionResume message is used to resume the suspended RRC connection.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: E‑UTRAN to UE
RRCConnectionResume message
-- ASN1START

RRCConnectionResume-r13 ::=		SEQUENCE {
	rrc-TransactionIdentifier		RRC-TransactionIdentifier,
	criticalExtensions				CHOICE {
		c1								CHOICE {
			rrcConnectionResume-r13			RRCConnectionResume-r13-IEs,
			spare3							NULL,
			spare2							NULL,
			spare1							NULL
		},
		criticalExtensionsFuture		SEQUENCE {}
	}
}

RRCConnectionResume-r13-IEs ::=		SEQUENCE {
	radioResourceConfigDedicated-r13		RadioResourceConfigDedicated	OPTIONAL,	-- Need ON
	nextHopChainingCount-r13				NextHopChainingCount,
	measConfig-r13							MeasConfig						OPTIONAL,	-- Need ON
	antennaInfoDedicatedPCell-r13			AntennaInfoDedicated-v10i0		OPTIONAL,	-- Need ON
	drb-ContinueROHC-r13					ENUMERATED {true}				OPTIONAL,	-- Need OP
	lateNonCriticalExtension				OCTET STRING					OPTIONAL,
	rrcConnectionResume-v1430-IEs			RRCConnectionResume-v1430-IEs	OPTIONAL
}

RRCConnectionResume-v1430-IEs ::= SEQUENCE {
	otherConfig-r14						OtherConfig-r9					OPTIONAL,		-- Need ON
	rrcConnectionResume-v1510-IEs		RRCConnectionResume-v1510-IEs	OPTIONAL
}

RRCConnectionResume-v1510-IEs ::= SEQUENCE {
	sk-Counter-r15						INTEGER (0.. 65535)				OPTIONAL,	-- Need ON
	nr-RadioBearerConfig1-r15			OCTET STRING					OPTIONAL,	-- Need ON
	nr-RadioBearerConfig2-r15			OCTET STRING					OPTIONAL,	-- Need ON
	nonCriticalExtension				RRCConnectionResume-v1530-IEs	OPTIONAL
}

RRCConnectionResume-v1530-IEs ::= SEQUENCE {
	fullConfig-r15						ENUMERATED {true}				OPTIONAL,	-- Need ON
	nonCriticalExtension				RRCConnectionResume-v16xy-IEs	OPTIONAL
}

RRCConnectionResume-v16xy-IEs ::=	SEQUENCE {
	newUE-Identity-r16					C-RNTI							OPTIONAL,	-- Need OP
	idleModeMeasurementReq-r16			ENUMERATED {true}					OPTIONAL,	-- Need ON
	restoreMCG-SCells					ENUMERATED {true}				OPTIONAL,	-- Need ON
	restoreSCG							ENUMERATED {true}				OPTIONAL,	-- Need ON
	sCellToAddModList-r16				SCellToAddModList-r16		OPTIONAL,	-- Need ON
	sCellToReleaseList-r16				SCellToReleaseListExt-r13		OPTIONAL,	-- Need ON
	sCellGroupToReleaseList-r16			SCellGroupToReleaseList-r15		OPTIONAL,	-- Need ON
	sCellGroupToAddModList-r16			SCellGroupToAddModList-r15		OPTIONAL,	-- Need ON
	nr-SecondaryCellGroupConfig			OCTET STRING					OPTIONAL,	-- Cond RestoreSCG
    p-MaxEUTRA-r16						P-Max							OPTIONAL,	-- Need OR
	p-MaxUE-FR1-r16						P-Max							OPTIONAL,	-- Need OR
	tdm-PatternConfig1-r16				TDM-PatternConfig-r15			OPTIONAL,	-- Cond FDD-PCell
	tdm-PatternConfig2-r16				TDM-PatternConfig-r15			OPTIONAL,	-- Need OR
	nonCriticalExtension				SEQUENCE {}						OPTIONAL
}

-- ASN1STOP

	RRCConnectionResume field descriptions

	drb-ContinueROHC
This field indicates whether to continue or reset the header compression protocol context for the DRBs configured with EUTRA PDCP and the header compression protocol. Presence of the field indicates that the header compression protocol context continues while absence indicates that the header compression protocol context is reset. 

	fullConfig
Indicates that the full configuration option is applicable for the RRCConnectionResume message.

	idleModeMeasurementReq
This field indicates that the UE shall report the idle/inactive measurements to the network in the RRCConnectionResumeComplete message

	newUE-Identity
C-RNTI used after moving to RRC_CONNECTED in response to transmission using PUR, see TS 36.321 [6].

	p-MaxEUTRA
Indicates the maximum power available for E-UTRA.

	p-MaxUE-FR1
The maximum total transmit power to be used by the UE across all serving cells in frequency range 1 (FR1) across all cell groups. The maximum transmit power that the UE may use may be additionally limited on cell- or cell-group level. The field is optionally present, if (NG)EN-DC (nr-Config-r15) has been configured. It is absent otherwise.

	nr-RadioBearerConfig1, nr-RadioBearerConfig2
Includes the NR RadioBearerConfig IE as specified in TS 38.331 [82]. The field includes the configuration of RBs configured with NR PDCP.

	nr-SecondaryCellGroupConfig
Includes the NR RRCReconfiguration message as specified in TS 38.331 [82]. In this version of the specification, the NR RRC message only includes fields secondaryCellGroup, with at least reconfigurationWithSync, otherConfig and/ or measConfig.

	restoreMCG-Scells
Indicates that the UE shall restore the MCG Scell configurations from the UE AS Context or UE Inactive AS Context, if configured.

	restoreSCG
If included, the UE shall restore the SCG configurations from the UE AS Context or UE Inactive AS Context, if configured.

	sCellGroupToAddModList
Indicates the SCell group to be added or modified.

	sCellGroupToReleaseList
Indicates the SCell group to be released.

	sCellToAddModList
List of SCells to be added or modified.

	sCellToReleaseList
List of SCells to be released.

	sk-Counter
A one-shot counter used upon initial configuration of S-KgNB as well as upon refresh of S-KgNB. E-UTRAN provides this field when the UE is configured with an (SN-terminated) RB using S-KgNB.

	tdm-PatternConfig1-r16
UL/DL reference configuration indicating the time during which a UE configured with (NG)EN-DC is allowed to transmit. This field is used when power control or IMD issues require single UL transmission as specified in TS 38.101-3 [101] and TS 38.213 [88].

	tdm-PatternConfig2-r16
UL/DL reference configuration indicating the time during which a UE configured with (NG)EN-DC is allowed to transmit certain LTE uplink signals as further specified in TS 36.213 [23]. This field is used for dual UL transmission in EN-DC with LTE FDD PCell and for single UL transmission in EN-DC with LTE FDD/TDD PCell, as specified in TS 38.101-3 [101] and TS 38.213 [88].
The network sets at most one of tdm-PatternConfig1 and tdm-PatternConfig2 to setup.
When this field is configured in EN-DC with LTE TDD PCell, it is not applicable if TDD configuration is sa0 or sa6 in SIB1.



	Conditional presence
	Explanation

	RestoreSCG
	The field is mandatory present if restoreSCG is configured. It is optionally present, Need M, otherwise.

	FDD-PCell
	This field is optionally present, need ON, for an FDD PCell if there is no SCell with configured uplink. Otherwise, the field is not present, need OR.



[bookmark: _Toc20487217][bookmark: _Toc29342512][bookmark: _Toc29343651][bookmark: _Toc36566912][bookmark: _Toc36810348][bookmark: _Toc36846712][bookmark: _Toc36939365][bookmark: _Toc37082345]–	RRCConnectionSetup
The RRCConnectionSetup message is used to establish SRB1.
Signalling radio bearer: SRB0
RLC-SAP: TM
Logical channel: CCCH
Direction: E‑UTRAN to UE
RRCConnectionSetup message
-- ASN1START

RRCConnectionSetup ::=				SEQUENCE {
	rrc-TransactionIdentifier			RRC-TransactionIdentifier,
	criticalExtensions					CHOICE {
		c1									CHOICE {
			rrcConnectionSetup-r8				RRCConnectionSetup-r8-IEs,
			spare7 NULL,
			spare6 NULL, spare5 NULL, spare4 NULL,
			spare3 NULL, spare2 NULL, spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

RRCConnectionSetup-r8-IEs ::=		SEQUENCE {
	radioResourceConfigDedicated		RadioResourceConfigDedicated,
	nonCriticalExtension				RRCConnectionSetup-v8a0-IEs			OPTIONAL
}

RRCConnectionSetup-v8a0-IEs ::=	SEQUENCE {
	lateNonCriticalExtension			OCTET STRING						OPTIONAL,
	nonCriticalExtension				RRCConnectionSetup-v16xy-IEs		OPTIONAL
}

RRCConnectionSetup-v16xy-IEs ::=	SEQUENCE {
	dedicatedInfoNAS-r16				DedicatedInfoNAS					OPTIONAL,	-- Need ON
	newUE-Identity-r16					C-RNTI								OPTIONAL,	-- Need OP
	nonCriticalExtension				SEQUENCE {}							OPTIONAL
}

-- ASN1STOP

	RRCConnectionSetup field descriptions

	dedicatedInfoNAS
Downlink NAS PDU in case of mobile terminated CP-EDT. E-UTRAN may include this field only if the RRCConnectionSetup is in response to RRCEarlyDataRequest with establishment cause mt-Access.

	[bookmark: _Hlk39566821]newUE-Identity
C-RNTI used after moving to RRC_CONNECTED in response to transmission using PUR, see TS 36.321 [6].
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–	RadioResourceConfigDedicated
The IE RadioResourceConfigDedicated is used to setup/modify/release RBs, to modify the MAC main configuration, to modify the SPS configuration and to modify dedicated physical configuration.
RadioResourceConfigDedicated information element
-- ASN1START

RadioResourceConfigDedicated ::=		SEQUENCE {
	srb-ToAddModList					SRB-ToAddModList			OPTIONAL,		-- Cond HO-Conn
	drb-ToAddModList					DRB-ToAddModList			OPTIONAL,		-- Cond HO-toEUTRA
	drb-ToReleaseList					DRB-ToReleaseList			OPTIONAL,		-- Need ON
	mac-MainConfig						CHOICE {
			explicitValue					MAC-MainConfig,
			defaultValue					NULL
	}		OPTIONAL,																-- Cond HO-toEUTRA2
	sps-Config							SPS-Config					OPTIONAL,		-- Need ON
	physicalConfigDedicated				PhysicalConfigDedicated		OPTIONAL,		-- Need ON
	...,
	[[	rlf-TimersAndConstants-r9		RLF-TimersAndConstants-r9			OPTIONAL	-- Need ON
	]],
	[[	measSubframePatternPCell-r10	MeasSubframePatternPCell-r10		OPTIONAL	-- Need ON
	]],
	[[	neighCellsCRS-Info-r11			NeighCellsCRS-Info-r11				OPTIONAL	-- Need ON
	]],
	[[	naics-Info-r12				NAICS-AssistanceInfo-r12			OPTIONAL	-- Need ON
	]],
	[[	neighCellsCRS-Info-r13			NeighCellsCRS-Info-r13				OPTIONAL,	-- Cond CRSIM
		rlf-TimersAndConstants-r13		RLF-TimersAndConstants-r13			OPTIONAL	-- Need ON
	]],
	[[	sps-Config-v1430				SPS-Config-v1430					OPTIONAL	-- Cond SPS
	]],
	[[	srb-ToAddModListExt-r15			SRB-ToAddModListExt-r15				OPTIONAL,	-- Need ON
		srb-ToReleaseListExt-r15		INTEGER (4)							OPTIONAL,	-- Need ON

		sps-Config-v1530				SPS-Config-v1530					OPTIONAL,	-- Need ON

		crs-IntfMitigConfig-r15	CHOICE {
			release					NULL,
			setup					CHOICE {				crs-IntfMitigEnabled-15		NULL,
				crs-IntfMitigNumPRBs-r15	ENUMERATED {n6, n24}
			}
		}											OPTIONAL,		-- Need ON
		neighCellsCRS-Info-r15			NeighCellsCRS-Info-r15		OPTIONAL,	-- Need ON
		drb-ToAddModList-r15			DRB-ToAddModList-r15		OPTIONAL,		-- Need ON
		drb-ToReleaseList-r15			DRB-ToReleaseList-r15		OPTIONAL,		-- Need ON
		dummy							SEQUENCE (SIZE (1..2)) OF INTEGER (1..2)	OPTIONAL	-- Need ON
	]],
	[[	sps-Config-v1540				SPS-Config-v1540					OPTIONAL	-- Need ON
	]],
[bookmark: _Hlk29296184]	[[	rlf-TimersAndConstantsMCG-Failure-r16	RLF-TimersAndConstantsMCG-Failure-r16
														OPTIONAL,	-- Cond Split-SRB1-SRB3
		crs-ChEstMPDCCH-ConfigDedicated-r16	SetupRelease{CRS-ChEstMPDCCH-ConfigDedicated-r16}	OPTIONAL,	-- Need ON
		newUE-Identity-r16					C-RNTI							OPTIONAL	-- Need ON
	]]
}

RadioResourceConfigDedicated-v1370 ::=		SEQUENCE {
	physicalConfigDedicated-v1370		PhysicalConfigDedicated-v1370		OPTIONAL	-- Need ON
}

RadioResourceConfigDedicated-v13c0 ::=		SEQUENCE {
	physicalConfigDedicated-v13c0		PhysicalConfigDedicated-v13c0
}

RadioResourceConfigDedicatedPSCell-r12 ::=		SEQUENCE {
	-- UE specific configuration extensions applicable for an PSCell
	physicalConfigDedicatedPSCell-r12		PhysicalConfigDedicated		OPTIONAL,	-- Need ON
	sps-Config-r12							SPS-Config					OPTIONAL,	-- Need ON
	naics-Info-r12							NAICS-AssistanceInfo-r12	OPTIONAL,	-- Need ON
	...,
	[[	neighCellsCRS-InfoPSCell-r13		NeighCellsCRS-Info-r13		OPTIONAL	-- Need ON
	]],
	[[	sps-Config-v1430				SPS-Config-v1430				OPTIONAL	-- Cond SPS2
	]],
	[[	sps-Config-v1530				SPS-Config-v1530				OPTIONAL,	-- Need ON
		crs-IntfMitigEnabled-r15			BOOLEAN						OPTIONAL,	-- Need ON
		neighCellsCRS-Info-r15				NeighCellsCRS-Info-r15		OPTIONAL	-- Need ON
	]],
	[[	sps-Config-v1540				SPS-Config-v1540				OPTIONAL	-- Need ON
	]]
}

RadioResourceConfigDedicatedPSCell-v1370 ::=		SEQUENCE {
	physicalConfigDedicatedPSCell-v1370		PhysicalConfigDedicated-v1370	OPTIONAL	-- Need ON
}

RadioResourceConfigDedicatedPSCell-v13c0 ::=		SEQUENCE {
	physicalConfigDedicatedPSCell-v13c0		PhysicalConfigDedicated-v13c0
}

RadioResourceConfigDedicatedSCG-r12 ::=		SEQUENCE {
	drb-ToAddModListSCG-r12				DRB-ToAddModListSCG-r12			OPTIONAL,	-- Need ON
	mac-MainConfigSCG-r12				MAC-MainConfig					OPTIONAL,	-- Need ON
	rlf-TimersAndConstantsSCG-r12		RLF-TimersAndConstantsSCG-r12	OPTIONAL,	-- Need ON
	...,
	[[	drb-ToAddModListSCG-r15			DRB-ToAddModListSCG-r15			OPTIONAL	-- Need ON
	]],
	[[	srb-ToAddModListSCG-r15			SRB-ToAddModList					OPTIONAL,	-- Need ON
		srb-ToReleaseListSCG-r15			SRB-ToReleaseList-r15				OPTIONAL	-- Need ON
	]],
	[[	-- NE-DC additions for release of RLC bearer config for DRBs
		drb-ToReleaseListSCG-r15		DRB-ToReleaseList-r15		OPTIONAL		-- Need ON
	]]
}

RadioResourceConfigDedicatedSCell-r10 ::=	SEQUENCE {
	-- UE specific configuration extensions applicable for an SCell
	physicalConfigDedicatedSCell-r10		PhysicalConfigDedicatedSCell-r10	OPTIONAL,	-- Need ON
	...,
	[[	mac-MainConfigSCell-r11			MAC-MainConfigSCell-r11			OPTIONAL	-- Cond SCellAdd
	]],
	[[	naics-Info-r12				NAICS-AssistanceInfo-r12		OPTIONAL	-- Need ON
	]],
	[[	neighCellsCRS-InfoSCell-r13			NeighCellsCRS-Info-r13		OPTIONAL	-- Need ON
	]],
	[[	physicalConfigDedicatedSCell-v1370	PhysicalConfigDedicatedSCell-v1370	OPTIONAL	-- Need ON
	]],
	[[	crs-IntfMitigEnabled-r15			BOOLEAN						OPTIONAL,	-- Need ON
		neighCellsCRS-Info-r15				NeighCellsCRS-Info-r15		OPTIONAL,	-- Need ON
		sps-Config-v1530					SPS-Config-v1530			OPTIONAL	-- Need ON
	]]
}

RadioResourceConfigDedicatedSCell-v13c0 ::=	SEQUENCE {
	physicalConfigDedicatedSCell-v13c0	PhysicalConfigDedicatedSCell-v13c0
}

SRB-ToAddModList ::=				SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod

SRB-ToAddModListExt-r15 ::=				SEQUENCE (SIZE (1)) OF SRB-ToAddMod

SRB-ToAddMod ::=	SEQUENCE {
	srb-Identity						INTEGER (1..2),
	rlc-Config							CHOICE {
		explicitValue						RLC-Config,
		defaultValue						NULL
	}		OPTIONAL,																-- Cond Setup
	logicalChannelConfig				CHOICE {
		explicitValue						LogicalChannelConfig,
		defaultValue						NULL
	}		OPTIONAL,																-- Cond Setup
	...,
	[[	pdcp-verChange-r15				ENUMERATED {true}		OPTIONAL,			-- Cond NR-PDCP
		rlc-Config-v1530				RLC-Config-v1530		OPTIONAL,			-- Need ON
		rlc-BearerConfigSecondary-r15	RLC-BearerConfig-r15	OPTIONAL,			-- Need ON
		srb-Identity-v1530				INTEGER (4)				OPTIONAL			-- Need ON
	]],
	[[	rlc-Config-v1560					RLC-Config-v1510		OPTIONAL		-- Need ON
	]]
}

[bookmark: OLE_LINK4]DRB-ToAddModList ::=				SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod
DRB-ToAddModList-r15 ::=			SEQUENCE (SIZE (1..maxDRB-r15)) OF DRB-ToAddMod

DRB-ToAddModListSCG-r12 ::=		SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddModSCG-r12
DRB-ToAddModListSCG-r15 ::=		SEQUENCE (SIZE (1..maxDRB-r15)) OF DRB-ToAddModSCG-r12

DRB-ToAddMod ::=	SEQUENCE {
	eps-BearerIdentity					INTEGER (0..15)			OPTIONAL,		-- Cond DRB-Setup
	drb-Identity						DRB-Identity,
	pdcp-Config							PDCP-Config				OPTIONAL,		-- Cond PDCP
	rlc-Config							RLC-Config				OPTIONAL,		-- Cond SetupM
	logicalChannelIdentity				INTEGER (3..10)			OPTIONAL,		-- Cond DRB-SetupM
	logicalChannelConfig				LogicalChannelConfig	OPTIONAL,		-- Cond SetupM
	...,
	[[	drb-TypeChange-r12					ENUMERATED {toMCG}		OPTIONAL,		-- Need OP
		rlc-Config-v1250					RLC-Config-v1250		OPTIONAL		-- Need ON
	]],
	[[	rlc-Config-v1310					RLC-Config-v1310		OPTIONAL,		-- Need ON
		drb-TypeLWA-r13						BOOLEAN					OPTIONAL,		-- Need ON
		drb-TypeLWIP-r13					ENUMERATED {lwip, lwip-DL-only,
											lwip-UL-only, eutran}		OPTIONAL		-- Need ON
	]],
	[[	rlc-Config-v1430					RLC-Config-v1430		OPTIONAL,		-- Need ON
		lwip-UL-Aggregation-r14				BOOLEAN					OPTIONAL,		-- Cond LWIP
		lwip-DL-Aggregation-r14				BOOLEAN					OPTIONAL,		-- Cond LWIP
		lwa-WLAN-AC-r14			ENUMERATED {ac-bk, ac-be, ac-vi, ac-vo}	OPTIONAL	-- Cond UL-LWA
	]],
	[[	rlc-Config-v1510					RLC-Config-v1510		OPTIONAL		-- Need ON
	]],
	[[	rlc-Config-v1530					RLC-Config-v1530		OPTIONAL,		-- Need ON
		rlc-BearerConfigSecondary-r15		RLC-BearerConfig-r15	OPTIONAL,		-- Need ON
		logicalChannelIdentity-r15			INTEGER (32..38)		OPTIONAL		-- Need ON
	]],
	[[	daps-HO-r16							ENUMERATED {true}		OPTIONAL		-- Cond NotFullConfigHO
	]]
}

DRB-ToAddModSCG-r12 ::=	SEQUENCE {
	drb-Identity-r12					DRB-Identity,
	drb-Type-r12						CHOICE {
		split-r12							NULL,
		scg-r12								SEQUENCE {
			eps-BearerIdentity-r12				INTEGER (0..15)	OPTIONAL,	-- Cond DRB-Setup
			pdcp-Config-r12						PDCP-Config		OPTIONAL	-- Cond PDCP-S
		}
	}															OPTIONAL,	-- Cond SetupS2
	rlc-ConfigSCG-r12					RLC-Config				OPTIONAL,	-- Cond SetupS
	rlc-Config-v1250						RLC-Config-v1250			OPTIONAL,	-- Need ON
	logicalChannelIdentitySCG-r12		INTEGER (3..10)			OPTIONAL,	-- Cond DRB-SetupS
	logicalChannelConfigSCG-r12			LogicalChannelConfig	OPTIONAL,	-- Cond SetupS
	...,
	[[	rlc-Config-v1430					RLC-Config-v1430		OPTIONAL		-- Need ON
	]],
	[[	logicalChannelIdentitySCG-r15		INTEGER (32..38)	OPTIONAL,			-- Need ON
		rlc-Config-v1530					RLC-Config-v1530		OPTIONAL,		-- Need ON
		rlc-BearerConfigSecondary-r15		RLC-BearerConfig-r15	OPTIONAL		-- Need ON
	]],
	[[	rlc-Config-v1560					RLC-Config-v1510		OPTIONAL		-- Need ON
	]]
}

DRB-ToReleaseList ::=				SEQUENCE (SIZE (1..maxDRB)) OF DRB-Identity
DRB-ToReleaseList-r15 ::=			SEQUENCE (SIZE (1..maxDRB-r15)) OF DRB-Identity

SRB-ToReleaseList-r15 ::=			SEQUENCE (SIZE (1..2)) OF INTEGER (1..2)

MeasSubframePatternPCell-r10 ::=		CHOICE {
	release								NULL,
	setup							MeasSubframePattern-r10
}

NeighCellsCRS-Info-r11 ::=		CHOICE {
	release							NULL,
	setup							CRS-AssistanceInfoList-r11
}

CRS-AssistanceInfoList-r11 ::=	SEQUENCE (SIZE (1..maxCellReport)) OF CRS-AssistanceInfo-r11

CRS-AssistanceInfo-r11 ::= SEQUENCE {
	physCellId-r11						PhysCellId,
	antennaPortsCount-r11				ENUMERATED {an1, an2, an4, spare1},
	mbsfn-SubframeConfigList-r11		MBSFN-SubframeConfigList,
	...,
	[[	mbsfn-SubframeConfigList-v1430	MBSFN-SubframeConfigList-v1430		OPTIONAL	-- Need ON
	]]
}

NeighCellsCRS-Info-r13 ::=		CHOICE {
	release							NULL,
	setup							CRS-AssistanceInfoList-r13
}

CRS-AssistanceInfoList-r13 ::=	SEQUENCE (SIZE (1..maxCellReport)) OF CRS-AssistanceInfo-r13

CRS-AssistanceInfo-r13 ::= SEQUENCE {
	physCellId-r13						PhysCellId,
	antennaPortsCount-r13				ENUMERATED {an1, an2, an4, spare1},
	mbsfn-SubframeConfigList-r13		MBSFN-SubframeConfigList			OPTIONAL,	-- Need ON
	...,
	[[	mbsfn-SubframeConfigList-v1430	MBSFN-SubframeConfigList-v1430		OPTIONAL	-- Need ON
	]]
}

NeighCellsCRS-Info-r15 ::= CHOICE {
	release								NULL,
	setup								CRS-AssistanceInfoList-r15
}

CRS-AssistanceInfoList-r15 ::= SEQUENCE (SIZE (1..maxCellReport)) OF CRS-AssistanceInfo-r15

CRS-AssistanceInfo-r15 ::= SEQUENCE {
	physCellId-r15						PhysCellId,
	crs-IntfMitigEnabled-15				ENUMERATED {enabled}				OPTIONAL	-- Need ON
}

NAICS-AssistanceInfo-r12 ::=		CHOICE {
	release							NULL,
	setup							SEQUENCE {
		neighCellsToReleaseList-r12		NeighCellsToReleaseList-r12			OPTIONAL	,	-- Need ON
		neighCellsToAddModList-r12		NeighCellsToAddModList-r12			OPTIONAL,	-- Need ON
		servCellp-a-r12					P-a								OPTIONAL	-- Need ON
	}
}

NeighCellsToReleaseList-r12 ::=	SEQUENCE (SIZE (1..maxNeighCell-r12)) OF PhysCellId

NeighCellsToAddModList-r12 ::=	SEQUENCE (SIZE (1..maxNeighCell-r12)) OF NeighCellsInfo-r12

NeighCellsInfo-r12	::=		SEQUENCE {
	physCellId-r12					PhysCellId,
	p-b-r12						INTEGER (0..3),
	crs-PortsCount-r12				ENUMERATED {n1, n2, n4, spare},
	mbsfn-SubframeConfig-r12		MBSFN-SubframeConfigList				OPTIONAL,	-- Need ON
	p-aList-r12					SEQUENCE (SIZE (1..maxP-a-PerNeighCell-r12)) OF P-a,
	transmissionModeList-r12		BIT STRING (SIZE(8)),
	resAllocGranularity-r12			INTEGER (1..4),
	...
}
P-a ::= ENUMERATED {	dB-6, dB-4dot77, dB-3, dB-1dot77,
									dB0, dB1, dB2, dB3}

RLC-BearerConfig-r15 ::=			CHOICE {
	release								NULL,
	setup								SEQUENCE {
		rlc-Config-r15						RLC-Config-r15				OPTIONAL,	-- Need ON
		logicalChannelIdentityConfig-r15	CHOICE {
			logicalChannelIdentity-r15			INTEGER (1..10),
			logicalChannelIdentityExt-r15		INTEGER (32..38)
		},
		logicalChannelConfig-r15			LogicalChannelConfig		OPTIONAL	-- Need ON
	}
}

-- ASN1STOP

	RadioResourceConfigDedicated field descriptions

	[bookmark: _Hlk12458955]crs-ChEstMPDCCH-ConfigDedicated
Indicates whether use of CRS for improving channel estimation on MPDCCH is enabled in RRC_CONNECTED mode for UEs indicating support of ce-CRS-ChannelEstMPDCCH. If this field is not configured, the field crs-ChEstMPDCCH-ConfigCommon in SystemInformationBlockType2 applies, if present.

	crs-IntfMitigConfig
crs-IntfMitigEnabled-r15 indicates CRS interference mitigation is enabled for the cell, as specified in TS 36.133 [16], clause 3.6.1.1. For BL UEs or UEs in CE supporting ce-CRS-IntfMitig, presence of this field indicates CRS interference mitigation is enabled in the cell, as specified in TS 36.133 [16], clauses 3.6.1.2 and 3.6.1.3, and the value crs-IntfMitigNumPRBs indicates number of PRBs, i.e. 6 or 24 PRBs, for CRS transmission in the central cell BW when CRS interference mitigation is enabled. For UEs not supporting this feature, the behaviour is undefined if this field is configured and the field cellBarred in SystemInformationBlockType1 (SystemInformationBlockType1-BR for BL UEs or UEs in CE) is set to notbarred.

	crs-PortsCount
Parameter represents the number of antenna ports for cell-specific reference signal used by the signaled neighboring cell where n1 corresponds to 1 antenna port, n2 to 2 antenna ports etc. see TS 36.211 [21], clause 6.10.1.

	daps-HO
This field indicates that the handover, triggered in the same RRCConnectionReconfiguration message, shall be performed as a DAPS HO for the DRB. DAPS HO is not configured when the rach-Skip is included or if uplinkDataCompression is configured for the DRB. 

	drb-Identity
In case of DC, the DRB identity is unique within the scope of the UE i.e. an SCG DRB can not use the same value as used for an MCG or split DRB. For a split DRB the same identity is used for the MCG- and SCG parts of the configuration.

	drb-ToAddModList
When drb-ToAddModList-r15 is configured, UE shall ignore the drb-ToAddModList (without suffix).

	drb-ToAddModListSCG
When an SCG is configured, E-UTRAN configures at least one SCG or split DRB. When drb-ToAddModListSCG-r15 is configured, UE shall ignore the drb-ToAddModListSCG (without suffix). When NE-DC is configured, this field indicates the SCG RLC bearers to be (re-)configured.

	drb-ToReleaseList
When drb-ToReleaseList-r15 is configured, UE shall ignore the drb-ToReleaseList (without suffix).

	drb-ToReleaseListSCG
When NE-DC is configured, this field indicates the SCG RLC bearers to be released.

	drb-Type
This field indicates whether the DRB is split or SCG DRB. E-UTRAN does not configure split and SCG DRBs simultaneously for the UE.

	drb-TypeChange
Indicates that a split/SCG DRB is reconfigured to an MCG DRB (i.e. E-UTRAN only signals the field in case the DRB type changes).

	drb-TypeLWA
Indicates whether a DRB is (re)configured as an LWA DRB or an LWA DRB is reconfigured not to use WLAN resources. NOTE 1

	drb-TypeLWIP
Indicates whether a DRB is (re)configured to use LWIP Tunnel in UL and DL (value lwip), DL only (value lwip-DL-only), UL only (value lwip-UL-only) or not to use LWIP Tunnel (value eutran).

	dummy
This field is not used in the specification. If received it shall be ignored by the UE.

	logicalChannelConfig
For SRBs a choice is used to indicate whether the logical channel configuration is signalled explicitly or set to the default logical channel configuration for SRB1 as specified in 9.2.1.1 or for SRB2 as specified in 9.2.1.2.

	logicalChannelIdentity, LogicalChannelIdentityExt
The logical channel identity for both UL and DL. Value 4 is not configured for DRBs if SRB4 is configured. When logicalChannelIdentity-r15 is signalled, UE shall ignore contents of logicalChannelIdentity (without suffix).

	logicalChannelIdentitySCG
The logical channel identity for both UL and DL. When logicalChannelIdentitySCG-r15 is signalled, UE shall ignore contents of logicalChannelIdentitySCG (without suffix).

	lwa-WLAN-AC
For LWA bearers, indicates the corresponding WLAN access category for uplink. AC-BK (value ac-bk) corresponds to Background access category, AC-BE (value ac-be) corresponds to Best Effort access category, AC-VI (value ac-vi) corresponds to Video access category and AC-VO (value ac-vo) corresponds to Voice access category as defined by IEEE 802.11-2012 [67]. If lwa-WLAN-AC is not configured, it is left up to UE to decide which IEEE 802.11 AC value to use when performing transmissions of packets for this DRB over WLAN in the uplink.

	lwip-DL-Aggregation, lwip-UL-Aggregation
Indicates whether LWIP is configured to utilize LWIP aggregation in DL or UL.

	mac-MainConfig
Although the ASN.1 includes a choice that is used to indicate whether the mac-MainConfig is signalled explicitly or set to the default MAC main configuration as specified in 9.2.2, EUTRAN does not apply "defaultValue".

	mbsfn-SubframeConfig
Defines the MBSFN subframe configuration used by the signaled neighboring cell. If absent, UE assumes no MBSFN configuration for the neighboring cell.

	measSubframePatternPCell
Time domain measurement resource restriction pattern for the PCell measurements (RSRP, RSRQ and the radio link monitoring).

	neighCellsCRS-Info, neighCellsCRS-InfoSCell, neighCellsCRS-InfoPSCell
This field contains assistance information used by the UE to mitigate interference from CRS while performing RRM/RLM/CSI measurement or data demodulation or DL control channel demodulation. When the received CRS assistance information is for a cell with CRS non-colliding with that of the CRS of the cell to measure, the UE may use the CRS assistance information to mitigate CRS interference. When the received CRS assistance information is for a cell with CRS colliding with that of the CRS of the cell to measure, the UE may use the CRS assistance information to mitigate CRS interference RRM/RLM (as specified in TS 36.133 [16]) and for CSI (as specified in TS 36.101 [42]) on the subframes indicated by measSubframePatternPCell, measSubframePatternConfigNeigh, csi-MeasSubframeSet1 if configured, and the CSI subframe set 1 if csi-MeasSubframeSets-r12 is configured. The UE may use CRS assistance information to mitigate CRS interference from the cells in the CRS-AssistanceInfoList for the demodulation purpose or DL control channel demodulation as specified in TS 36.101 [42]. EUTRAN does not configure neighCellsCRS-Info-r11 or neighCellsCRS-Info-r13 if eimta-MainConfigPCell-r12 is configured.

	neighCellsToAddModList
This field contains assistance information used by the UE to cancel and suppress interference of a neighbouring cell. If this field is present for a neighbouring cell, the UE assumes that the transmission parameters listed in the sub-fields are used by the neighbouring cell. If this field is present for a neighbouring cell, the UE assumes the neighbour cell is subframe and SFN synchronized to the serving cell, has the same system bandwidth, UL/DL and special subframe configuration, and cyclic prefix length as the serving cell.

	newUE-Identity
A one-shot C-RNTI used after moving to RRC_CONNECTED in response to transmission using PUR, see TS 36.321 [6].

	p-aList

Indicates the restricted subset of power offset for QPSK, 16QAM, and 64QAM PDSCH transmissions for the neighbouring cell by using the parameter, see TS 36.213 [23], clause 5.2. Value dB-6 corresponds to -6 dB, dB-4dot77 corresponds to -4.77 dB etc.

	p-b

Parameter: , indicates the cell-specific ratio used by the signaled neighboring cell, see TS 36.213 [23], Table 5.2-1.

	pdcp-verChange
Indicates that the PDCP version of the SRB is changed from NR PDCP to E-UTRA PDCP. Network only configures this version change for during handover, resume and first reconfiguration after re-establishment. E-UTRAN does not include this field when SRB-ToAddMod is included in srb-ToAddModListSCG.

	physicalConfigDedicated
The default dedicated physical configuration is specified in 9.2.4.

	resAllocGranularity
Indicates the resource allocation and precoding granularity in PRB pair level of the signaled neighboring cell, see TS 36.213 [23], clause 7.1.6.

	rlc-BearerConfigSecondary
The configuration of a secondary RLC bearer within the same Cell Group as may e.g. be used in case of PDCP duplication using CA. The configuration comprises a (secondary) RLC entity, a logical channel identity and a logical channel configuration. E-UTRAN may configure this for SRB1, SRB2 and DRBs. For SRBs, E-UTRAN only configures the field for MCG (i.e. if included in radioResourceConfigDedicated. E-UTRAN configures the same RLC mode (AM/ UM) as used for the original RLC entity. The primary RLC entity is configured by RLC-Config.

	rlc-Config
For SRBs a choice is used to indicate whether the RLC configuration is signalled explicitly or set to the values defined in the default RLC configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2. RLC AM is the only applicable RLC mode for SRB1 and SRB2. E-UTRAN does not reconfigure the RLC mode of DRBs except when a full configuration option is used, and may reconfigure the RLC SN field size and the AM RLC LI field size only upon handover within E-UTRA or upon the first reconfiguration after RRC connection re-establishment or upon SCG Change for SCG and split DRBs.

	servCellp-a
Indicates the power offset for QPSK C-RNTI based PDSCH transmissions used by the serving cell, see TS 36.213 [23], clause 5.2. Value dB-6 corresponds to -6 dB, dB-4dot77 corresponds to -4.77 dB etc.

	sps-Config
The default SPS configuration is specified in 9.2.3. Except for handover or releasing SPS for MCG, E-UTRAN does not reconfigure sps-Config for MCG when there is a configured downlink assignment or a configured uplink grant for MCG (see TS 36.321 [6]). Except for SCG change or releasing SPS for SCG, E-UTRAN does not reconfigure sps-Config for SCG when there is a configured downlink assignment or a configured uplink grant for SCG (see TS 36.321 [6]). In one serving cell, sps-Config-v1530 is not present simultaneously with either sps-Config (without suffix) or sps-Config-r12.

	srb-Identity
Value 1 is applicable for SRB1 only. Value 2 is applicable for SRB2 only. Value 4 is applicable for SRB4 only, if configured. For a split SRB the same identity is used for the MCG and NR SCG RLC bearer configurations. If srb-Identity-v1530 is received, the UE shall ignore srb-Identity (i.e. without suffix).

	srb-Identity-v1530
E-UTRAN does not include this field when SRB-ToAddMod is included in srb-ToAddModListSCG.

	srb-ToAddModListExt
The field is to configure SRB4.

	srb-ToAddModList
E-UTRAN configures the same RAT type (i.e. EUTRA or NR) for PDCP configuration of SRB1 and SRB2.

	[bookmark: OLE_LINK6]transmissionModeList
Indicates a subset of transmission mode 1, 2, 3, 4, 6, 8, 9, 10, for the signaled neighboring cell for which NeighCellsInfo applies. When TM10 is signaled, other signaled transmission parameters in NeighCellsInfo are not applicable to up to 8 layer transmission scheme of TM10. E-UTRAN may indicate TM9 when TM10 with QCL type A and DMRS scrambling with [image: ] in TS 36.211 [21], clause 6.10.3.1, is used in the signalled neighbour cell and TM9 or TM10 with QCL type A and DMRS scrambling with [image: ] in TS 36.211 [21], clause 6.10.3.1, is used in the serving cell. UE behaviour with NAICS when TM10 is used is only defined when QCL type A and DMRS scrambling with [image: ] in TS 36.211 [21], clause 6.10.3.1, is used for the serving cell and all signalled neighbour cells. The first/ leftmost bit is for transmission mode 1, the second bit is for transmission mode 2, and so on.



NOTE 1:	It is up to eNB to ensure that the field indicating LWA bearer type is set to FALSE when LWA bearer is no longer used (e.g. during handover or re-establishment where LWA configuration is released).

	Conditional presence
	Explanation

	CRSIM
	The field is optionally present, need ON, if neighCellsCRS-Info-r11 is not present; otherwise it is not present.

	DRB-Setup
	The field is mandatory present if the corresponding DRB is being set up and the UE is connected to EPC; otherwise it is not present.

	DRB-SetupM
	The field is:
-	mandatory present:
-	for the UE without SCG: upon setup of MCG DRB;
-	for E-UTRA DC, upon setup of MCG or split DRB;
-	for (NG)EN-DC:
-	upon setup of MCG RLC bearer;
-	optionally present, Need ON:
-	for E-UTRA DC, upon change from SCG to MCG DRB;
-	for (NG)EN-DC:
-	upon change of keyToUse, as defined in TS 38.331 [82], for a DRB configured with an MCG RLC bearer;
-	when configured with MCG RLC bearer, upon change of S-KgNB without handover;
-	not present otherwise.

	DRB-SetupS
	The field is:
-	mandatory present:
-	for E-UTRA DC:
-	upon setup of SCG or split DRB;
-	upon change from MCG to split DRB;
-	for NE-DC:
-	upon setup of SCG RLC bearer;
-	optionally present, Need ON:
-	for E-UTRA DC, upon change from MCG to SCG DRB;
-	for NE-DC, upon change of keyToUse, as defined in TS 38.331 [82], for a DRB configured with an SCG RLC bearer;
-	not present otherwise.

	HO-Conn
	The field is mandatory present in case of handover to E-UTRA or when the fullConfig is included in the RRCConnectionReconfiguration message or in case of RRC connection establishment (excluding RRConnectionResume); otherwise the field is optionally present, need ON. Upon connection establishment/ re-establishment only SRB1 is applicable (excluding RRConnectionResume).

	HO-toEUTRA
	The field is mandatory present
-	in case of handover to E-UTRA or
-	when the fullConfig is included in the RRCConnectionReconfiguration message with the configuration for at least one MCG bearer or split data bearer;
In case of RRC connection establishment (excluding RRConnectionResume); and RRC connection re-establishment the field is not present; otherwise the field is optionally present, need ON.

	HO-toEUTRA2
	The field is mandatory present in case of handover to E-UTRA or when the fullConfig is included in the RRCConnectionReconfiguration message; otherwise the field is optionally present, need ON.

	LWIP
	The field is optionally present, Need ON, if drb-TypeLWIP-r13 is configured and not set to eutran; otherwise it is not present and the UE shall delete any existing value for this field.

	NotFullConfigHO
	This field is optionally present, Need ON, in case of handover within E-UTRA when the fullConfig is not included in the RRCConnectionReconfiguration message. Otherwise the field is not present.

	NR-PDCP
	The field is optional present, Need ON, when the SRB is configured with NR-PDCP prior to reception of this reconfiguration message. Otherwise it is not present.

	PDCP
	The field is mandatory present:
- when connected to E-UTRA/EPC:
- for the bearers configured with E-UTRA PDCP, if the corresponding DRB is being setup;
the field is optionally present, need ON: :
- when connected to E-UTRA/EPC:
- for the bearers configured with E-UTRA PDCP, upon reconfiguration of the corresponding split DRB or LWA DRB, upon the corresponding DRB type change from split to MCG bearer, upon the corresponding DRB type change from MCG to split bearer or LWA bearer, upon the corresponding DRB type change from LWA to LTE only bearer, upon handover within E-UTRA and upon the first reconfiguration after re-establishment but in all these cases only when fullConfig is not included in the RRCConnectionReconfiguration message;
otherwise it is not present.

	PDCP-S
	The field is mandatory present if the corresponding DRB is being setup; the field is optionally present, need ON, upon SCG change; otherwise it is not present.

	RLC-Setup
	This field is optionally present if the corresponding DRB is being setup, need ON; otherwise it is not present.

	SCellAdd
	The field is optionally present, need ON, upon SCell addition; otherwise it is not present.

	Setup
	The field is mandatory present if the corresponding SRB/DRB is being setup; otherwise the field is optionally present, need ON.

	SetupM
	The field is mandatory present upon setup of an MCG or split DRB, or upon setup of MCG RLC bearer; otherwise the field is optionally present, need ON.

	SetupS
	The field is mandatory present:
-	for E-UTRA DC:
-	upon setup of an SCG or split DRB,
-	upon change from MCG to split DRB;
-	for NE-DC, upon setup of SCG RLC bearer;
otherwise the field is optionally present, need ON.

	SetupS2
	The field is:
- mandatory present:
- for E-UTRA DC:
- upon setup of an SCG or split DRB, as well as upon change from MCG to split or SCG DRB.
- optionally present, need ON:
- for E-UTRA DC:
- for an SCG DRB
otherwise the field is not present.

	Split-SRB1-SRB3
	This field is optionally present, Need ON, if the UE is configured with split SRB1 or SRB3. It is absent otherwise.

	SPS
	The field is optionally present, need ON, if sps-Config (without suffix) is not configured; otherwise it is not present.

	SPS2
	The field is optionally present, need ON, if sps-Config-r12 is not configured; otherwise it is not present.

	UL-LWA
	The field is optionally present, need ON if ul-LWA-Config-r14 is present. Otherwise the field is not present.
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The RRCConnectionResume-NB message is used to resume the suspended RRC connection.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: E‑UTRAN to UE
RRCConnectionResume-NB message
-- ASN1START

RRCConnectionResume-NB ::=		SEQUENCE {
	rrc-TransactionIdentifier			RRC-TransactionIdentifier,
	criticalExtensions					CHOICE {
		c1									CHOICE {
			rrcConnectionResume-r13				RRCConnectionResume-NB-r13-IEs,
			spare1								NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

RRCConnectionResume-NB-r13-IEs ::=		SEQUENCE {
	radioResourceConfigDedicated-r13		RadioResourceConfigDedicated-NB-r13	OPTIONAL,		-- Need ON
	nextHopChainingCount-r13				NextHopChainingCount,
	drb-ContinueROHC-r13					ENUMERATED {true}				OPTIONAL,	-- Need OP
	lateNonCriticalExtension				OCTET STRING					OPTIONAL,
	nonCriticalExtension					RRCConnectionResume-NB-v16xy-IEs	OPTIONAL
}

RRCConnectionResume-NB-v16xy-IEs ::=	SEQUENCE {
	fullConfig-r16							ENUMERATED {true}		OPTIONAL,	-- Cond 5GC
	newUE-Identity-r16						C-RNTI					OPTIONAL,	-- Need OP
	nonCriticalExtension					SEQUENCE {}				OPTIONAL
}

-- ASN1STOP


	RRCConnectionResume-NB field descriptions

	drb-ContinueROHC
This field indicates whether to continue or reset the header compression protocol context for the DRBs configured with the header compression protocol. Presence of the field indicates that the header compression protocol context continues while absence indicates that the header compression protocol context is reset. 

	fullConfig
Indicates that the full configuration option is applicable for the RRCConnectionResume-NB message.

	newUE-Identity
C-RNTI used after moving to RRC_CONNECTED in response to transmission using PUR, see TS 36.321 [6].



	Conditional presence
	Explanation

	5GC
	The field is optionally present, Need ON, if the UE is connected to 5GC; otherwise the field is not present.




[bookmark: _Toc20487584][bookmark: _Toc29342885][bookmark: _Toc29344024][bookmark: _Toc36567290][bookmark: _Toc36810739][bookmark: _Toc36847103][bookmark: _Toc36939756][bookmark: _Toc37082736]–	RRCConnectionSetup-NB
The RRCConnectionSetup-NB message is used to establish SRB1 and SRB1bis.
Signalling radio bearer: SRB0
RLC-SAP: TM
Logical channel: CCCH
Direction: E‑UTRAN to UE
RRCConnectionSetup-NB message
-- ASN1START

RRCConnectionSetup-NB ::=		SEQUENCE {
	rrc-TransactionIdentifier			RRC-TransactionIdentifier,
	criticalExtensions					CHOICE {
		c1									CHOICE {
			rrcConnectionSetup-r13				RRCConnectionSetup-NB-r13-IEs,
			spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

RRCConnectionSetup-NB-r13-IEs ::=		SEQUENCE {
	radioResourceConfigDedicated-r13		RadioResourceConfigDedicated-NB-r13,
	lateNonCriticalExtension				OCTET STRING						OPTIONAL,
	nonCriticalExtension					RRCConnectionSetup-NB-v16xy-IEs	OPTIONAL
}

RRCConnectionSetup-NB-v16xy-IEs ::=		SEQUENCE {
	dedicatedInfoNAS-r16					DedicatedInfoNAS			OPTIONAL,	-- Need ON
	newUE-Identity-r16						C-RNTI						OPTIONAL,	-- Need OP
	nonCriticalExtension					SEQUENCE {}					OPTIONAL
}

-- ASN1STOP

	RRCConnectionSetup-NB field descriptions

	dedicatedInfoNAS
Downlink NAS PDU in case of mobile terminated CP-EDT. E-UTRAN may include this field only if the RRCConnectionSetup is in response to RRCEarlyDataRequest with establishment cause mt-Access.

	newUE-Identity
C-RNTI used after moving to RRC_CONNECTED in response to transmission using PUR, see TS 36.321 [6].
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The IE RadioResourceConfigDedicated-NB is used to setup/modify/release RBs, to modify the MAC main configuration, and to modify dedicated physical configuration.
RadioResourceConfigDedicated-NB information element
-- ASN1START

RadioResourceConfigDedicated-NB-r13 ::=	SEQUENCE {
	srb-ToAddModList-r13					SRB-ToAddModList-NB-r13			OPTIONAL,	-- Need ON
	drb-ToAddModList-r13					DRB-ToAddModList-NB-r13			OPTIONAL,	-- Need ON
	drb-ToReleaseList-r13					DRB-ToReleaseList-NB-r13		OPTIONAL,	-- Need ON
	mac-MainConfig-r13						CHOICE {
		explicitValue-r13						MAC-MainConfig-NB-r13,
		defaultValue-r13						NULL
	}																		OPTIONAL,	-- Need ON
	physicalConfigDedicated-r13				PhysicalConfigDedicated-NB-r13	OPTIONAL,	-- Need ON
	rlf-TimersAndConstants-r13				RLF-TimersAndConstants-NB-r13	OPTIONAL,	-- Need ON
	...,
	[[	schedulingRequestConfig-r15			SchedulingRequestConfig-NB-r15	OPTIONAL	-- Need ON
	]],
	[[	newUE-Identity-r16					C-RNTI							OPTIONAL	-- Need ON
	]]
}

SRB-ToAddModList-NB-r13 ::=			SEQUENCE (SIZE (1)) OF SRB-ToAddMod-NB-r13

SRB-ToAddMod-NB-r13 ::=				SEQUENCE {
	rlc-Config-r13						CHOICE {
		explicitValue						RLC-Config-NB-r13,
		defaultValue						NULL
	}		OPTIONAL,															-- Cond Setup
	logicalChannelConfig-r13			CHOICE {
		explicitValue						LogicalChannelConfig-NB-r13,
		defaultValue						NULL
	}		OPTIONAL,															-- Cond Setup
	...,
	[[	rlc-Config-v1430				RLC-Config-NB-v1430			OPTIONAL	-- Need ON
	]]
}

DRB-ToAddModList-NB-r13 ::=			SEQUENCE (SIZE (1..maxDRB-NB-r13)) OF DRB-ToAddMod-NB-r13

DRB-ToAddMod-NB-r13 ::=				SEQUENCE {
	eps-BearerIdentity-r13				INTEGER (0..15)				OPTIONAL,	-- Cond DRB-Setup-EPC
	drb-Identity-r13					DRB-Identity,
	pdcp-Config-r13						PDCP-Config-NB-r13			OPTIONAL,	-- Cond Setup
	rlc-Config-r13						RLC-Config-NB-r13			OPTIONAL,	-- Cond Setup
	logicalChannelIdentity-r13			INTEGER (3..10)				OPTIONAL,	-- Cond DRB-Setup
	logicalChannelConfig-r13			LogicalChannelConfig-NB-r13	OPTIONAL,	-- Cond Setup
	...,
	[[	rlc-Config-v1430				RLC-Config-NB-v1430			OPTIONAL	-- Need ON
	]],
	[[	pdu-Session-r16				PDU-SessionID-NB-r16		OPTIONAL	-- Cond DRB-Setup-5GC
	]]
}

PDU-SessionID-NB-r16 ::=			INTEGER (0..255)

DRB-ToReleaseList-NB-r13 ::=		SEQUENCE (SIZE (1..maxDRB-NB-r13)) OF DRB-Identity

-- ASN1STOP


	RadioResourceConfigDedicated-NB field descriptions

	logicalChannelConfig
For SRB a choice is used to indicate whether the logical channel configuration is signalled explicitly or set to the default logical channel configuration for SRB1 as specified in 9.2.1.1.

	logicalChannelIdentity
The logical channel identity for both UL and DL for a DRB. Value 3 is not used.

	mac-MainConfig
The default MAC MAIN configuration is specified in 9.2.2.

	newUE-Identity
A one-shot C-RNTI used after moving to RRC_CONNECTED in response to transmission using PUR, see TS 36.321 [6].

	pdu-Session
Identity of the PDU session whose QoS flow is mapped to the DRB.

	physicalConfigDedicated
The default dedicated physical configuration is specified in 9.2.4.

	rlc-Config
For SRBs a choice is used to indicate whether the RLC configuration is signalled explicitly or set to the values defined in the default RLC configuration for SRB1 in 9.2.1.1. RLC AM is the only applicable RLC mode for SRB1 and SRB1bis.

	schedulingRequestConfig
For FDD: Scheduling request configuration.



	Conditional presence
	Explanation

	DRB-Setup
	The field is mandatory present if the corresponding DRB is being set up; otherwise it is not present.

	DRB-Setup-5GC
	The field is mandatory present if the corresponding DRB is being set up when connected to 5GC; otherwise it is not present.

	DRB-Setup-EPC
	The field is mandatory present if the corresponding DRB is being set up when connected to EPC; otherwise it is not present.

	Setup
	The field is mandatory present if the corresponding SRB/DRB is being setup; otherwise the field is optionally present, need ON.
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