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Introduction
[bookmark: _Hlk39143610]During email discussion [Post109bis-e][908][POS] Open issues on on-demand SI for positioning (Ericsson), there was a discussion on supporting SUL for Rel-16 positioning purpose. Further we show the preference on supporting this in this document.

Discussion 
The reason for introducing SUL is the possibility of having better UL performance if the network and the UE have the chance. For the SI request, this is also straightforwardly adopted, since it is important to acquire the system information regardless of normal UL or supplementary UL, i.e., UE can use whatever UE can use for request the SI which is important for the core operation. 
For positioning, posSI which includes the core assistance information for the positioning operation i.e., recognize the given common configuration, and measure the required PRS, and reporting the result. For the successful operation of positioning mechasnism, supporting all the possible method should be facilitated. 
Moreover, signaling perspective, already SI request using SUL has the baseline signaling structure, therefore, there is no more significant impact to the specification point of view. This enhances the motivation more.
In our understanding, there is no reason not to use SUL only for positioning purpose. 
Proposal 1. RAN2 agrees that SUL is supported for SI request in Rel-16 positioning. 

Conclusion 
In this contribution, we discussed on the possibility of SUL support for Rel-16 positioning. As a result, we have the following proposal:

Proposal 1. RAN2 agrees that SUL is supported for SI request in Rel-16 positioning. 
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