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1. Overall Description:

Background: 
RAN5 has developed test cases for the features eICIC (Rel-10) and feICIC (rel-11) and for eDL-MIMO enhancement and have a question for features that have a dependency to an FGI bit for an earlier release.
Example (for FDD): 
eICIC (Rel-10) requires FGI=115 to be set since it is connected to support of (extract from TS36.331 v12.6.0 FGI bit table C.1-1):

	Index of indicator
	Definition

(description of the supported functionality, if indicator set to one)
	Notes
	If indicated "Yes" the feature shall be implemented and successfully tested for this version of the specification
	FDD/ TDD diff

	115
	- time domain ICIC RLM/RRM measurement subframe restriction for the serving cell

- time domain ICIC RRM measurement subframe restriction for neighbour cells

- time domain ICIC CSI measurement subframe restriction
	
	
	Yes


All feICIC test requirements in TS36.101 and TS36.133 are defined with ABS patterns.

feICIC (Rel-11) has a capability in TS36.306, Clause 4.3.4.15 “crs-InterfHandl-r11” and, as per RAN5’s understanding, to test demodulation performance and RRM an ABS subframe pattern shall be configured and hence support of the FGI bit for measurement subframe restrictions (connected to FGI=115) is needed. 
However in TS36.331 this assumed connection between the FGI bit and the capability is not clearly stated. For example CRS interference handling is mandatory for a Rel-12 UE to support (TS36.306) but at the same time it is not mandatory to set FGI=115 according to TS36.331.
For now RAN5 has taken the assumption that to test demodulation performance and RRM feICIC test cases both FGI=115 needs to be set AND the UE capability “crs-InterfHandl-r11” shall be supported by the UE in order for those tests to be applicable.
To RAN5’s understanding the eDL-MIMO enhancement feature seems to have similar dependency. FGI bit 103 needs to be set AND the UE capability “supportedMIMO-CapabilityDL-r10” shall be supported by the UE in order for those tests to be applicable.
2. Actions:

To RAN2 group.

ACTION: 
RAN5 asks RAN2 group to:
RAN2 is kindly asked to provide guidance on the above stated assumptions that for features dependant on an FGI bit from an earlier specification release is correct.
Given that the RAN5 assumption is correct RAN5 kindly asks RAN2 to consider clarifying these dependencies in TS36.331.
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