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--------------------------------------------------------- Start of Changes -------------------------------------------------
5.1.2.1.4.1
Procedures when a PDCP PDU is received from the lower layers
For DRBs mapped on RLC AM, when there ordering function is used, at reception of a PDCP Data PDU from lower layers, the UE shall:

-
if received PDCP SN – Last_Submitted_PDCP_RX_SN > Reordering_Window or 0 <= Last_Submitted_PDCP_RX_SN – received PDCP SN < Reordering_Window:
-
discard the PDCP PDU;
-
else if Next_PDCP_RX_SN – received PDCP SN > Reordering_Window:

-
increment RX_HFN by one;

-
use COUNT based on RX_HFN and the received PDCP SN for deciphering the PDCP PDU;

-
set Next_PDCP_RX_SN to the received PDCP SN + 1;

-
else if received PDCP SN – Next_PDCP_RX_SN >= Reordering_Window:

-
use COUNT based on RX_HFN – 1 and the received PDCP SN for deciphering the PDCP PDU;

-
else if received PDCP SN >= Next_PDCP_RX_SN:

-
use COUNT based on RX_HFN and the received PDCP SN for deciphering the PDCP PDU;

-
set Next_PDCP_RX_SN to the received PDCP SN + 1;

-
if Next_PDCP_RX_SN is larger than Maximum_PDCP_SN:

-
set Next_PDCP_RX_SN to 0;

-
increment RX_HFN by one;

-
else if received PDCP SN < Next_PDCP_RX_SN:

-
use COUNT based on RX_HFN and the received PDCP SN for deciphering the PDCP PDU;
-
if the PDCP PDU has not been discarded in the above:
-
if a PDCP SDU with the same PDCP SN is stored:
-
discard the PDCP PDU;
-
else:

-
perform deciphering of the PDCP PDU and store the resulting PDCP SDU;
-
if the PDCP PDU is received from the associated AM RLC entity configured for MCG:
-
set Latest_PDCP_RX_COUNT_MCG to the COUNT value for the received PDCP PDU;
-
if the PDCP PDU is received from the associated AM RLC entity configured for SCG:
-
set Latest_PDCP_RX_COUNT_SCG to the COUNT value for the received PDCP PDU;
-
if received PDCP SN = Last_Submitted_PDCP_RX_SN + 1 or received PDCP SN = Last_Submitted_PDCP_RX_SN – Maximum_PDCP_SN:
-
deliver to upper layers in ascending order of the associated COUNT value:
-
all stored PDCP SDU(s) with consecutively associated COUNT value(s) starting from the COUNT value associated with the received PDCP PDU;
-
set Last_Submitted_PDCP_RX_SN to the PDCP SN of the last PDCP SDU delivered to upper layers;
-
if t-Reordering is running:

-
if the PDCP SDU with Reordering_PDCP_RX_COUNT – 1 has been delivered to upper layers:
-
stop and reset t-Reordering;
-
if t-Reordering is not running (includes the case when t-Reordering is stopped due to actions above):
-
if there is at least one stored PDCP SDU:
-
start t-Reordering;
-
set Reordering_PDCP_RX_COUNT to the COUNT value associated to RX_HFN and Next_PDCP_RX_SN.
5.1.2.1.4.2
Procedures when t-Reordering expires

When t-Reordering expires, the UE shall:

-
deliver to upper layers in ascending order of the associated COUNT value:
-
all stored PDCP SDU(s) with associated COUNT value(s) less than Reordering_PDCP_RX_COUNT;
-
all stored PDCP SDU(s) with consecutively associated COUNT value(s) starting from Reordering_PDCP_RX_COUNT;

-
set Last_Submitted_PDCP_RX_SN to the PDCP SN of the last PDCP SDU delivered to upper layers;
-
if there is at least one stored PDCP SDU:
-
start t-Reordering;
-
set Reordering_PDCP_RX_COUNT to the COUNT value associated to RX_HFN and Next_PDCP_RX_SN.
5.1.2.1.4.3
Procedures when the value of t-Reordering is reconfigured
When the value of the t-Reordering is reconfigured by upper layers while the t-Reordering is running, the UE shall:

-
stop and restart t-Reordering;
-
set Reordering_PDCP_RX_COUNT to the COUNT value associated to RX_HFN and Next_PDCP_RX_SN.
5.1.2.1.4.4
Procedures when packet loss is detected
If Reordering_PDCP_RX_COUNT <= min{Latest_PDCP_RX_COUNT_MCG, Latest_PDCP_RX_COUNT_SCG}, the UE shall:

-
consider t-Reordering expires and follow the procedures specified in subclause 5.1.2.1.4.2.
--------------------------------------------------------- Next Change ------------------------------------------------------
7
Variables, constants and timers

7.1
State variables
This sub clause describes the state variables used in PDCP entities in order to specify the PDCP protocol.
All state variables are non-negative integers.
The transmitting side of each PDCP entity shall maintain the following state variables:

a)
Next_PDCP_TX_SN

The variable Next_PDCP_TX_SN indicates the PDCP SN of the next PDCP SDU for a given PDCP entity. At establishment of the PDCP entity, the UE shall set Next_PDCP_TX_SN to 0.

b)
TX_HFN

The variable TX_HFN indicates the HFN value for the generation of the COUNT value used for PDCP PDUs for a given PDCP entity. At establishment of the PDCP entity, the UE shall set TX_HFN to 0.

The receiving side of each PDCP entity shall maintain the following state variables:

c)
Next_PDCP_RX_SN

The variable Next_PDCP_RX_SN indicates the next expected PDCP SN by the receiver for a given PDCP entity. At establishment of the PDCP entity, the UE shall set Next_PDCP_RX_SN to 0.

d)
RX_HFN

The variable RX_HFN indicates the HFN value for the generation of the COUNT value used for the received PDCP PDUs for a given PDCP entity. At establishment of the PDCP entity, the UE shall set RX_HFN to 0.

e) Last_Submitted_PDCP_RX_SN

For PDCP entities for DRBs mapped on RLC AM the variable Last_Submitted_PDCP_RX_SN indicates the SN of the last PDCP SDU delivered to the upper layers. At establishment of the PDCP entity, the UE shall set Last_Submitted_PDCP_RX_SN to Maximum_PDCP_SN.
f) Reordering_PDCP_RX_COUNT
This variable is used only when the reordering function is used. This variable holds the value of the COUNT following the COUNT value associated with the PDCP PDU which triggered t-Reordering.
g) Latest_PDCP_RX_COUNT_MCG

This variable is used only when the reordering function is used. This variable indicates the value of COUNT for the last PDCP SDU received from the associated AM RLC entity configured for MCG.
h) Latest_PDCP_RX_COUNT_SCG

This variable is used only when the reordering function is used. This variable indicates the value of COUNT for the last PDCP SDU received from the associated AM RLC entity configured for SCG.
---------------------------------------------------- End of Changes ------------------------------------------------------
