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1 Introduction
In last RAN2 meeting, some service continuity solutions were discussed for UEs in RRC_CONNECTED and for UEs in RRC_IDLE and RRC_CONNECTED.

The document discusses the S1 HO procedures for the UEs in RRC_CONNECTED and consideration for UEs in RRC_IDLE.
2 Discussion
2.1 Service continuity solutions for UEs in RRC_CONNECTED
The following figure shows the service continuity procedures for the UE in RRC_CONNECTED. 
1. A MEASUREMENT REPORT is sent to the source eNodeB and triggers the HO procedure. 
2. TMGI (or Group ID) is sent to CN in the Handover Required message.
3. TMGI (or Group ID) is sent to target eNodeB in the Handover Request message.
4. The SC-PTM control information of the target CELL is sent to CN in the Handover Request Ack message.
5. The SC-PTM control information of the target CELL is sent to sourse eNodeB in the Handover Command message.

6. The SC-PTM control information of the target CELL is sent to UE in the RRCConnectionReconfiguration message.
7. UE start SC-PTM transmission in the target eNodeB
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Figure 1 Service continuity procedures for UE in RRC_CONNECTED
The solution reuses the current HO procedure and has the minimal impact on Protocol.
2.2 Service continuity solutions for UEs in RRC_IDLE and RRC_CONNECTED
The UEs in RRC_IDLE can enter RRC_CONNECTED in cell edge, and then follow the solution for RRC_CONNECTED. The solution can be seemed as a solutions for UEs in RRC_IDLE and RRC_CONNECTED.
3 Conclusion

RAN2 is respectfully asked to discuss and agree on the following proposals.
Proposal 1: Agree on the above service continuity procedures for SC-PTM.
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