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3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply.

Access Control: the process that checks whether a UE is allowed to access and to be granted services in a closed cell.

Carrier frequency: center frequency of the cell.

Cell: combination of downlink and optionally uplink resources. The linking between the carrier frequency of the downlink resources and the carrier frequency of the uplink resources is indicated in the system information transmitted on the downlink resources. 

Cell Group: in dual connectivity, a group of serving cells associated with either the MeNB or the SeNB.
CSG Cell: a cell broadcasting a CSG indicator set to true and a specific CSG identity.

CSG ID Validation: the process that checks whether the CSG ID received via handover messages is the same as the one broadcast by the target E-UTRAN.

CSG member cell: a cell broadcasting the identity of the selected PLMN, registered PLMN or equivalent PLMN and for which the CSG whitelist of the UE includes an entry comprising cell’s CSG ID and the respective PLMN identity.
Dual Connectivity: mode of operation of a UE in RRC_CONNECTED, configured with a Master Cell Group and a Secondary Cell Group.
E-RAB: an E-RAB uniquely identifies the concatenation of an S1 Bearer and the corresponding Data Radio Bearer. When an E-RAB exists, there is a one-to-one mapping between this E-RAB and an EPS bearer of the Non Access Stratum as defined in [17].

Frequency layer: set of cells with the same carrier frequency.

Handover: procedure that changes the serving cell of a UE in RRC_CONNECTED.

Hybrid cell: a cell broadcasting a CSG indicator set to false and a specific CSG identity. This cell is accessible as a CSG cell by UEs which are members of the CSG and as a normal cell by all other UEs.

Local Home Network: as defined in TS 23.401 [17].
Master Cell Group: in dual connectivity, a group of serving cells associated with the MeNB, comprising of the PCell and optionally one or more SCells.
Master eNB: in dual connectivity, the eNB which terminates at least S1-MME.
MCG bearer: in dual connectivity, a bearer whose radio protocols are only located in the MeNB to use MeNB resources only.
MBMS-dedicated cell: cell dedicated to MBMS transmission. MBMS-dedicated cell is not supported in this release.

MBMS/Unicast-mixed: cell supporting both unicast and MBMS transmissions.

Membership Verification: The process that checks whether a UE is a member or non-member of a hybrid cell.

PLMN ID Check: the process that checks whether a PLMN ID is the RPLMN identity or an EPLMN identity of the UE.
Power saving mode: Mode configured and controlled by NAS that allows the UE to reduce its power consumption, as defined in TS 24.301 [20], TS 23.401 [17], TS 23.682 [57].

Primary Timing Advance Group: Timing Advance Group containing the PCell. In this specification, Primary Timing Advance Group refers also to Timing Advance Group containing the PSCell unless explicitly stated otherwise.
Public Safety ProSe Carrier: Carrier frequency for public safety ProSe Direct Communication.

SCG bearer: in dual connectivity, a bearer whose radio protocols are only located in the SeNB to use SeNB resources.

Secondary Cell Group: in dual connectivity, a group of serving cells associated with the SeNB, comprising of PSCell and optionally one or more SCells.
Secondary eNB: in dual connectivity, the eNB that is providing additional radio resources for the UE but is not the Master eNB.

Secondary Timing Advance Group: Timing Advance Group containing neither the PCell nor PSCell.

Sidelink: UE to UE interface for ProSe Direct Communication and ProSe Direct Discovery. The Sidelink corresponds to the PC5 interface as defined in TS 23.303 [62].

Sidelink Control period: Period over which resources are allocated in a cell for Sidelink Control and Sidelink Data transmissions. The Sidelink Control period corresponds to the PSCCH period as defined in TS 36.213 [6].
Split bearer: in dual connectivity, a bearer whose radio protocols are located in both the MeNB and the SeNB to use both MeNB and SeNB resources.

Timing Advance Group: a group of serving cells that is configured by RRC and that, for the cells with an UL configured, use the same timing reference cell and the same Timing Advance value.

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

1xCSFB
Circuit Switched Fallback to 1xRTT

ABS
Almost Blank Subframe

ACK
Acknowledgement

ACLR
Adjacent Channel Leakage Ratio

AM
Acknowledged Mode

AMBR
Aggregate Maximum Bit Rate

ANDSF
Access Network Discovery and Selection Function

ANR
Automatic Neighbour Relation

ARQ
Automatic Repeat Request

ARP
Allocation and Retention Priority

AS
Access Stratum

BCCH
Broadcast Control Channel

BCH
Broadcast Channel

BSR
Buffer Status Report

C/I
Carrier-to-Interference Power Ratio

CAZAC
Constant Amplitude Zero Auto-Correlation

CA
Carrier Aggregation

CBC
Cell Broadcast Center

CC
Component Carrier
CG
Cell Group
CIF
Carrier Indicator Field

CMAS
Commercial Mobile Alert Service

CMC
Connection Mobility Control

CP
Cyclic Prefix

CoMP
Coordinated Multi Point

C-plane
Control Plane

C-RNTI
Cell RNTI

CQI
Channel Quality Indicator

CRC
Cyclic Redundancy Check

CRE
Cell Range Extension

CRS
Cell-specific Reference Signal

CSA
Common Subframe Allocation

CSG
Closed Subscriber Group

CSI
Channel State Information

CSI-IM
CSI interference measurement

CSI-RS
CSI reference signal
DC
Dual Connectivity

DCCH
Dedicated Control Channel

DeNB
Donor eNB

DFTS
DFT Spread OFDM

DL
Downlink

DRB
Data Radio Bearer

DRX
Discontinuous Reception

DTCH
Dedicated Traffic Channel

DTX
Discontinuous Transmission

DwPTS
Downlink Pilot Time Slot

EAB
Extended Access Barring

ECGI
E-UTRAN Cell Global Identifier

ECM
EPS Connection Management
EMM
EPS Mobility Management

E-CID
Enhanced Cell-ID (positioning method)

eIMTA
Enhanced Interference Management and Traffic Adaptation

eHRPD
enhanced High Rate Packet Data

eNB
E-UTRAN NodeB

EPC
Evolved Packet Core

EPDCCH
Enhanced Physical Downlink Control Channel

EPS
Evolved Packet System

E-RAB
E-UTRAN Radio Access Bearer
ETWS
Earthquake and Tsunami Warning System

E-UTRA
Evolved UTRA

E-UTRAN
Evolved UTRAN

FDD
Frequency Division Duplex

FDM
Frequency Division Multiplexing

GERAN
GSM EDGE Radio Access Network

GNSS
Global Navigation Satellite System

GSM
Global System for Mobile communication

GBR
Guaranteed Bit Rate

GP
Guard Period

GRE
Generic Routing Encapsulation

G-RNTI
Group RNTI
GUMMEI
Globally Unique MME Identifier

GUTI
Globally Unique Temporary Identifier

GWCN
GateWay Core Network
HARQ
Hybrid ARQ

(H)eNB
eNB or HeNB

HO
Handover

HRPD
High Rate Packet Data

HSDPA
High Speed Downlink Packet Access

ICIC
Inter-Cell Interference Coordination

IDC
In-Device Coexistence

IP
Internet Protocol

ISM
Industrial, Scientific and Medical

KPAS
Korean Public Alert System

LB
Load Balancing

LCG
Logical Channel Group

LCR
Low Chip Rate

LCS
LoCation Service

LIPA
Local IP Access

LHN
Local Home Network

LHN ID
Local Home Network ID

LMU
Location Measurement Unit

LPPa
LTE Positioning Protocol Annex

L-GW
Local Gateway

LTE
Long Term Evolution

MAC
Medium Access Control

MBMS
Multimedia Broadcast Multicast Service

MBR
Maximum Bit Rate

MBSFN
Multimedia Broadcast multicast service Single Frequency Network

MCCH
Multicast Control Channel

MCE
Multi-cell/multicast Coordination Entity
MCG
Master Cell Group
MCH
Multicast Channel

MCS
Modulation and Coding Scheme

MDT
Minimization of Drive Tests
MeNB
Master eNB
MIB
Master Information Block

MIMO
Multiple Input Multiple Output

MME
Mobility Management Entity

MSA 
MCH Subframe Allocation 
MSI
MCH Scheduling Information

MSP
MCH Scheduling Period

MTCH
Multicast Traffic Channel

NACK
Negative Acknowledgement

NAS
Non-Access Stratum

NCC
Next Hop Chaining Counter

NH
Next Hop key

NNSF
NAS Node Selection Function

NR
Neighbour cell Relation

NRT
Neighbour Relation Table

OFDM
Orthogonal Frequency Division Multiplexing

OFDMA
Orthogonal Frequency Division Multiple Access

OPI
Offload Preference Indicator

OTDOA
Observed Time Difference Of Arrival (positioning method)

P-GW
PDN Gateway

P-RNTI
Paging RNTI

PA
Power Amplifier

PAPR
Peak-to-Average Power Ratio

PBCH
Physical Broadcast CHannel

PBR
Prioritised Bit Rate

PCC
Primary Component Carrier

PCCH
Paging Control Channel

PCell
Primary Cell

PCFICH
Physical Control Format Indicator CHannel

PCH
Paging Channel

PCI
Physical Cell Identifier

PDCCH
Physical Downlink Control CHannel

PDSCH
Physical Downlink Shared CHannel

PDCP
Packet Data Convergence Protocol

PDN
Packet Data Network

PDU
Protocol Data Unit

PHICH
Physical Hybrid ARQ Indicator CHannel

PHY
Physical layer

PLMN
Public Land Mobile Network

PMCH
Physical Multicast CHannel

PRACH
Physical Random Access CHannel

PRB
Physical Resource Block

ProSe
Proximity based Services

PSBCH 
Physical Sidelink Broadcast CHannel

PSC
Packet Scheduling

PSCCH
Physical Sidelink Control CHannel

PSCell
Primary SCell
PSDCH
Physical Sidelink Discovery CHannel
PSM
Power Saving Mode

PSSCH
Physical Sidelink Shared CHannel

PUCCH
Physical Uplink Control CHannel

PUSCH
Physical Uplink Shared CHannel

pTAG
Primary Timing Advance Group

PWS
Public Warning System

QAM
Quadrature Amplitude Modulation

QCI
QoS Class Identifier

QoS
Quality of Service

R-PDCCH
Relay Physical Downlink Control CHannel

RA-RNTI
Random Access RNTI

RAC
Radio Admission Control

RACH
Random Access Channel

RAT
Radio Access Technology

RB
Radio Bearer

RBC
Radio Bearer Control


RF
Radio Frequency

RIBS
Radio-interface based synchronization
RIM
RAN Information Management

RLC
Radio Link Control

RN
Relay Node

RNC
Radio Network Controller

RNL
Radio Network Layer

RNTI
Radio Network Temporary Identifier

ROHC
Robust Header Compression

RRC
Radio Resource Control

RRM
Radio Resource Management

RU
Resource Unit

S-GW
Serving Gateway

S1-MME
S1 for the control plane

SCC
Secondary Component Carrier

SCell
Secondary Cell
SCG
Secondary Cell Group

SeNB
Secondary eNB
SI
System Information

SIB
System Information Block

SIPTO
Selected IP Traffic Offload

SIPTO@LN
Selected IP Traffic Offload at the Local Network

SI-RNTI
System Information RNTI

S1-U
S1 for the user plane

SAE
System Architecture Evolution

SAP
Service Access Point

SC-FDMA
Single Carrier – Frequency Division Multiple Access

SC-PTM
Single Cell Point to Multipoint

SCH
Synchronization Channel

SCTP
Stream Control Transmission Protocol

SDF
Service Data Flow

SDMA
Spatial Division Multiple Access

SDU
Service Data Unit

SeGW
Security Gateway

SFN
System Frame Number

S-GW
Serving GateWay

SBCCH
Sidelink Broadcast Control Channel

SL-BCH
Sidelink Broadcast Channel

SL-DCH
Sidelink Discovery Channel

SL-RNTI
Sidelink RNTI

SL-SCH
Sidelink Shared Channel

STCH
Sidelink Traffic Channel

SPID
Subscriber Profile ID for RAT/Frequency Priority

SR
Scheduling Request

SRB
Signalling Radio Bearer

SU
Scheduling Unit

sTAG
Secondary Timing Advance Group

TA
Tracking Area

TAG
Timing Advance Group

TB
Transport Block

TCP
Transmission Control Protocol

TDD
Time Division Duplex

TDM
Time Division Multiplexing

TEID
Tunnel Endpoint Identifier

TFT
Traffic Flow Template

TM
Transparent Mode

TNL
Transport Network Layer

TTI
Transmission Time Interval

UE
User Equipment

UL
Uplink

UM
Unacknowledged Mode

UMTS
Universal Mobile Telecommunication System

U-plane
User plane

UTRA
Universal Terrestrial Radio Access

UTRAN
Universal Terrestrial Radio Access Network

UpPTS
Uplink Pilot Time Slot
VRB
Virtual Resource Block

WLAN
Wireless Local Area Network

X2 GW
X2 GateWay

X2-C
X2-Control plane

X2-U
X2-User plane

5.3
Transport Channels

The physical layer offers information transfer services to MAC and higher layers. The physical layer transport services are described by how and with what characteristics data are transferred over the radio interface. An adequate term for this is "Transport Channel".

NOTE:
This should be clearly separated from the classification of what is transported, which relates to the concept of logical channels at MAC sublayer.

Downlink transport channel types are:

1.
Broadcast Channel (BCH) characterised by:

-
fixed, pre-defined transport format;

-
requirement to be broadcast in the entire coverage area of the cell.

2.
Downlink Shared Channel (DL-SCH) characterised by:
-
support for HARQ;

-
support for dynamic link adaptation by varying the modulation, coding and transmit power;

-
possibility to be broadcast in the entire cell;

-
possibility to use beamforming;

-
support for both dynamic and semi-static resource allocation;

-
support for UE discontinuous reception (DRX) to enable UE power saving;

NOTE:
the possibility to use slow power control depends on the physical layer.
3.
Paging Channel (PCH) characterised by:
-
support for UE discontinuous reception (DRX) to enable UE power saving (DRX cycle is indicated by the network to the UE);

-
requirement to be broadcast in the entire coverage area of the cell;

-
mapped to physical resources which can be used dynamically also for traffic/other control channels.

4.
Multicast Channel (MCH) characterised by:
-
requirement to be broadcast in the entire coverage area of the cell;

-
support for MBSFN combining of MBMS transmission on multiple cells;

-
support for semi-static resource allocation e.g. with a time frame of a long cyclic prefix.

Uplink transport channel types are:

1.
Uplink Shared Channel (UL-SCH) characterised by:

-
possibility to use beamforming; (likely no impact on specifications)

-
support for dynamic link adaptation by varying the transmit power and potentially modulation and coding;

-
support for HARQ;

-
support for both dynamic and semi-static resource allocation.

NOTE:
the possibility to use uplink synchronisation and timing advance depend on the physical layer.
2.
Random Access Channel(s) (RACH) characterised by:

-
limited control information;

-
collision risk.

NOTE:
The possibility to use open loop power control depends on the physical layer solution.

Sidelink transport channel types are:

1. Sidelink broadcast channel (SL-BCH) characterised by:

-
pre-defined transport format.

2. Sidelink discovery channel (SL-DCH) characterised by:

-
fixed size, pre-defined format periodic broadcast transmission;

-
support for both UE autonomous resource selection and scheduled resource allocation by eNB; 

-
collision risk due to support of UE autonomous resource selection; no collision when UE is allocated dedicated resources by the eNB;

-
support for HARQ combining, but no support for HARQ feedback.
NOTE:
the possibility to use uplink synchronisation and timing advance depends on the physical layer.
3.
Sidelink shared channel (SL-SCH) characterised by:

-
support for broadcast transmission;

-
support for both UE autonomous resource selection and scheduled resource allocation by eNB;

-
collision risk due to support of UE autonomous resource selection; no collision when UE is allocated dedicated resources by the eNB;

-
support for HARQ combining, but no support for HARQ feedback;

-
support for dynamic link adaptation by varying the transmit power, modulation and coding.

NOTE:
the possibility to use uplink synchronisation and timing advance depend on the physical layer.

[...]
6.1.2
Logical Channels

Different kinds of data transfer services as offered by MAC. Each logical channel type is defined by what type of information is transferred.

A general classification of logical channels is into two groups:

-
Control Channels (for the transfer of control plane information);

-
Traffic Channels (for the transfer of user plane information).

There is one MAC entity per CG. MAC generally consists of several function blocks (transmission scheduling functions, per UE functions, MBMS functions, MAC control functions, transport block generation…). Transparent Mode is only applied to BCCH, PCCH and SBCCH.

6.1.2.1
Control Channels

Control channels are used for transfer of control plane information only. The control channels offered by MAC are:

-
Broadcast Control Channel (BCCH)


A downlink channel for broadcasting system control information.

-
Paging Control Channel (PCCH)


A downlink channel that transfers paging information and system information change notifications. This channel is used for paging when the network does not know the location cell of the UE.

-
Common Control Channel (CCCH)


Channel for transmitting control information between UEs and network. This channel is used for UEs having no RRC connection with the network.

-
Multicast Control Channel (MCCH)


A point-to-multipoint downlink channel used for transmitting MBMS control information from the network to the UE, for one or several MTCHs. This channel is only used by UEs that receive or are interested to receive MBMS.
-
Single-Cell Multicast Control Channel (SC-MCCH)

A point-to-multipoint downlink channel used for transmismitting MBMS control information from the network to the UE, for one or several SC-MTCHs. This channel is only used by UEs that receive or are interested to receive MBMS.
-
Dedicated Control Channel (DCCH)

A point-to-point bi-directional channel that transmits dedicated control information between a UE and the network. Used by UEs having an RRC connection.

-
Sidelink Broadcast Control Channel (SBCCH)

A sidelink channel for broadcasting sidelink system information from one UE to other UE(s). This channel is used only by ProSe Direct Communication capable UEs.

6.1.2.2
Traffic Channels

Traffic channels are used for the transfer of user plane information only. The traffic channels offered by MAC are:

-
Dedicated Traffic Channel (DTCH)


A Dedicated Traffic Channel (DTCH) is a point-to-point channel, dedicated to one UE, for the transfer of user information. A DTCH can exist in both uplink and downlink.

-
Multicast Traffic Channel (MTCH)


A point-to-multipoint downlink channel for transmitting traffic data from the network to the UE. This channel is only used by UEs that receive MBMS.
-
Single-Cell Multicast Traffic Channel (SC-MTCH)

A point-to-multipoint downlink channel for transmitting traffic data from the network to the UE using SC-PTM transmission. This channel is only used by UEs that receive MBMS  using SC-PTM.
· Sidelink Traffic Channel (STCH)


A Sidelink Traffic Channel (STCH) is a point-to-multipoint channel, for transfer of user information from one UE to other UEs. This channel is used only by Prose Direct Communication capable UEs.

6.1.3
Mapping between logical channels and transport channels

6.1.3.1
Mapping in Uplink

The figure below depicts the mapping between uplink logical channels and uplink transport channels:
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Figure 6.1.3.1-1: Mapping between uplink logical channels and uplink transport channels

In Uplink, the following connections between logical channels and transport channels exist:

-
CCCH can be mapped to UL-SCH;

-
DCCH can be mapped to UL- SCH;

-
DTCH can be mapped to UL-SCH.

6.1.3.2
Mapping in Downlink

The figure below depicts the mapping between downlink logical channels and downlink transport channels:
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Figure 6.1.3.2-1: Mapping between downlink logical channels and downlink transport channels
In Downlink, the following connections between logical channels and transport channels exist:

-
BCCH can be mapped to BCH;

-
BCCH can be mapped to DL-SCH;

-
PCCH can be mapped to PCH;

-
CCCH can be mapped to DL-SCH;

-
DCCH can be mapped to DL-SCH;

-
DTCH can be mapped to DL-SCH;

-
MTCH can be mapped to MCH;

-
MCCH can be mapped to MCH;

-
SC-MTCH can be mapped to DL-SCH;

-
SC-MCCH can be mapped to DL-SCH.
6.1.3.3
Mapping in Sidelink
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Figure 6.1.3.3-1: Mapping between Sidelink logical channels and Sidelink transport channels

In Sidelink, the following connections between logical channels and transport channels exist:

-
STCH can be mapped to SL-SCH;

-
SBCCH can be mapped to SL-BCH.

[...]
8
E-UTRAN identities

8.x
MBMS related identities
The following identities are used for SC-PTM transmission:
-
SC-RNTI:
Identifies transmissions of the SC-MCCH;
-
G-RNTI:
Identifies transmissions of a SC-MTCH, i.e. there is one G-RNTI for each SC-MTCH.
Editor's note:
The value of SC-RNTI is fixed in the specification.
15
MBMS
For MBMS, the following definitions are introduced:

MBSFN Synchronization Area: an area of the network where all eNodeBs can be synchronized and perform MBSFN transmissions. MBSFN Synchronization Areas are capable of supporting one or more MBSFN Areas. On a given frequency layer, a eNodeB can only belong to one MBSFN Synchronization Area. MBSFN Synchronization Areas are independent from the definition of MBMS Service Areas
MBSFN Transmission or a transmission in MBSFN mode: a simulcast transmission technique realised by transmission of identical waveforms at the same time from multiple cells. An MBSFN Transmission from multiple cells within the MBSFN Area is seen as a single transmission by a UE.

MBSFN Area: an MBSFN Area consists of a group of cells within an MBSFN Synchronization Area of a network, which are co-ordinated to achieve an MBSFN Transmission. Except for the MBSFN Area Reserved Cells, all cells within an MBSFN Area contribute to the MBSFN Transmission and advertise its availability. The UE may only need to consider a subset of the MBSFN areas that are configured, i.e. when it knows which MBSFN area applies for the service(s) it is interested to receive.
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Figure 15-1: MBMS Definitions

MBSFN Area Reserved Cell: A cell within a MBSFN Area which does not contribute to the MBSFN Transmission. The cell may be allowed to transmit for other services but at restricted power on the resource allocated for the MBSFN transmission.

Synchronisation Sequence: Each SYNC PDU contains a time stamp which indicates the start time of the synchronisation sequence. For an MBMS service, each synchronisation sequence has the same duration which is configured in the BM-SC and the MCE.

Synchronisation Period: The synchronisation period provides the time reference for the indication of the start time of each synchronisation sequence. The time stamp which is provided in each SYNC PDU is a relative value which refers to the start time of the synchronisation period. The duration of the synchronisation period is configurable.

15.1
General

In E-UTRAN, MBMS can be provided with single frequency network mode of operation (MBSFN) only on a frequency layer shared with non-MBMS services (set of cells supporting both unicast and MBMS transmissions i.e. set of "MBMS/Unicast-mixed cells").

MBMS reception is possible for UEs in RRC_CONNECTED or RRC_IDLE states. Whenever receiving MBMS services, a user shall be notified of an incoming call, and originating calls shall be possible. ROHC is not supported for MBMS. 

RNs do not support MBMS.

15.1.1
E-MBMS Logical Architecture
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Figure 15.1.1-1: E-MBMS Logical Architecture

Figure 15.1.1-1 depicts the E-MBMS Logical Architecture.
Multi-cell/multicast Coordination Entity (MCE)

The MCE is a logical entity – this does not preclude the possibility that it may be part of another network element – whose functions are:

-
the admission control and the allocation of the radio resources used by all eNBs in the MBSFN area for multi-cell MBMS transmissions using MBSFN operation. The MCE decides not to establish the radio bearer(s) of the new MBMS service(s) if the radio resources are not sufficient for the corresponding MBMS service(s) or may pre-empt radio resources from other radio bearer(s) of ongoing MBMS service(s) according to ARP. Besides allocation of the time/ frequency radio resources this also includes deciding the further details of the radio configuration e.g. the modulation and coding scheme.

-
counting and acquisition of counting results for MBMS service(s).

-
resumption of MBMS session(s) within MBSFN area(s) based on e.g. the ARP and/or the counting results for the corresponding MBMS service(s).

-
suspension of MBMS session(s) within MBSFN area(s) based e.g. the ARP and/or on the counting results for the corresponding MBMS service(s).

NOTE:
In case of distributed MCE architecture, the MCE manages the above functions for a single eNB of a MBSFN. The coordination of the functions between MCEs is provided by OAM, if needed.
The MCE is involved in MBMS Session Control Signalling. The MCE does not perform UE - MCE signalling.

An eNB is served by a single MCE.

E-MBMS Gateway (MBMS GW)

The MBMS GW is a logical entity – this does not preclude the possibility that it may be part of another network element – that is present between the BMSC and eNBs whose principal functions is the sending/broadcasting of MBMS packets to each eNB transmitting the service. The MBMS GW uses IP Multicast as the means of forwarding MBMS user data to the eNB. The MBMS GW performs MBMS Session Control Signalling (Session start/update/stop) towards the E-UTRAN via MME.

Control Plane Interfaces
"M3" Interface: MCE – MME

An Application Part is defined for this interface between MME and MCE. This application part allows for MBMS Session Control Signalling on E-RAB level (i.e. does not convey radio configuration data). The procedures comprise e.g. MBMS Session Start and Stop. SCTP is used as signalling transport i.e. Point-to-Point signalling is applied.

"M2" Interface: MCE – eNB
An Application Part is defined for this interface, which conveys at least radio configuration data for the multi-cell transmission mode eNBs and Session Control Signalling. SCTP is used as signalling transport i.e. Point-to-Point signalling is applied.
User Plane Interface

"M1" Interface: MBMS GW – eNB
This interface is a pure user plane interface. Consequently no Control Plane Application Part is defined for this interface. IP Multicast is used for point-to-multipoint delivery of user packets.

Deployment consideration

The two envisaged alternatives are shown in Figure 15.1.1-2.

The architecture on the right part is defined as the "distributed MCE architecture". In this architecture, a MCE is part of the eNB and the M2 interface should be kept between the MCE and the corresponding eNB.

The architecture on the left part is defined as the "centralized MCE architecture". In this architecture, the MCE is a logical entity which means it can be deployed as a stand-alone physical entity or collocated in another physical entity e.g. eNB. In both cases of the centralized MCE architecture, the M2 interface is kept between the MCE and all eNB(s) belonging to the corresponding MBSFN area.
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Figure 15.1.1-2: eMBMS Architecture deployment alternatives
15.1.2
E-MBMS User Plane Protocol Architecture

The overall U-plane architecture of content synchronization is shown in Figure 15.1.2-1. This architecture is based on the functional allocation for Unicast and the SYNC protocol layer is defined additionally on transport network layer to support content synchronization mechanism.
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Figure 15.1.2-1: The overall u-plane architecture of the MBMS content synchronization

The SYNC protocol is defined as a protocol to carry additional information that enable eNBs to identify the timing for radio frame transmission and detect packet loss. Every E-MBMS service uses its own SYNC entity. The SYNC protocol is applicable to DL and is terminated in the BM-SC.
15.1.3
E-MBMS Control Plane Protocol Architecture

The E-MBMS C-plane protocol architecture is shown in Figure 15.1.3-1.
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Figure 15.1.3-1: The E-MBMS c-plane architecture

MCCH is terminated in the eNB on the network side. How to achieve the synchronisation of MCCH signalling is described in subclause 15.3.8.

15.2
MBMS Cells

15.2.1
MBMS-dedicated cell

Void

15.2.2
MBMS/Unicast-mixed cell

In E-UTRAN, MBMS is only supported in a carrier shared with unicast traffic. Cells performing MBMS transmissions are referred to as MBMS/Unicast-mixed cells. MBMS is not supported for HeNB.

For MBMS/Unicast mixed cells:
-
MTCH and MCCH are mapped on MCH for MBSFN transmission;
-
SC-MTCH and SC-MCCH are mapped on DL-SCH for SC-PTM transmission;
-
Transmission of both unicast and MBMS in the cell is done in a co-ordinated manner.
Editor's note:
There is a difference in providing service over MBSFN and SC-PTM on cell-level. In this version of the running CR, it is assumed that there is a single type of service ("MBMS service") that can be provided over MTCH or SC-MTCH. It can be further discussed whether what is transmitted on SC-PTM is a different kind of service. 
15.3
MBMS Transmission

15.3.1
General

Transmission of a MBMS in E-UTRAN uses either MBSFN transmission or SC-PTM transmission. The MCE makes the decision on whether to use SC-PTM or MBSFN for each MBMS session..

15.3.2
Single-cell transmission

Single-cell transmission of MBMS is characterized by:
-
MBMS is transmitted in the coverage of a single cell;

-
One SC-MCCH and one or more SC-MTCH(s) are mapped on DL-SCH;
-
Scheduling is done by the eNB;

-
SC-MCCH and SC-MTCH transmissions are each indicated by a logical channel specific RNTI on PDCCH;
Note:
The SC-PTM reception opportunities are independent of the unicast DRX scheme. 
15.3.3
Multi-cell transmission

Multi-cell transmission of MBMS is characterized by:

-
Synchronous transmission of MBMS within its MBSFN Area;

-
Combining of MBMS transmission from multiple cells is supported;

-
Scheduling of each MCH is done by the MCE;

-
A single transmission is used for MCH (i.e. neither blind HARQ repetitions nor RLC quick repeat);

-
A single Transport Block is used per TTI for MCH transmission, that TB uses all the MBSFN resources in that subframe;

-
MTCH and MCCH can be multiplexed on the same MCH and are mapped on MCH for p-t-m transmission;

-
MTCH and MCCH use the RLC-UM mode;

-
The MAC subheader indicates the LCID for MTCH and MCCH;

-
The MBSFN Synchronization Area, the MBSFN Area, and the MBSFN cells are semi-statically configured e.g. by O&M;

-
MBSFN areas are static, unless changed by O&M (i.e. no dynamic change of areas);

NOTE:
The UE is not required to receive services from more than one MBSFN Area simultaneously and may support only a limited number of MTCHs.

Multiple MBMS services can be mapped to the same MCH and one MCH contains data belonging to only one MBSFN Area. An MBSFN Area contains one or more MCHs. An MCH specific MCS is used for all subframes of the MCH that do not use the MCS indicated in BCCH. All MCHs have the same coverage area.

For MCCH and MTCH, the UE shall not perform RLC re-establishment at cell change between cells of the same MBSFN area. Within the MBSFN subframes, all MCHs within the same MBSFN area occupy a pattern of subframes, not necessarily adjacent in time, that is common for all these MCHs and is therefore called the Common Subframe Allocation (CSA) Pattern. The CSA pattern is periodically repeated with the CSA period. The actual MCH subframe allocation (MSA) for every MCH carrying MTCH is defined by the CSA pattern, the CSA period, and the MSA end, that are all signalled on MCCH. The MSA end indicates the last subframe of the MCH within the CSA period. Consequently, the MCHs are time multiplexed within the CSA period, which finally defines the interleaving degree between the MCHs. It shall be possible for MCHs to not use all MBSFN resources signalled as part of the Rel-8 MBSFN signalling. Further, such MBSFN resource can be shared for more than one purpose (MBMS, Positioning, etc.). During one MCH scheduling period (MSP), which is configurable per MCH, the eNB applies MAC multiplexing of different MTCHs and optionally MCCH to be transmitted on this MCH.

MCH scheduling information (MSI) is provided per MCH to indicate which subframes are used by each MTCH during the MSP, and to indicate whether transmission for an MTCH is going to be, or has been, suspended by the eNode B. The following principles are used for the MSI:

· it is used both when services are multiplexed onto the MCH and when only a single service is transmitted on the MCH;

· it is generated by the eNB and provided once at the beginning of the MSP;

· it has higher scheduling priority than the MCCH and, when needed, it appears first in the PDU;

· it allows the receiver to determine what subframes are used by every MTCH, sessions are scheduled in the order in which they are included in the MCCH session list;

· it is carried in a MAC control element which cannot be segmented;

· it carries the mapping of MTCHs to the subframes of the associated MSP. This mapping is based on the indexing of subframes belonging to one MSP;

· it carries an indication of whether the transmission of an MTCH is to be suspended by the eNode B.

The content synchronization for multi-cell transmission is provided by the following principles:

1.
All eNBs in a given MBSFN Synchronization Area have a synchronized radio frame timing such that the radio frames are transmitted at the same time and have the same SFN.

2.
All eNBs have the same configuration of RLC/MAC/PHY for each MBMS service, and identical information (e.g. time information, transmission order/priority information) such that synchronized MCH scheduling in the eNBs is ensured. These are indicated in advance by the MCE.
3.
An E-MBMS GW sends/broadcasts MBMS packet with the SYNC protocol to each eNB transmitting the service. 
4.
The SYNC protocol provides additional information so that the eNBs identify the transmission radio frame(s). The E-MBMS GW does not need accurate knowledge of radio resource allocation in terms of exact time division (e.g. exact start time of the radio frame transmission).

5.
eNB buffers MBMS packet and waits for the transmission timing indicated in the SYNC protocol. 

6.
The segmentation/concatenation is needed for MBMS packets and should be totally up to the RLC/MAC layer in eNB.

7.
The SYNC protocol provides means to detect packet loss(es) and supports a recovery mechanism robust against loss of consecutive PDU packets (MBMS Packets with SYNC Header). 

8.
For the packet loss case the transmission of radio blocks potentially impacted by the lost packet should be muted.

9.
The mechanism supports indication or detection of MBMS data burst termination (e.g. to identify and alternately use available spare resources related to pauses in the MBMS PDU data flow).

10.
If two or more consecutive SYNC SDUs within a SYNC bearer are not received by the eNB, or if no SYNC PDUs of Type 0 or 3 are received for some synchronization sequence, the eNB may mute the exact subframes impacted by lost SYNC PDUs using information provided by SYNC protocol. If not muting only those exact subframes, the eNB stops transmitting the associated MCH from the subframe corresponding to the consecutive losses until the end of the corresponding MSP and it does not transmit in the subframe corresponding to the MSI of that MSP.

11.
The eNB sets VT(US) to zero in the RLC UM entity corresponding to an MCCH at its modification period boundary.

12.
The eNB sets VT(US) to zero in each RLC UM entity corresponding to an MTCH at the beginning of its MSP.

13.
The eNB sets every bit in the MAC padding on MCH to "0".

14.
The eNB’s RLC concatenates as many RLC SDUs from the same radio bearer as possible.

15.
The eNB’s MAC multiplexes as many RLC PDUs as fit in the Transport Block.

16.
The eNB sets every padding bit in the RLC UM PDU corresponding to an MTCH or MCCH to "0".

15.3.4
MBMS Reception States

UEs that are receiving MTCH and/or SC-MTCH transmissions can be in RRC_IDLE or RRC_CONNECTED state.
15.3.5
MCCH Structure

The following principles govern the MCCH structure:

-
One MBSFN Area is associated with one MCCH and one MCCH corresponds to one MBSFN Area;
-
The MCCH is sent on MCH;

-
MCCH consists of a single MBSFN Area configuration RRC message which lists all the MBMS services with ongoing sessions and an optional MBMS counting request message which, when present, comes after the former message in the repetition period;
-
MCCH is transmitted by all cells within an MBSFN Area, except the MBSFN Area Reserved Cells;

-
MCCH is transmitted by RRC every MCCH repetition period;

-
MCCH uses a modification period;

-
A notification mechanism is used to announce changes of MCCH due to either Session Start or the presence of an MBMS counting request message;

-
The notification is sent periodically throughout the modification period preceding the change of MCCH, in MBSFN subframes configured for notification;

-
The DCI format 1C with M-RNTI is used for notification and includes an 8-bit bitmap to indicate the one or more MBSFN Area(s) in which the MCCH change(s);
-
The UE monitors more than one notification subframe per modification period;

-
When the UE receives a notification, it acquires the MCCH at the next modification period boundary;

-
The UE detects changes to MCCH which are not announced by the notification mechanism by MCCH monitoring at the modification period.

15.3.5a
SC-MCCH structure

The following principles govern the SC-MCCH structure:

-
there is one SC-MCCH per cell;
-
the SC-MCCH is sent on DL-SCH,
-
the SC-MCCH provides the list of all MBMS services with ongoing sessions transmitted on SC-MTCH(s), for each including TMGI and optional session ID, associated G-RNTI, Transmission Mode;
-
SC-MCCH is transmitted by RRC every SC-MCCH repetition period;

-
SC-MCCH uses a modification period;
-
A notification mechanism is used to announce changes of SC-MCCH e.g. due to Session Start;

-
The UE detects changes to SC-MCCH which are not announced by the notification mechanism by SC-MCCH monitoring at the modification period.
15.3.6
MBMS signalling on BCCH

-
BCCH only points to the resources where the MCCH(s)/SC-MCCH can be found i.e. it does not indicate the availability of the services;

-
For each MCCH, BCCH indicates independently:

-
the scheduling of the MCCH for multi-cell transmission on MCH;

-
the MCCH modification period, repetition period radio frame offset and subframe allocation;

-
an MCS which applies to the subframes indicated for MCCH scheduling and for the first subframe of all MSPs in that MBSFN Area.

-
For the notification commonly used for all MCCH, BCCH:

-
configures the position of the MCCH change notification subframe and the number of occasions monitored by the UE;
-
indicates the mapping between the PDCCH bit(s) carried in the notification and the MCCH(s).
-
BCCH indicates the SC-MCCH modification period, SC-MCCH repetition period and SC-MCCH subframe offset

Editor's note:
Configuration of SC-MCCH is indicated in a new SIB, i.e. separate from configuration of MCCH(s).
15.3.7
MBMS User Data flow synchronisation

The synchronised radio interface transmission from the cells controlled by different eNBs requires a SYNC-protocol support between the BM-SC and the eNBs.

As part of the SYNC-protocol procedures the BM-SC shall include within the SYNC PDU packets a time stamp which tells the timing based on which the eNB sends MBMS data over the air interface. This time stamp is based on a common time reference, and common start of the first synchronisation period available at the BM-SC and the concerned eNBs and represents a relative time value which refers to the start time of the synchronisation period.

The BM-SC shall set the timestamp of all SYNC PDU packets in one synchronisation sequence of an MBMS service to the same value. The BM-SC should take into account the following factors for setting the timestamp: arrival time of data, the Maximum Transmission Delay from the BM-SC to the farthermost eNB, the length of the synchronisation sequence used for time stamping and other extra delay (e.g. processing delay in the eNB). The MSP length is one or multiple times of the synchronisation sequence length for MBMS services in the MCH.

MBMS user data shall be time-stamped based on separable synchronisation sequences which are tied to multiples of the TTI length. Each synchronisation sequence for each service is denoted by a single timestamp value working in such a manner that an increase of the timestamp value by one or more synchronisation sequence lengths shall be interpreted as an implicit start-of-a-new-synchronisation-sequence-indicator, so that the eNB becomes aware that a new sequence is starting.

The BM-SC does not know the absolute time point at which a TTI starts, but the sequence length for the time stamp is set by O&M like the delay parameters. The BM-SC will use the delay parameters to define the transmission time point of that user data packet and for the following user data packets the sequence length for the time stamp: following user data packets arriving within e.g. 40ms will receive the same time stamp value as the first data packet, if the sequence length is set to be 40ms.

The eNB shall schedule the received data packets in the first MSP following the time point indicated by the timestamp unless the MBMS service is suspended, in which case no packet shall be sent by eNB. When a suspended MBMS service is resumed, the eNB shall enable the transmission from the beginning of the Modification Period indicated by the MCCH Update Time.

The elementary procedures related to the SYNC-protocol are defined in [36].

Based on the parameters in the SYNC Header (e.g. Timestamp, Packet Number, Elapsed Octet Counter), the eNB is able to derive the timing for downlink radio transmission and notice if any SYNC packets are lost during transmission from BM-SC to the eNB. The eNB is also able to know the size of the lost SYNC packet in case a single SYNC packet is lost. Furthermore, the eNB may also be able to know the sizes of each lost SYNC packet if multiple consecutive SYNC packets are lost. Additionally the eNB is able to reorder the PDUs before passing them to RLC processing, if needed.
At the end of each synchronisation sequence the BM-SC shall send to the eNBs a user data frame, which contains counter information including 'Total Number Of Packet Counter' and 'Total Number Of Octet' without MBMS payload. This Total Counter frame is implicitly marking the end-of-sync.seq. The Total Counter frame without payload may be repeated in order to improve the reliability of the delivery to the eNBs.

In case the SYNC protocol delivers more data for an MCH than the air interface can transport in the scheduling period, the following procedure shall be used by the eNB. As long as the eNB must drop a packet because it has too much data for this MCH scheduling period, it does the following, 

-
select the last bearer according to the order in the MCCH list with a SYNC SDU available for dropping;

-
for the selected bearer, drop the available SYNC SDU with the highest Packet Number among the SYNC SDUs with the latest Timestamp.

A SYNC SDU is considered available for dropping when the eNB knows its size and it has not been dropped by the eNB.
15.3.8
Synchronisation of MCCH Update Signalling via M2

The synchronised radio interface transmission from the cells controlled by different eNBs require means to ensure that the MCCH content is updated at the same modification period border in each cell belonging to the same MBSFN Area.

The MCE and the concerned eNBs maintain a common time reference which allows each node to be aware of the modification period boundary within an MBSFN Area. In addition, each node maintains a counter of modification periods which is incremented by one at each modification period boundary. This counter which is based on common start of the first MCCH modification period, allows the MCE to indicate to the eNBs at which modification period the MCCH update shall take place. The MCE shall ensure that it starts to inform all eNBs within the MBSFN Area well in advance. In case of the simultaneously change of the MCCH information and the MCCH related BCCH information, the eNB may use this counter to decide after which BCCH modification period the MCCH related BCCH information update takes place.

15.3.9
IP Multicast Distribution

To improve the transport efficiency the IP Multicast shall be used for the MBMS payload distribution in the backbone network between the MBMS-GW and the eNBs that have joined the IP Multicast Group.

The MBMS-GW allocates the Transport Layer Address(es) used for the IP multicast and the DL TEID used for the M1 Transport association. The MBMS-GW sends this information to the MME(s) during the Session Start procedure. The MCE(s) receives these parameters from the MME in the MBMS Session Start Request message. The MCE passes the received parameters including at least one set of the Transport Layer Address to the relevant eNBs.

If the eNB accepts the MBMS Session Start request, or if it is required following the acceptance of the MBMS Session Update request, the eNB joins the channel (IP Multicast and Source address) to the backbone in order to join the bearer service multicast distribution.

The MBMS payload is forwarded by the MBMS-GW towards the IP Multicast address(es). The eNBs having joined that IP Multicast will receive the user data packets (SYNC PDU) together with the synchronisation-related information in header part of SYNC PDU.

15.4
Service Continuity
Mobility procedures for MBMS reception allow the UE to start or continue receiving MBMS service(s) via MBSFN when changing cell(s). E-UTRAN procedures provide support for service continuity with respect to mobility within the same MBSFN area. Within the same geographic area, MBMS services can be provided on more than one frequency and the frequencies used to provide MBMS services may change from one geographic area to another within a PLMN.

UEs that are receiving MBMS service(s) in RRC_IDLE state performing cell reselection or are in RRC_CONNECTED state obtain target cell MTCH information from the target cell MCCH.

To avoid the need to read MBMS related system information and potentially MCCH on neighbour frequencies, the UE is made aware of which frequency is providing which MBMS services via MBSFN through the combination of the following MBMS assistance information:

-
user service description (USD): in the USD (see 3GPP TS 26.346 [49]), the application/service layer provides for each service the TMGI, the session start and end time, the frequencies and the MBMS service area identities (MBMS SAIs, see definition in section 15.3 of 3GPP TS 23.003 [26]) belonging to the MBMS service area (see definition in 3GPP TS 23.246 [48]);

-
system information: MBMS and non-MBMS cells indicate in SystemInformationBlockType15 the MBMS SAIs of the current frequency and of each neighbour frequency.

The MBMS SAIs of the neighbouring cell may be provided by X2 signalling (i.e. X2 Setup and eNB Configuration Update procedures) or/and OAM.

When applying the procedures described below for UEs in RRC_IDLE and RRC_CONNECTED state:

-
the UE does not need to verify that a frequency is providing a MBMS service by acquiring MCCH and may apply these procedures even though a MBMS service is not provided via MBSFN;

-
the UE may consider that a service is provided if a session of this service is ongoing as derived from the session start and end times indicated for this service in the USD and if a frequency provides this service;

-
the UE determines the frequency on which a service is provided according to the following:

-
if the serving cell provides SystemInformationBlockType15, the UE considers that a frequency is providing the MBMS service via MBSFN if and only if one of the MBMS SAI(s) of this frequency as indicated in SystemInformationBlockType15 of the serving cell is indicated for this MBMS service in the USD;

-
if the serving cell does not provide SystemInformationBlockType15, the UE in RRC_IDLE state may consider that a frequency included in the USD for the MBMS service is providing this MBMS service as long as the UE reselects cells where SystemInformationBlockType13 is provided.

In RRC_IDLE, the UE applies the normal cell reselection rules with the following modifications:

-
the UE which is receiving MBMS service(s) via MBSFN and can only receive these MBMS service(s) via MBSFN while camping on the frequency providing these MBMS service(s) is allowed to make this frequency highest priority;

-
the UE which is interested in receiving MBMS service(s) via MBSFN and can only receive these MBMS service(s) via MBSFN while camping on the frequency providing these MBMS service(s) is allowed to make this frequency highest priority when it intends to receive these MBMS service(s);

-
when the MBMS service(s) which the UE is interested in are no longer available (after the end of the session) or the UE is no longer interested in receiving the service(s), the UE no longer prioritises the frequency providing these MBMS service(s);

NOTE 1:
In RRC IDLE, when the above modifications to cell reselection rules are applied, the prioritization between the frequency providing these MBMS service(s) and the frequency of a CSG cell, and the autonomous search are left to UE implementation.

In RRC_CONNECTED, the UE that is receiving or interested to receive MBMS via MBSFN informs the network about its MBMS interest via a RRC message and the network does its best to ensure that the UE is able to receive MBMS and unicast services subject to the UE’s capabilities:

-
the UE indicates the frequencies which provide the service(s) that the UE is receiving or is interested to receive simultaneously, and which can be received simultaneously in accordance with the UE capabilities.
-
the UE indicates its MBMS interest at RRC connection establishment (the UE does not need to wait until AS security is activated), and whenever the set of frequencies on which the UE is interested in receiving MBMS services has changed compared with the last indication sent to the network (e.g. due to a change of user interest or of service availability).

-
the UE may only indicate its interest when the PCell provides SystemInformationBlockType15 and after having acquired SystemInformationBlockType15 of the current PCell.

-
the UE may indicate its MBMS interest even if the current configured serving cell(s) do not prevent it from receiving the MBMS services it is interested in.

-
the UE indicates with a single bit whether it prioritises MBMS reception over unicast. This priority indication applies to all unicast bearers and all MBMS frequencies. It is sent whether the MBMS frequencies are congested or not.

-
the E-UTRAN reuses the SupportedBandCombination IE to derive the UEs MBMS related reception capabilities, i.e. the E-UTRAN tries to ensure that the UE is able to receive MBMS and unicast bearers by providing them on the frequencies indicated in SupportedBandCombination IE signalled by the UE. The UE shall support MBMS reception on any serving cell and on any cell that may be additionally configured as serving cell according to the UE capabilities.

-
for handover preparation, the source eNB transfers the MBMS interest of the UE, if available, to the target eNB. After handover, the UE reads SystemInformationBlockType15 before updating its MBMS interest. If SystemInformationBlockType15 is provided on the target cell but not on the source cell, the UE indicates its MBMS interest after handover.
If MBMS is prioritised and the unicast connection cannot be maintained because of congestion on the MBMS carrier then the E-UTRAN releases unicast bearers. It is left to E-UTRAN implementation whether all bearers or only GBR bearers are released. The E-UTRAN does not trigger re-establishment of the released unicast bearers. For congestion control, the E-UTRAN can rely on existing access control mechanisms.

The E-UTRAN may take into account the UE priority for MBMS or unicast reception when receiving an indication of proximity to a CSG cell from a UE which also indicated interest in MBMS reception (or vice-versa).

15.5
Network sharing
Unicast mobility shall not be affected by the sharing of MBMS resources by operators.
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