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1. Overall Description:

RAN2 discussed the extended DRX in Idle mode, and agreed to introduce Solution 2 “Core Network based with event based time reference”, as referenced in SA2 LS (R2-153032 / S2-152697). 
RAN2 also made the following agreements about the extended DRX in Idle mode parameter range:
· The minimum and maximum value for the TeDRX timer is 10 seconds and 6 hours respectively. 

· The minimum and maximum value for the Paging Transmission Window (PTW) size (NPTW) is 2 seconds and 30 seconds respectively. 
2. Actions:

To SA2
ACTION: 
RAN2 kindly asks SA2 to take the decision about the extended DRX in Idle mode solution into account for the technically endorsed CRs in SA2 for extended DRX. 

To CT1
ACTION: 
RAN2 kindly asks CT1 to take the RAN2 decision about the extended DRX in Idle mode parameters range into account in their stage 3 work for TS 24.008. 
To RAN4
ACTION: 
RAN2 kindly asks RAN4 to take the RAN2 decision about the extended DRX in Idle mode parameters range into account in RAN4 specification updates, if needed.  
3. Date of Next TSG-RAN2 Meetings:

TSG RAN2 Meeting #92

16 - 20 November 2015,
Anaheim, US

TSG RAN2 Meeting #93

15 - 19 February, 2016, St.Julian's, Malta


