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	Summary of change:
	1. In subclause 9.1.1.6, to clarify that the RoHC profiles for STCH are up to UE implementation.
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	In TS 36.331 the value for RoHC profiles in STCH configuraton is not clear.
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Beginning of the changes
9.1.1.6
STCH configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	
	
	

	discardTimer
	Undefined
	Up to UE implementation
	

	pdcp-SN-Size
	16
	
	

	maxCID
	15
	
	

	profiles
	Undefined
	Up to UE implementation
	

	RLC configuration
	
	Uni-directional UM RLC

UM window size is set to 0
	

	sn-FieldLength
	5
	
	

	logicalChannelIdentity
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	Logical channel configuration
	
	
	

	priority
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	prioritisedBitRate
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	bucketSizeDuration
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	logicalChannelGroup
	3
	
	

	MAC configuration
	
	
	

	maxHARQ-Tx
	4
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