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1. Overall Description:

In the RAN2 WI “Power saving enhancements for UMTS”, one of the objectives is:

· DRX enhancements in connected mode (i.e. CELL_PCH and URA_PCH)  (RAN2, RAN3, RAN4)

· DRX extensions up to a limit subject to SA2 approval: 

· RAN2 should liaise with SA2 working with the WID “Extended DRX cycle for Power Consumption Optimization”and further evaluate the proposed extension taking into account the SA2 feedback.
SA2 has reached the conclusion of extending DRX up to 30s for connected mode in UMTS, RAN2 agreed to introduce 10,24s and 20,48s as two extended DRX cycle lengths for CELL_PCH and URA_PCH state, based on this conclusion from SA2.
RAN2 also discussed the potential impacts on measurements requirements, RAN2 would like to understand whether the existing DRX measurement requirements for CELL_PCH and URA_PCH, as specified in Table 4.1 in section 4.2.2.7 of 25.133, should be extended or not, due to the introduction of the two extended DRX values. Per RAN2 understanding, an example could be referred from the following table (25.133 Table 4.1), RAN2 also understands that Table 4.2 in 25.133 should also be updated accordingly.
	DRX cycle length [s]
	Nserv [number of DRX cycles]
	TmeasureFDD [s] (number of DRX cycles)
	TevaluateFDD [s] (number of DRX cycles)
	TmeasureTDD [s] (number of DRX cycles)
	TevaluateTDD [s] (number of DRX cycles)
	TmeasureGSM [s] (number of DRX cycles)

	0.08
	4
	0.64 (8 DRX cycles)
	2.56 (32 DRX cycles)
	0.64 (8 DRX cycles)
	2.56 (32 DRX cycles)
	2.56 (32 DRX cycles)

	0.16
	4
	0.64 (4)
	2.56 (16)
	0.64 (4)
	2.56 (16)
	2.56 (16)

	0.32
	4
	1.28 (4)
	5.12 (16)
	1.28 (4)
	5.12 (16)
	5.12 (16)

	0.64
	4
	1.28 (2)
	5.12 (8)
	1.28 (2)
	5.12 (8)
	5.12 (8)

	1.28
	2
	1.28 (1)
	6.4 (5)
	1.28 (1)
	6.4 (5)
	6.4 (5)

	2.56
	2
	2.56 (1)
	7.68 (3) 
	2.56 (1)
	7.68 (3) 
	7.68 (3)

	5.12
	1
	5.12 (1)
	10.24 (2)
	5.12 (1)
	10.24 (2)
	10.24 (2)

	10.24
	1
	10.24(1)
	20.48(2)
	10.24(1)
	20.48(2)
	10.24(1)

	20.48
	1
	20.48(1)
	40.96(2)
	20.48(1)
	40.96(2)
	20.48(1)


2. Actions:

To RAN4
ACTION: 
RAN4 is kindly requested to study and decide if additional measurements requirements are needed in 25.133, due to the introduction of an extended DRX in CELL_PCH and URA_PCH with 10,24 and 20,48 seconds.
3. Date of Next TSG-RAN2 Meetings:

TSG RAN2 Meeting #92
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