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	Reason for change:
	It was the intent that the UE supporting delay tolerant access shall support both RRCConnectionRelease with extendedWaitTime and RRCConnectionReject with extendedWaitTime. 
It has been specified in 36.331 that the UE supporting delay tolerant access shall support both RRCConnectionRelease with extendedWaitTime and RRCConnectionReject with extendedWaitTime.

	
	

	Summary of change:
	The UE supporting delay tolerant access shall support RRCConnectionRelease with extendedWaitTime and RRCConnectionReject with extendedWaitTime.
Impact analysis
Impacted functionality: 

Delay tolerant access
Inter-operability:
If the CR is implemented by the UE supporting delay tolerant access but not by eNB, there is no interoperability issue.
If the CR is implemented by eNB, but not by the UE supporting delay tolerant access, the UE may support either RRCConnectionRelease with extendedWaitTime or RRCConnectionReject with extendedWaitTime. Hence, the UE may not apply the extendedWaitTime received in one of RRCConnectionRelease and RRCConnectionReject.


	
	

	Consequences if not approved:
	It might be misunderstood that the UE supporting dealy tolerant access is allowed to support either RRCConnectionRelease with extendedWaitTime or RRCConnectionReject with extendedWaitTime.
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	Other comments:
	


7.5
Delay Tolerant Access Features

7.5.1
extendedWaitTime

It is mandatory to support the RRCConnectionRelease with extendedWaitTime and RRCConnectionReject with extendedWaitTime for UEs which support Delay Tolerant Access as specified in [5].
