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[Start of changes]
[…]
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

1xRTT
CDMA2000 1x Radio Transmission Technology

ACK
Acknowledgement

ANDSF
Access Network Discovery and Selection Function

BCCH
Broadcast Control Channel
CG
Cell Group
CRS
Cell-specific Rerefence Signal

CSG
Closed Subscriber Group
CSI
Channel State Information
DC
Dual Connectivity
DCI
Downlink Control Information

DL-SCH
Downlink Shared Channel

E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

FDD
Frequency Division Duplex

GERAN
GSM/EDGE Radio Access Network
HARQ
Hybrid Automatic Repeat Request

HRPD
High Rate Packet Data

IRC
Interference Rejection Combining

MAC
Medium Access Control

MMSE
Minimum Mean Squared Error

MRO
Mobility Robustness Optimisation
NAICS
Network Assisted Interference Cancellation/Suppression
PCell
Primary Cell
PDCCH
Physical Downlink Control Channel

PDCP
Packet Data Convergence Protocol

PDSCH
Physical Downlink Shared Channel

PHR
Power Headroom Reporting
ProSe
Proximity-based Services
PUCCH
Physical Uplink Control Channel

RACH
Random Access CHannel
RAT
Radio Access Technology

RLC
Radio Link Control

ROHC
RObust Header Compression

RRC
Radio Resource Control
SC-PTM
Single Cell Point to Multipoint
SI
System Information
SL
Sidelink
SON
Self Organizing Networks
SR
Scheduling Request

SSAC
Service Specific Access Control 

TDD
Time Division Duplex

TTI
Transmission Time Interval

UE
User Equipment

UL-SCH
Uplink Shared Channel 

UMTS
Universal Mobile Telecommunications System

UTRA
UMTS Terrestrial Radio Access

WLAN
Wireless Local Area Network
[…]
4
UE radio access capability parameters

The following subclauses define the UE radio access capability parameters and minimum capabilities for MBMS capable UE. Only parameters for which there is the possibility for UEs to signal different values are considered as UE radio access capability parameters. Therefore, mandatory features without capability parameters that are the same for all UEs are not listed here. Also capabilities which are optional or conditionally mandatory for UEs to implement but do not have UE radio access capability parameter are listed in this specification.

E-UTRAN needs to respect the signalled UE radio access capability parameters when configuring the UE and when scheduling the UE.

All parameters shown in italics are signalled and correspond to a field defined in TS 36.331 [5].

For optional features, the UE radio access capability parameter indicates whether the feature has been implemented and successfully tested. For mandatory features with the UE radio access capability parameter, the parameter indicates whether the feature has been successfully tested.
The mandatory features required to be supported by a UE are the same for all UE categories unless explicitly specified elsewhere in the specifications.
 […]
4.3.22
SC-PTM parameters

4.3.22.1
scptm-ParallelReception-r13
This parameter defines whether UEs supporting SC-PTM support the parallel reception of the DL-SCH transport block associated with G-RNTI/SC-RNTI and the DL-SCH transport block associated with C-RNTI/Semi-Persistent Scheduling C-RNTI as well as the parallel reception of multiple DL-SCH transport blocks associated with G-RNTI/SC-RNTI in the same subframe. In SC-PTM operation, the DL-SCH processing capability is shared between the DL-SCH transport block associated with G-RNTI/SC-RNTI and the DL-SCH transport block associated with C-RNTI/Semi-Persistent Scheduling C-RNTI.
[…]
6
Optional features without UE radio access capability parameters

The following subclauses list the optional UE features not having UE radio access capability.

NOTE:
This chapter does not yet contain complete analysis of all features of this release of specification.
[…]
6.12
SC-PTM features

It is optional for UE to support SC-PTM procedures as specified in TS 36.331 [5]. The UE supporting SC-PTM shall support SC-PTM procedures on the PCell. It is optional for UEs supporting SC-PTM to support the parallel reception of the DL-SCH transport block associated with G-RNTI/SC-RNTI and the DL-SCH transport block associated with C-RNTI/Semi-Persistent Scheduling C-RNTI in the same subframe. It is also optional for UEs supporting SC-PTM to support the parallel reception of multiple DL-SCH transport blocks associated with G-RNTI/SC-RNTI in the same subframe.
[End of changes]
