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11
Increased minimum number of carriers to monitor

The increased number of carrier monitoring feature allows a UE to monitor more UMTS and LTE frequencies in all RRC states.

When increased carrier monitoring is used, the network signals whether a carrier should be measured with "reduced measurement performance" together with a scaling factor applicable for CELL_DCH and CELL_FACH states. In Idle mode, CELL_PCH and URA_PCH states a fixed scaling factor is used. When a carrier does not belong to the "reduced measurement performance" group, it belongs to the “normal measurement performance” group. 

The value and the use of scaling factor are specified in [11].

XX
L2 and L3 Downlink enhancements for UMTS
XX.1
Improved synchronized RRC procedures
The Improved synchronized RRC procedures feature consists of a MAC level handshake between the UE and Node B. When the UE receives an RRC reconfiguration message for a synchronized RRC procedure indicating that the activation time shall be dynamically determined, the UE sends a MAC Control Information to the Node B when it is ready to switch to the new configuration indicated in the RRC message. On reception of the HARQ ACK to the MAC Control Information, the UE calculates the activation time by adding an offset to the current CFN. The UE sends an RRC configuration complete message upon successful completion of the procedure.

The network can also indicate a legacy, backup activation time at which the switch to the new configuration latest shall occur.
